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EXECUTIVE SUMMARYEXECUTIVE SUMMARY

The FACILITIES MASTER PLAN [FMP] has been structured as a narrative report with appendices
that describe in detail the program needs for each facility.  The appendices include the  information
required to proceed with the development of new facilities to correct facility deficiencies described in
the report.

The report includes the following:

Executive Summary:  A narrative summarizing the consultant’s findings with regard to the
existing facilities, and recommendations for new facilities.

Chapter 1: Derivation of Facility Needs
Chapter 1A:  Condition of the Existing Facilities
Chapter 1B:  Review of Comparable Facilities

Chapter 2: Summary of Recommended Development Programs
Chapter 2A:  New Main Fire Station Development Program
Chapter 2B:  New police Station Development Program
Chapter 2C:  New City Hall Development Program

Chapter 3: Sustainable Development Guidelines

Appendix A: Development Program for a New Main Fire Station
Appendix B: Development Program for a New Police Station
Appendix C: Development Program for a New City Hall

OBJECTIVES

Identify current and future facility needs for fire, police, and administrative facilities.  The
design population of 58,000 persons as described in the GENERAL PLAN was used to develop
future needs.  The facility development programs include two [2] phases.  The first phase
addresses current and future facility needs for a period of time estimated to be 15 - 20 years.  The
second phase addresses design population facility needs.  Facility development programs were
developed for current and future facility needs for a period of time estimated to be 15 - 20 years.
It was agreed with representatives of the City of Soledad that developing facility needs for the
design population at some unknown time in the future would not fruitful as staffing needs as a
function of program and operational needs cannot be predicted with any degree of certainty for
a period exceeding 15 - 20 years.

SCOPE AND LIMITATIONS

The FACILITIES MASTER PLAN was limited to facility needs related to fire services, police
services, and administrative staff needs related to services customarily provided at a city hall.
Other facility needs related to other departments or services provided by the City of Soledad
were not included.  Specifically not included were needs related to a Corporation Yard, Vehicle
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Maintenance Facilities, Sewage Treatment Facilities, and other similar facilities.

The scope of work included developing a program for a new main fire station, new police
station, and new city hall.  Space needs and corresponding functional needs were developed, and
are included in the appendices.  The development programs are intended to be used by an
architect as a guide in developing a specific design for a new facility.  The development
programs shall be reviewed with representatives of the City of Soledad and amended as
appropriate based on changing needs.

The scope of work did not include evaluating siting options for new facilities.  It is assumed that
the City of Soledad will review facility development needs and evaluate alternative sites that
meet the facility development program needs included in the appendices.

Current life and safety facility deficiencies that may result in injury or death of persons, total and
irreparable loss of a facility, and/or City of Soledad staff not being capable of  providing
essential and emergency services have been identified as a function of the age of the buildings
but a structural review was not undertaken.

Space deficiencies have been identified as a function of current needs versus currently available
space.  The space deficiencies impede the ability of the City of Soledad to provide municipal
services commensurate with current standards and municipal services provided by similar
municipalities.  Deferred maintenance deficiencies have not been identified as the consultant
has determined that the existing facilities do not meet current and future needs of the City of
Soledad and recommends replacement with new facilities.

POLICY RECOMMENDATIONS

Highest priority:  Implement financing mechanisms to fund development of a new Main Fire
Station and new Police Station.  The current fire and police facilities do not meet current
standards for providing fire services or police services and require immediate replacement.

Lower priority:    Implement financing mechanisms to fund development of a new City Hall.
The current city hall may continue to serve the needs of administrative staff but will require
replacement as the City of Soledad’s population increases.

As it will take an extended period of time to implement development of new facilities, current
facilities should be periodically inspected to verify their condition and to identify areas where
deteriorated materials require repair or replacement .  The frequency of periodic inspections is
a function of the specific facility element but a visual review should be undertaken yearly by a
trained professional.  Essential facilities should be inspected twice a year.

SUMMARY OF FACILITY DEFICIENCIES
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The following table describes current space deficiencies.

BUILDING SF
[EXISTING]

CURRENT
SF

REQUIRED

CURRENT
DEFICIENCY

[SF]

FIRE STATION 4,349 10,750 6,401

POLICE STATION 3,635 11,200 7,565

CITY HALL 6,592 14,195 7,603

NOTES:
1. References to existing square feet [SF] is approximate and has been derived from drawings

provided by the City of Soledad.
2. References to current square feet [SF] required assume a current population of the City of Soledad

of 17,500 - 20,000.
3. The current square feet [SF] requirements have been derived as follows:

A. Fire station needs have assumed that current minimum requirements are a two [2] bay
apparatus room with support spaces and dormitory spaces.

B. Police station needs have assumed a staffing level of 1.75/1,000 residents, and a requirement of
approximately 320 square feet for each staff member.  Minimum guidelines for police services
are 1.5/1,000 residents [sworn police officers].  This number has been adjusted to 1.75/1,000
residents to include minimal administrative support staff.

C. City hall needs have been based on typical staffing levels for similar municipalities, and
providing sufficient support spaces for municipal government staff and the city council.
Municipal staffing levels vary depending on which services are contracted either to the County
or to a independent provider.  Assumptions regarding staffing levels are based on the current
departmental structure of the City of Soledad.

FACILITY NEEDS TO MEET POPULATION GROWTH; 15 - 20 YEARS

The following table describes future facility space needs for a period of time estimated to be 15 - 20 years
in the future.

BUILDING CURRENT
SF

REQUIRED

FUTURE
SF

REQUIRED

TOTAL
SF

REQUIRED

BUDGET TO
CONSTRUCT

CURRENT
SF

REQUIRED

 BUDGET TO
CONSTRUCT

TOTAL SF
REQUIRED

FIRE STATION 10,750 11,070 21,820 $9,137,500 $19,638,000

POLICE STATION 11,200 12,966 24,166 $10,640,000 $24,166,000

CITY HALL 14,195 16,554 30,749 $5,323,125 $12,299,600
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NOTES:
1. Where budgets are noted they are intended only as a guideline [order of magnitude] and have been

developed based only on the total square feet required.  The budgets include construction costs only
and assume 2007 construction costs.   Direct consultant and indirect costs attributable to each
project need to be added to the budgets.  The budgets require confirmation and shall not be used
in developing probable construction costs for development of a specific facility.

2. The BUDGET TO CONSTRUCT CURRENT SF REQUIRED assumes that the existing facilities
cannot be either remodeled or expanded economically.  A more detailed analysis of existing facility
deficiencies is provided in Chapter 2.

3. The square feet noted in the table for BUDGET TO CONSTRUCT TOTAL SF REQUIRED are
for the first phase development, and address current and future facility needs for a period of time
estimated to be 15 - 20 years or for a design population of 42,500 - 45,000.

FACILITY NEEDS TO MEET THE DESIGN POPULATION

The following table describes future facility space needs to meet the design population of 58,000.  The
square foot guidelines are based on current standards related to providing municipal services.  The
square foot guidelines will need to be verified and modified at a future time as required by changing
community needs, and changes in expectations with regard to services provide by municipalities and
public agencies.

BUILDING TOTAL
SF REQUIRED;
15 - 20 YEARS

TOTAL
SF REQUIRED;

DESIGN POPULATION

FIRE STATION 21,820 43,320

POLICE STATION 24,166 49,244

CITY HALL 30,749 43,420

NOTES:
1. It  has been assumed that the design population will require two [2] additional district fire stations.
2. It has been assumed that the SF REQUIRED for 15 - 20 YEARS for the new City Hall includes

council chambers, a multi-function meeting space, and public spaces for the design population .
For the new City Hall only the SF REQUIRED for the DESIGN POPULATION includes only
additional staff space including support spaces.

FACILITY IMPROVEMENT PRIORITIES AND RECOMMENDATIONS

The following facility improvement recommendations are intended to address space needs for a
population growth for a period of time 15 - 20 years in the future.  Highest priority facility development
needs are described in the Policy Recommendations paragraph.  The following summarizes the
consultants improvement recommendations.
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Fire Station:   Construct a new Main Fire Station as soon as possible.  The current fire station does not
meet current standards for providing fire services and requires immediate replacement.  Renovating or
expanding the existing fire station would not be cost effective.  Planning and design work should
commence as soon as funding is available with construction to commence as soon as a funding
mechanism has been implemented.

Police Station:     Construct a new Police Station as soon as possible.  The current police station does
not meet current standards for providing police services and requires immediate replacement.
Renovating or expanding the existing police station would not be cost effective.  Planning and design
work should commence as soon as funding is available with construction to commence as soon as a
funding mechanism has been implemented.  After a new police station has been occupied the existing
police station adjacent to city hall can be renovated to meet interim needs of administrative staff.

City Hall:  Use of the existing police station as offices for administrative staff should be considered a
temporary solution to providing additional space for administrative staff, and shall not be deemed a long
term solution to providing space for administrative staff.  A new city all will provide a safe and healthy
environment for administrative staff.  The new City Hall should be developed to support the needs of
administrative staff, and enable the staff to serve the residents of the City of Soledad in a manner
commensurate with the needs of a rapidly growing municipality.

METHODOLOGY UTILIZED TO DEVELOP SPACE NEEDS

The methodology for developing the required area for each new facility varies.  For the new Main Fire
Station staffing recommendations contained in the report prepare by CITYGATE ASSOCIATES were
used, and supplemented by facility programming standards available from several municipalities and
from public agencies.  For the new Police Station staffing guidelines as a function of population were
used and several police facilities serving municipalities with a populations of 40,000 - 50,000 were
reviewed as possible models.  For the new City Hall representatives of the City of Soledad providing
estimates of future staffing needs and the Grossmann Design Group developed support space needs
based on discussions with representatives of the City of Soledad.
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CHAPTER 1CHAPTER 1
DERIVATION OF FACILITY NEEDSDERIVATION OF FACILITY NEEDS

The demand for municipal services is a function of demographics and size of the service area.  As
municipalities grow the demand for services increases.  Estimating future demand can be difficult since
the demand from residents and businesses is a function of demographics and corresponding life style.
In addition, as the demographics change and a municipality becomes more affluent with a
corresponding increase in the demand for more upscale housing and upscale shopping opportunities,
the demand for municipal services increases at a faster rate than population increases.  What this implies
is that the demand for municipal services cannot be projected as a straight line projection as a function
of population or changes in population.  Estimating facility needs beyond a time period of  15 - 20 years
into the future is at best a guess and may result in misleading capital improvement projections.

Built-out communities do not represent good models for estimating municipal service needs for a
municipality similar to the City of Soledad.  The City of Soledad is a municipality which has projected
a design population that is approximately three [3] times the current population.  How quickly the City
of Soledad will reach the design population is difficult to predict.  To assist with developing facilities
that will support a growing municipality, the consultant selected two approaches to deriving future
facility needs.  The first approach, in consultation with representatives of the City of Soledad, was to
estimate a probable population growth for a period of 15 - 20 years in the future for purposes of
estimating facility needs as a function of staffing needs.  This probable population is not the design
population, but it serves as a benchmark for estimating facility needs for a period of time where
reasonable guesses can be made about what types of facilities will be required based on prevailing
standards.  In all cases facility needs have been developed in two [2] phases.  The first phase addresses
the immediate needs and needs projected into the future for a period of 15 - 20 years.  The second phase
assumes the design population.

It should be noted that another consultant developed a preliminary needs assessment for fire services.
Staffing needs for police services were developed by the Grossmann Design Group based on current
standards as a function of population.  Staffing needs for administrative departments were developed
by the City of Soledad and the Grossmann Design Group made some assumptions regarding which
staffing positions were required to meet current and future Phase 1 needs.

CURRENT FACILITY DEFICIENCIES

The primary methods that were used to identify current facility deficiencies included estimating the
useful remaining service life of facility component, and comparing current available areas for staffing
and support services with applicable space planning standards, and similar facilities in demographically
similar localities.  The primary objective was to undertake a cursory visually inspection of each facility
and note obvious physical deficiencies and service deficiencies.  Although facility deficiencies are
identified in this report, it should not be construed that the consultant has identified all facility
deficiencies.  The consultant only evaluated deficiencies that could either be clearly identified while
undertaking a visual inspection, or that could be easily identified as a function of the age of the building
or information provided by the City of Soledad.  A facility deficiency implies that a building component
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either requires repair or replacement.  Condition surveys of existing facilities are described in Chapter
1A. 

The consultant reviewed similar facilities in Gilroy and Brentwood as a means of providing background
information regarding municipalities that have grown in a manner similar to the expected growth of the
City of Soledad.  Comparable facilities are described in Chapter 1B.

The executive summary includes a table that identifies current space deficiencies.
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CHAPTER 1ACHAPTER 1A
CONDITION OF THE EXISTING FACILITIESCONDITION OF THE EXISTING FACILITIES

FIRE STATION AND FIRE DEPARTMENT ADMINISTRATION BUILDING

The Fire Station is located at 525 Monterey Street.  The building was built in the late 1950's.  Various
interior finish  improvements have been performed since.  It is a one [1] story building with painted
concrete block exterior walls and a built-up roofing systems with pumice ballast surface.  There is an
unfinished attic storage space located above the east hallway.

Public access to the building is through a metal door into the lobby on the west side of the building.
There are sleeping quarters, a lounge, and kitchen for the staff, and a separate area reserved for the
ambulance personnel.  All areas are carpeted except for the kitchen,  bathrooms, and garage.  There is
also a fenced in yard along the south side of the building with metal storage shed, hose racks and siren
tower.  A small old and unused concrete  jail facility is also located directly to the south at of the Fire
Station building along the west elevation.  The thresholds of the access doors on the east elevation do
not meet ADA requirements. 



 CITY OF SOLEDAD FACILITIES MASTER PLAN
April 13, 2010

Chapter 1A - Condition of the Existing Facilities, Page 2

Fire Department Administration Office/Trailer:

The Fire Chiefs office and a conference room are located in a mobile office building and is located on
the lawn directly to the north of the Fire Station.  There is a third room in this building which is used
by the County of Monterey, District 3 Supervisor.  This office is accessible by a metal ramp. 

Exteriors/Roof:

The exterior finish of the Fire Station building is the painted surface of the concrete block structure.
The overall appearance is good, but there are several locations around the building with holes in the
exterior wall and conduit penetrations which are not sealed or flashed.  The sidewalk at the north
elevation also appears to be sinking.

The existing roof system of the Fire Station building appears to be in poor condition.  The roofing
system is a built-up roofing system with a red pumice ballast adhered over a mineral surfaced cap
membrane of a built-up roofing system.  The asphalt ballast adhesive is cracking and ballast is eroded
from areas.  There are unsealed bolted penetrations through the roof and the roof edge flashing is loosely
nailed on top of the cap sheet.  There are also several soft spots noticeable on the roof deck.

The exterior finish of the Administration office is painted plywood.  The building appears to be generally
in good condition with some minor damage to a trim board.  Typical to this type of mobile building
there is no significant flashing at window openings and utility penetrations through the exterior. 

The roof of the Administration office is metal and appears to be in fair condition.  There is some minor
rust at the soffits and the surface of the metal roof is wavy in a few locations.  No leaks were identified
during the conditions survey, however, the staff mentioned that the roof systems sounds loose during
high wind events. 

Interiors:

The interior finishes of the Fire Station building appear to be in good condition.  The floors are carpeted
in the lobby, hall, bunking rooms, and lounge area.  The rooms have perforated fixed tile ceilings.  There
is a storage room off of the lobby which appears to be overfilled with storage.  The  bathroom and
shower rooms were being re-tiled by the Fire Department staff during the condition report survey.  The
staff commented during this survey that the gas supply lines and the water supply and drainage lines
to the building were in poor condition.   There does not appear to be a separation between facilities
intended for use by men and women. 

The interior finishes of the Administration Office appear to be in good condition.  The floors are
carpeted and there are wood panel walls and a suspended acoustical ceiling.
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POLICE DEPARTMENT

The Police Station is located at 236 Main Street.  The building was built in the mid 1960's and
renovated in the early 1990's to include the police department.  It is a one [1] story building with an
exterior cement plaster finish and a combination of roofing systems which are cement tile and a
small portion of built-up roofing with gravel surface.

Public access to the building is through a glass door into the lobby on the north side of the building
adjacent to the City Hall entrance lobbies.  There is a fenced sallyport with a metal door which
provides access to the booking area/holding cells, and other metal doors to a hall and conference
room on the south and west elevations.  The service vehicle parking is located on the south side of
the building.   The threshold of the access doors on the west and south elevations do not meet ADA
requirement.
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Exteriors/Roof:

The exterior siding is cement plaster with a textured finish.  The overall appearance is in good
condition.  There is some  cracking  visible on the exterior cement plaster which mainly originates
from and around openings in the exterior walls including windows, doors and vents.
There are metal windows and doors.  These windows and doors do not have head flashing and other
through wall penetrations often lack flashing or a seal at the exterior wall.  Most of the window and
door openings are below a roof overhang.  The exterior plaster system in general does not have
accessories installed which would aid in weeping  water out of the exterior finish system or flashing
wall penetrations and openings. 

The existing roof is a combination of concrete tiles over roofing felt and a built-up roofing system
with a mineral surfaced cap sheet on flat areas of the roof.  The concrete tiles are generally  in good
condition.  The concrete tile roof overhangs the building by several feet at eaves on the north 
elevation, and overhangs the building at the west and south elevations by about a foot.  The eave
condition at these overhangs is the painted exposed tounge and groove roof deck and is generally in
good condition.
 
The built-up roofing system portion of the roofing system generally appears to be in poor condition. 
The roof surface has an accumulation of moss and dirt, and the asphalt and membranes appear to be
brittle and cracking.  Rooftop equipment line  penetrations are sealed with tape which is failing and
duct penetrations and supports at the walls of the mechanical well are surface applied with missing
or failing flashing. 

Interiors:
The interior finishes of the Police Station appear to be  in good condition.  The floors are carpeted in
office spaces and behind the lobby desk.  There is linoleum tile flooring in hallways, work and break
areas, and tiled floor in the shower rooms.  There are  suspended acoustical ceiling tiles in all rooms
besides the bathrooms, holding cells, and gun and evidence storage.  
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CITY HALL

City Hall is located at 248 Main Street.  The building was built in the mid 1960's and renovated in the
early 1990's which included the addition of a police department.  It is a one [1] story building with an
exterior cement plaster finish and combination tile and modified bitumen roof systems.

Access to the building varies depending on services.  The building provides offices for various
municipal departments. There are two glass entry doors on the west elevation and one glass entry
door on the east elevation which are marked as ADA accessible entries.  There is also an additional
glass door on the east elevation and a metal access door on the east wall of the council chambers in
the City Hall portion of the building. 

Exteriors/Roof:
The exterior siding is cement plaster with a textured finish.  The overall appearance is in good
condition.  There is some  cracking  visible on the exterior cement plaster which mainly originates
from and around openings in the exterior walls including windows, doors and vents.  The cement
plaster is not installed in a manner which allows moisture to weep from the base of walls around the
council chambers and west elevation of the City Hall portion of the building. 
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There are metal windows and doors.  These windows and doors do not have head flashing. 
Typically, through wall penetrations lack flashing or a seal at the exterior wall.  Most of the window
and door openings are below a roof overhang.  The exterior plaster system in general does not have
accessories installed which would aid in weeping or flashing water out of the exterior finish system. 

The existing roof is a combination of concrete tiles over roofing felt and a built-up roofing system
with a mineral surfaced cap sheet on flat areas of the roof.  The concrete tiles are generally  in good
condition.  The concrete tile roof overhangs the building by several feet at eaves on the east and west
and a portion of the north elevation, and overhangs the rake condition at the north elevation by
about a foot.  The eave condition at these overhangs is the painted exposed tounge and groove roof
deck and is generally in good condition.  There is one location on the north elevation rake where
there are several nails which are protruding through the underside of the exposed tounge and groove
roof sheathing.
 
The built-up roofing system portion of the roofing system generally appears to be in fair condition. 
There are several conduit penetration details which are not installed in accordance with NRCA
recommendations, evidence of standing water near the roof drain location and vent louvers which
appear to be surface applied to the parapet walls with sealant applied as flashing.  

Interiors:

The 1st floor building interiors are in good condition and have a pleasant appearance. The floors have
carpet in the offices and council chambers and vinyl flooring in halls, work areas and restrooms. 
There is suspended acoustical ceiling tile throughout, with some exposed roof structure in the north
west lobby and council chambers.  There is one location in the hallway outside of the employees
mens restroom which has a water stain on the ceiling tile.
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CHAPTER 1BCHAPTER 1B
CITY OF BRENTWOOD FACILITIESCITY OF BRENTWOOD FACILITIES

POLICE STATION

The Police Station is located at 9100 Brentwood Boulevard.  The building was built in 1992 and the City
of Brentwood bought the building in 2004.  An extensive interior  renovation was completed in 2005.
It is a one [1] story building with exterior concrete walls with glass block accents and painted vertical
metal siding.  The Police Department added additional concrete walls, metal fencing, vehicle barrier
walls, and relocated the visitor parking lot to be outside of the 50' blast zone for additional security.   The
service vehicle parking lot is located on the east side of the building and is completely enclosed with
metal fencing.   There is an enclosed sallyport with a metal door that  provides access to the booking
area and holding cells.  The reception area has wall to wall carpeting, concrete walls with glass block
and the ceiling is translucent Kalwall.  The floors are carpeted in the office spaces, hallways, reception
area, and conference rooms.  There are tile floors in the kitchen and restrooms.   There are  suspended
acoustical ceiling tiles in all rooms except the restrooms, holding cells, and the main server room.

The
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floor plan was designed with two types of hallways;  one public and one private to limit access by th
epublic and to maintain a high level of security.  The City of Antioch currently handles the City of
Brentwood’s dispatch calls.   The Emergency Operations Center [EOC] is a large room with acoustical
ceiling panels with fluorescent lighting, painted gypsum walls, wall to wall carpeting with duplex outlets,
and four large monitors with alternative feeds to allow for flexibility during an emergency.  There is also
an EOC administration room adjacent to the EOC to accommodate all City Council members during
an emergency.
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CITY HALL

City Hall is located at 708 3rd Street in downtown Brentwood.  The building was built in the mid 1960s
and modular buildings were added 15 - 20 years ago to accommodate staff increases.  The City Hall
building provides offices for various municipal departments.  It is a one [1] story building with an
exterior of painted vertical wood siding and a composite shingle roof.  The reception area has a tile floor,
painted gypsum board walls, and a painted gypsum board ceiling.  The floors have carpet in the offices,
hallways, conference room, and vinyl flooring in the kitchen area and restrooms.  There is suspended
acoustical ceiling tile with fluorescent lighting throughout except in the conference room which has
exposed painted roof rafters with fluorescent lighting.  
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CHAPTER 1BCHAPTER 1B
CITY OF GILROY FACILITIESCITY OF GILROY FACILITIES

FIRE STATION

The Fire Station is located at 7070 Chestnut Street.  The building was built in 1972 and renovated and
expanded in 1986.  The 7070 Chestnut Street Fire Station provides offices for the Fire Department
Administration and is a working fire station.  It is a one [1] story building with painted exterior cement
plaster walls with metal windows, and an attached three bay garage.  Public access to the building is
through a metal door into the reception area on the west side of the building.   There are offices for the
battalion chiefs, a conference room,  a restroom, and a lounge/workout area for the firefighters.    The
floors have carpet in the offices and conference room, and tile flooring in the restroom.  The ceilings are
painted gypsum board with fluorescent lighting throughout, the walls are painted gypsum except that
two offices have walls with dark wood paneling  The staff stated that they use the dorm rooms for
sleeping quarters because there is inadequate space in the current building.  The Fire Department
Administration will be moving to the City Hall Annex next year which will provide more space for the
fire companies needs.  The current restroom is used by the fire company and Fire Department
Administration employees and is not ADA compliant.  There is a parking lot on the east side of the
building with a storage shed and a small house for fire drills.
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POLICE STATION

The Police Station is located at 7301 Hanna Street across from City Hall.  The building was designed
by WLC Architects and completed  in 2007.   It is a two [2] story building with painted stucco and
concrete block with split faced concrete block accents.  The lobby has a double height ceiling with tile
flooring, and painted gypsum board walls and ceilings.  The floors have carpet in the hallways, offices,
and conference rooms.  The floors in the kitchen area are vinyl, and in the and in the restroom tile.
There are suspended acoustical ceiling panels with fluorescent lighting throughout.  The ground level
provides space holding cells, a sallyport, storage, parking for all employees, a canine area, a vehicle
evidence area, and a small room for computers.  There is a double height atrium in the center of the
building with an adjacent eating area/communal space.
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CITY HALL

City Hall is located at 7351 Rosanna Street in downtown.  The building was built in 1980 and expanded
in 1981, 1986, and 1989.  The City Hall building provides offices for various municipal departments.  It
is a one [1] story building with an exterior of painted cement plaster with a textured finish and terra cotta
roof tiles.  The reception area has a tile floor, painted gypsum board walls, and acoustical ceiling panels.
The floors have carpet in the offices, hallways, and conference room.  The floors in the kitchen area and
restrooms are vinyl.  There is acoustical ceiling tile with fluorescent lighting throughout except in the
conference room which has exposed painted roof rafters with fluorescent lighting.  
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CHAPTER 2ACHAPTER 2A
NEW MAIN FIRE STATION DEVELOPMENT PROGRAMNEW MAIN FIRE STATION DEVELOPMENT PROGRAM

DOCUMENT STRUCTURE

The facility development program for a new Main Fire Station for the City of Soledad has been
structured into four [4] sections.

Section 2A:  This section provides an overview of the proposed facility including a
preface that includes statement regarding the scope of the development program related
to development of a new main fire station.
Section 2;  Appendix A.1:  This section is divided into several subsections and provides
a general description of the spaces to be included in the new main fire station and
design guidelines.
Section 3; Appendix A.2:  This section includes detailed descriptions of the needs for
each space included in the development program.
Section 4; Appendix A.3:  This section includes diagrams that describe site needs,
interior spatial relationships, and space specific diagrams that graphically supplement
the space descriptions and needs.

PREFACE

Fires and other emergencies take lives and destroy property.  Firefighters help protect lives and
property by responding to fires.  In addition to responding to fires, they are frequently the first
emergency personnel at the scene of a traffic accident or medical emergency.

Fire fighting has changed dramatically in recent years with the introduction of new technology,
emergency medical services, and a changing work force.  Fire stations now house apparatus for
other emergency services-such as emergency medical response, hazardous materials response,
and sophisticated communication equipments.

Firefighting involves hazardous conditions.  Fire stations need to support the ability of
firefighters to rapidly respond to emergencies, and support recovery after responding to an
emergency.  Specific emphasis on providing a safe and comfortable interior environment for
firefighters both before and after responding to an event will assist in ensuring both a rapid
response and maximizing efficiencies during the response.  Critical to the health and safety of
the firefighters is reducing possibilities for work place injuries, maintaining a comfortable and
steady temperature inside the fire station, and providing the ability for rapid cooling for post-
event recovery.  A fire station should be a "home away from home" for the firefighters who
respond to a wide variety of emergencies often subjecting themselves to potential injury while
rescuing others.

The staff of the City of Soledad has been very helpful, and has contributed their time and ideas.
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The consultant would like to thank the entire staff of the fire department for their assistance.
In addition the consultant would like to thank Chief Richard Foster for his review and
comments.

INTRODUCTION

Architectural programming objectives and scope:  The facility development program for the new
main fire station was developed with the intent of meeting the needs of the City of Soledad for
the next 15 - 20 years.  It has been assumed that needs for additional facilities would be met by
constructing district fire stations as recommended in the CITYGATE ASSOCIATES report.

The recommended facility development program is intended to outline the space and
operational needs of a new Main Fire Station.  It is intended as a guide to a design team.  The
facility development program should be amended as required by updated operational strategies,
and site and local contextual constraints.

The individual space descriptions are intended to suggest good practice with regard to
needs.  Where specific recommendations with regard to construction assemblies,
systems, or equipment are included they are based on the consultant’s general
experience with building technologies, and should be reevaluated by the design team
as appropriate.

Main Fire Station Mission:  To support the firefighters' mission and to accommodate the
apparatus, equipment, the numerous unique functional requirements, and the safety of the
firefighting personnel.

SPACE NEEDS

For a complete list of spaces, see TABLE FIRE.1. Fire Station functional spaces fall into several
categories including the following:

Apparatus and Maintenance:

Apparatus Room:   Area which houses the firefighting vehicles and the supporting
maintenance spaces.
Maintenance, Repair, Storage, and Support:  Area for maintenance shop, general
storage, hose storage and drying, self-contained breathing apparatus shop [SCBA],
protective-clothing lockers, laundry, medical storage, janitorial areas, and
mechanical/electrical/compressor rooms. The area includes decontamination facilities.
Administration and Training:  This includes the appropriate offices, a training and
meeting space, communications console/dispatch, and administrative areas.
Administration:  Entrance/reception area including administration offices, and the
battalion chief's office, bedroom, toilet/shower, and storage.
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Residential and Living:  This includes the on-duty firefighters’ bedrooms,
toilets/showers, kitchen/dining, recreation and “living room” areas, and food service
facilities.

Living Quarters:  Includes private bedrooms, personal lockers, toilet
rooms/showers, and laundry.
Recreation/Dining:  Space for television viewing, quiet study, day room, kitchen,
pantry, and dining area.  Consider developing a “GREAT ROOM CONCEPT” that
integrates recreation and dining activities in a single differentiated space.

Assumptions:  It has been assumed that the Chief and Fire Marshall and their support
administrative staff would be located at City Hall.

Layout and adjacencies:  The location of the residential and living areas must accommodate
quick and clear access to the Apparatus Room for response in the event of an alarm. The layout
and adjacencies are illustrated in FIGURE FIRE.A.  The diagram in FIGURE FIRE.A indicates
the acceptable relative adjacencies of the functional spaces. Some key adjacencies may be
accommodated through a hallway rather than a direct entrance/exit from one space to another.

DESIGN GUIDELINES

General:  The design shall utilize an OPERATIONS BASED DESIGN strategy and respect the
local setting.

Service Life:  Permanent construction should be designed and constructed to  serve a life
expectancy of 25 - 30  years or more, should be energy efficient, and  include finishes, materials,
and systems selected for low maintenance and low life cycle costs.

Architectural Character and Interior Design:

The new Main Fire Station should present a cohesive architectural image. The designer
should consider creating an attractive, functional theme that applies to the entire facility
design, from the overall exterior architectural statement to the specific interior design
elements.  Circulation paths should accommodate personnel and equipment.

The design should reflect the regional and local architectural style and character.  Use
exterior materials that reflect the local historical and cultural setting.  Respect the local
neighborhood character and the historical and cultural context.

Visual expression:

Develop a distinctive image that looks back on the City of Soledad’s mission history
and forward to a more urban setting.  The theme should be respectful of the mission
style but that have an updated contemporary feel.   The theme should apply
continuously to the entire facility design from an overall architectural statement to
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specific interior design.

The character of the new Main Fire Station does not necessarily need to reflect the
standard image of a fire station.  In addition to a contemporary mission style, some
consideration might be given to developing a less blocky appearance than is
customarily associated with generic fire stations.

Living quarters should have residential character.  In the living quarters consideration
should be given to utilizing interior of finishes that reflect a comfortable and homy feel.
Examples might include the use of wood finishes, and including a gas-fired fireplace in
the day room.  Consider developing the recreation and dining spaces as a single
“GREAT ROOM CONCEPT”.
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 TABLE FIRE.1
 SPACE PROGRAM

AREA apparatus room

space designation square feet

APPARATUS BAY 1 1,920

APPARATUS BAY 2 1,920

APPARATUS BAY 3 1,920

APPARATUS BAY 4 - MAINTENANCE AND WASHING BAY 1,920

summary for apparatus room 7,680SF

AREA apparatus room support

space designation square feet

BOILER ROOM 80

COMPRESSOR ROOM 120

COMPRESSOR ROOM/SCBA 80

DECONTAMINATION ROOM 100

EMT STORAGE 100

GENERAL SUPPLY 200

HOSE STORAGE AND DRYING 200

JANITOR'S CLOSET 3 60

MAINTENANCE ROOM 200

MEDICAL SUPPLY STORAGE 50

PERSONNEL PROTECTIVE GEAR LAUNDRY 100

PERSONNEL PROTECTIVE GEAR STORAGE/LOCKERS 200

RESTROOM 3 50

RESTROOM 4 50

SCBA MAINTENANCE ROOM 150

summary for apparatus room support 1,740SF

AREA administration

space designation square feet

BATTALION CHIEF A BEDROOM AND LOCKER/CLOSET 150

BATTALION CHIEF A OFFICE 150

BATTALION CHIEF A RESTROOM AND SHOWER 60

BATTALION CHIEF B BEDROOM AND LOCKER/CLOSET 150

Page 1 of 4SPACE PROGRAM BY FUNCTIONAL AREAApril 13, 2010
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 SPACE PROGRAM

BATTALION CHIEF B OFFICE 150

BATTALION CHIEF B RESTROOM AND SHOWER 60

JANITOR'S CLOSET 1 60

PUBLIC RESTROOM 50

RECEPTION COUNTER/DESK 100

RECEPTION LOBBY 350

RESTROOM 1 50

RESTROOM 2 50

SUPPLY STORAGE CLOSET 100

TRAINING AND MEETING ROOM 600

TRAINING ROOM STORAGE - AV 20

summary for administration 2,100SF

AREA communications center

space designation square feet

COMMUNICATIONS CONSOLE/DISPATCH 200

IT EQUIPMENT ROOM 20

summary for communications center 220SF

AREA living quarters

space designation square feet

DORMITORY 101 108

DORMITORY 102 108

DORMITORY 103 108

DORMITORY 104 108

DORMITORY 105 108

DORMITORY 106 108

DORMITORY 107 108

DORMITORY 108 108

DORMITORY 109 108

DORMITORY 110 108

DORMITORY 111 108

DORMITORY 112 108

HOUSEKEEPING 90
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 SPACE PROGRAM

LAUNDRY ROOM 90

MECHANICAL ROOM 2 80

RESTROOM AND SHOWER 1 50

RESTROOM AND SHOWER 2 50

RESTROOM AND SHOWER 3 50

RESTROOM AND SHOWER HANDICAPPED ACCESSIBLE 80

summary for living quarters 1,786SF

AREA recreation and dining

space designation square feet

DAY ROOM 600

DINING 400

FITNESS ROOM 400

JANITOR'S CLOSET 2 60

KITCHEN AND SERVERY 900

MEN'S LOCKER ROOM 90

MEN'S RESTROOM AND SHOWER 120

PANTRY 60

RECREATION ROOM 600

WOMEN'S LOCKER ROOM 90

WOMEN'S RESTROOM AND SHOWER 120

summary for recreation and dining 3,440SF

AREA mechanical and electrical

space designation square feet

ELECTRICAL ROOM 120

HOT WATER HEATER ROOM 80

MECHANICAL ROOM 1 80

TELEPHONE/COMMUNICATIONS CLOSET 60

summary for mechanical and electrical 340SF

AREA building allowances

space designation square feet

ALLOWANCE FOR CORRIDORS @15% 2,596
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 SPACE PROGRAM

ALLOWANCE FOR EXTERIOR AND INTERIOR WALLS @12% 2,077

ALLOWANCE FOR UNKNOWN FACTORS @6% 1,038

summary for building allowances 5,711SF

23,017TOTAL AREA - NEW MAIN FIRE STATION [sf]

Page 4 of 4SPACE PROGRAM BY FUNCTIONAL AREAApril 13, 2010
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CHAPTER 2BCHAPTER 2B
NEW POLICE STATION DEVELOPMENT PROGRAMNEW POLICE STATION DEVELOPMENT PROGRAM

DOCUMENT STRUCTURE

The facility development program for a new Police Station for the City of Soledad has been
structured into four [4] sections. 

Section 2B:  This section provides an overview of the proposed facility including a
preface that includes a statement regarding the scope of the development program
related to development of a new Police Station.
Section 2; Appendix B.1:  This section is divided into several subsections and provides
a general description of the spaces to be included in the new Police Station and design
guidelines.
Section 3; Appendix B.2:  This section includes detailed descriptions of the needs for
each space included in the development program.
Section 4; Appendix B.3:  This section includes diagrams that describe site needs,
interior spatial relationships, and space specific diagrams that graphically supplement
the space descriptions and needs

PREFACE

Police services depend on a trusting and cooperative public for their success.   The public places
a value on police services, and expect the police to be sensitive and efficient in their dealings
with the public.  Providing a visible public presence on the part of the police may reduce the fear
of crime and feelings of insecurity.  An attractive police stations that functions seamlessly can
enhance the public’s trust in the ability of a municipality to provide police services.

Many police stations are intimidating or alienating places to visit. The majority of police station
don’t provide comfortable spaces for meetings to discuss and resolve disputes or incidents.  A
wide range of factors have created a need for increased security, and this poses a challenge to
the designer to incorporate security related systems unobtrusively while still developing a sense
of trust between between the police department and the public.  In addition, a well designed
police station can save on maintenance and utility costs, and promote the productivity, health
and well-being of the staff.

The community expects a low crime rate and a high level of customer-oriented service.  A police
station needs to project a customer oriented image that encourages the public to participate in
police service activities.

The public’s sense of the extent to which the police are an open and accountable force is likely
to be influenced by the way a police stations looks and feels both outside and inside.  Visiting
a police station should not be an intimidating experience.  There is always stress associated with
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visiting a police station, as unlike a library or similar municipal facility, a visit to a police station
is customarily not undertaken voluntarily.  In particular, victim’s should be able to be
interviewed in a comfortable environment that does not contribute to an already stressful
incident.  The approach and lobby, and path to either a meeting or interview space should be
soft and reassuring.  To the degree to which the building reduces a victim’s level of stress, the
easier the job of the police will be.  The same is true of those who are detained at a police station
for potentially having committed a crime.  The work of the police will be easier if the sense of
threat to those persons that are being detained is reduced.

The staff of the City of Soledad has been very helpful, and has contributed their time and ideas.
The consultant would like to thank the entire staff of the police department for their assistance.
In addition the consultant would like to thank Chief of Police Richard A. Cox for his review and
comments.

INTRODUCTION

The existing police station:  The existing Police Station supports more employees than it was
designed for.  It lacks sufficient space to adequately support patrol, investigations, and traffic
control functions.  It has an electrical system that is old, making it difficult to utilize today’s
technology, and lacks the necessary electrical infrastructure to support current and future crime
fighting technologies. It lacks sufficient lobby space and a family conference room hampering
a response strategy that treats the public as a customer.  It does not meet current building codes
and regulations for essential services facilities.  Specifically it does not meet earthquake safety
codes and the Americans with Disabilities Act (ADA) accessibility requirements for visitors or
employees.

A new police station:  A new Police Station will meet the department’s space needs for the
foreseeable future, and will include appropriate areas to respond to and provide improved police
services to residents and visitors.  It will comply with applicable codes and regulations to ensure
the facility is functional in a natural disaster, and will support current and future crime fighting
technologies.  It will also comply with ADA standards and be accessible to all residents, visitors
and employees

Architectural programming objectives and scope:  The facility development program for the new
Police Station was developed with the intent of meeting the needs of the City of Soledad for the
next 15 - 20 years.  It has been assumed that the need for additional facilities would be met by
expansion of the new Police Station.

The recommended facility development program is intended to outline the space and
operational needs of a new Police Station.  It is intended as a guide to a design team.  The
facility development program should be amended as required by updated operational strategies,
and site and local contextual constraints.

The individual space descriptions are intended to suggest good practice with regard to
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needs.
Where specific recommendations with regard to construction assemblies, systems, or
equipment are included they are based on the consultant’s general experience with
building technologies, and should be reevaluated by the design team as appropriate.

SPACE NEEDS

For a complete list of spaces, see TABLE POLICE.1. Police Station functional spaces fall into
several categories including the following:

Administration:  Includes offices for the chief and deputy chiefs as well as a separate conference
room.

Administrative Services:  Includes offices, workstations, meeting and training space, and storage
space for administrative staff.  This area also includes the 911 Communications and Dispatch
Console, public services counter, lobby, and Emergency Operations Center [EOC].

Investigations:  Includes offices for detectives and crime analysts, storage facilities for evidence,
interrogation rooms, and a laboratory.

Operations:  Includes offices and workstations for patrol officers and traffic safety officers.  This
area also includes a sallyport, booking room, and holding cells.

Support:  This area includes a common area for gathering and relaxation, spaces for computer
and communications equipment, spaces for mechanical and electrical equipment, and
maintenance closets.

Layout and adjacencies:

The layout and adjacencies are illustrated in FIGURE POLICE.A.  The diagram in FIGURE
POLICE.A indicates the acceptable relative adjacencies of the functional spaces. Some key
spatial adjacencies may be accommodated through a common space rather than a direct
entrance/exit from one space to another.

DESIGN GUIDELINES

General:

The design shall utilize an OPERATIONS BASED DESIGN strategy and respect the local
setting.

SERVICE LIFE:  Permanent construction should be designed and constructed to  serve a life
expectancy of 25 - 30  years or more, should be energy efficient, and  include finishes, materials,
and systems selected for low maintenance and low life cycle costs.



 CITY OF SOLEDAD FACILITIES MASTER PLAN
April 13, 2010

Chapter 2B - New Police Station Development Program, Page 4

Architectural Character and Interior Design:

The new Police Station should present a cohesive architectural image. The designer
should consider creating an attractive, functional theme that applies to the entire facility
design, from the overall exterior architectural statement to the specific interior design
elements.
The design should reflect the regional and local architectural style and character.  Use
exterior materials that reflect the local historical and cultural setting.  Respect the local
neighborhood character, and the historical and cultural context.
Visual expression:

Develop a distinctive image that looks back on the City of Soledad’s mission history
and forward to a more urban setting.  Develop a theme that is respectful of the
mission style but that has an updated contemporary feel.
Develop a theme that is community based and does not reflect the common
“FORTRESS” image associated with police stations.;  open and inviting spaces
rather than closed and impregnable spaces.
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 SPACE PROGRAM

AREA administration

space designation square feet

CHIEF OF POLICE 280

CHIEF'S CONFERENCE AND SITUATION ROOM 300

CHIEF'S RESTROOM AND SHOWER 80

DEPUTY CHIEF ADMINISTRATIVE SERVICES 200

DEPUTY CHIEF INVESTIGATIONS 200

DEPUTY CHIEF OPERATIONS 200

EXECUTIVE ASSISTANT TO CHIEF 120

summary for administration 1,380SF

AREA operations

space designation square feet

ANIMAL CONTROL OFFICER 120

BOOKING ROOM 180

BRIEFING ROOM/REPORT WRITING [SQUAD ROOM] 400

CAPTAIN 1 150

CAPTAIN 2 150

COMMUNICATIONS EQUIPMENT STORAGE [RADIOS] 150

COMMUNITY SUPPORT FILE STORAGE 120

CRIME PREVENTION/DARE OFFICER 120

FIREARMS STORAGE [ARMORY] 150

GANG UNIT OFFICER 120

HOLDING CELL - 1 50

HOLDING CELL - 2 50

HOLDING CELL - 3 50

HOLDING CELL - 4 50

SALLYPORT [2 VEHICLES] 800

SEARCH 100

SERGEANT 1 120

SERGEANT 2 120

SERGEANT 3 120

SERGEANT 4 120

TRAFFIC SAFETY OFFICER 120

Page 1 of 4SPACE PROGRAM BY DIVISION AREAApril 13, 2010
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 SPACE PROGRAM

TRAFFIC SERGEANT 120

UNIFORM STORAGE 150

WORKROOM 250

summary for operations 3,880SF

AREA investigations

space designation square feet

CRIME ANALYST 120

CRIME LABORATORY MANAGER 150

DETECTIVE 1 120

DETECTIVE 2 - JUVENILE 120

EVIDENCE LOCKERS 120

EVIDENCE MANAGER 150

EVIDENCE STORAGE ROOM 2,250

FIREARMS AND NARCOTICS STORAGE 150

HARD INTERROGATION ROOM 1 100

HARD INTERROGATION ROOM 2 100

INVESTIGATION CAPTAIN 150

INVESTIGATION STAFF OFFICE AREA AND ADMINISTRATION 200

LABORATORY 200

WAITING ROOM 1 90

WAITING ROOM 2 90

summary for investigations 4,110SF

AREA administrative services

space designation square feet

911 DISPATCH CONSOLE 300

ADMINISTRATIVE ASSISTANT 120

ADMINISTRATIVE SERVICES MANAGER 250

COMMUNICATIONS EQUIPMENT ROOM 150

COMMUNICATIONS SUPERVISOR 120

COPY AND PRINT ROOM 150

DISPATCH RESTROOM 60

EMERGENCY OPERATIONS CENTER [EOC] 1,200
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EOC COMMUNICATIONS AND EQUIPMENT STORAGE 150

EOC STORAGE 150

FAMILY CONFERENCE ROOM 200

FINGER PRINTING 60

FITNESS ROOM 400

GENERAL STORAGE 220

IT MANAGER 120

LUNCH ROOM AND KITCHENETTE 200

LUNCH ROOM/ATRIUM 200

MENS LOCKER ROOM 400

MENS RESTROOM AND SHOWER 400

PUBLIC ENTRY AND LOBBY 800

PUBLIC RESTROOM [MENS] 60

PUBLIC RESTROOM [WOMENS] 60

PUBLIC SERVICES COUNTER 180

RECORDS [REPORT] COPY ROOM 120

RECORDS ASSISTANT 100

RECORDS STORAGE 400

RECORDS SUPERVISOR 120

RESTROOM 1 [MENS] 120

RESTROOM 2 [WOMENS] 120

SHARED MEETING AND TRAINING ROOM 400

SHARED MEETING AND TRAINING ROOM STORAGE 100

SUPPLY ROOM 140

WOMENS LOCKER ROOM 200

WOMENS RESTROOM AND SHOWER 200

WORKROOM 250

summary for administrative services 8,220SF

AREA support

space designation square feet

ATRIUM 600

COMMUNICATIONS AND SECURITY EQUIPMENT 150

COMPUTER NETWORKING EQUIPMENT 250

ELECTRICAL ROOM 150
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JANITOR 150

MECHANICAL ROOM 200

summary for support 1,500SF

AREA building

space designation square feet

ALLOWANCE FOR Circulation @22% 4,200

ALLOWANCE FOR EXTERIOR AND INTERIOR WALLS @ 12% 2,290

ALLOWANCE FOR UNKNOWN FACTORS @6% 1,145

summary for building 7,635SF

26,725TOTAL AREA - NEW POLICE STATION [sf]
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CHAPTER 2CCHAPTER 2C
NEW CITY HALL DEVELOPMENT PROGRAMNEW CITY HALL DEVELOPMENT PROGRAM

DOCUMENT STRUCTURE

The facility development program for a new City Hall for the City of Soledad has been structured
into four [4] sections. 

Section 2C:  This section provides an overview of the proposed facility including a
preface that includes a statement regarding the scope of the development program
related to development of a new City Hall.
Section 2;  Appendix C.1:  This section is divided into several subsections and provides
a general description of the spaces to be included in the new City Hall and design
guidelines.
Section 3; Appendix C.2:  This section includes detailed descriptions of the needs for
each space included in the development program.
Section 4; Appendix C.3:  This section includes diagrams that describe site needs,
interior spatial relationships, and space specific diagrams that graphically supplement
the space descriptions and needs.

PREFACE

A new city hall should exemplify the transparency of the governmental process.  The locality
should be the inspiration for the design.  Each municipality is unique and the specificity of place
should be reflected in the forms and materials.  A sense of intimacy and friendliness will
encourage participation in the governmental process.  Sensitivity to the local ecology will
promote the City of Soledad’s commitment to being a good steward of the environment.  Using
local materials and forms that are contextual will ensure that the new city hall is integrated into
the existing urban fabric.

The public places a value on being able to interface with elected officials and their
representatives which include municipal staff.  Providing a visible public presence and easily
accessible departmental functions enhances the public’s trust in the ability of a municipality to
provide services.

The staff of the City of Soledad has been very helpful, and has contributed their time and ideas.
The consultant would like to thank the staff.

INTRODUCTION

The existing City Hall supports more employees than it was designed for.  It lacks sufficient
space to adequately support staffing needs and a commensurate support infrastructure.  It has
an electrical system that is old, making it difficult to utilize today’s technology, and lacks the
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necessary electrical infrastructure to support current and future technologies. It lacks sufficient
lobby space and conference space hampering the ability of staff to interact with the public.
Specifically it does not meet earthquake safety codes and the Americans with Disabilities Act
(ADA) accessibility requirements for visitors or employees.

A new City Hall:  A new City Hall will meet the space needs of each department for the
foreseeable future, and will include appropriate areas to respond to and provide improved
services to residents.  It will comply with applicable codes and regulations to ensure the facility
is functional.  It will also comply with CCR/Title 24 CBC and ADA standards and be accessible
to all residents, visitors, and employees

Architectural programming objective:  The facility development program for the new City Hall
was developed with the intent of meeting the needs of the City of Soledad for the next 15 - 20
years.  It has been assumed that the need for additional facilities at a future time would be met
by expansion of the new City Hall.

The recommended facility development program is intended to outline the space needs of a new
City hall.  It is intended as a guide to a design team.  The facility development program should
be amended as required by updated staff needs, and site and local contextual constraints.

Staffing needs were projected by representatives of the City of Soledad and provided to
the Grossmann Design Group.

The individual space descriptions are intended to suggest good practice with regard to
needs.  The SPACE ALLOCATION STANDARDS REPORT included in an appendix
was developed using accepted standards after reviewing several standards from
municipal and county governments.  These standards were used to develop overall staff
space needs which were supplemented with public and shared spaces needs.

Where specific recommendations with regard to construction assemblies, systems, or
equipment are included they are based on the consultant’s general experience with
building technologies, and should be reevaluated by the design team as appropriate.

SPACE NEEDS

For a complete list of spaces, see TABLE CITY HALL.1. City Hall functional spaces fall into
several categories including the following:

City Council needs;  includes council chamber and associated conference and multi-
purpose space.
Departmental staff spaces;  includes offices or workstations for staff.
Common and shared spaces;  includes conference rooms, and associated service hubs
that provide for printers., faxes, copiers, and storage space.
Support spaces;  includes a common area for gathering and relaxation, restrooms and
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lounges, locker rooms, spaces for computer and communications equipment, spaces for
mechanical and electrical equipment, and janitorial closets.
Public spaces;  includes a lobby and public counters.
Circulation spaces; includes corridors and associated spaces.
Layout and adjacencies:

The layout and adjacencies are illustrated in FIGURE CITY HALL.A.  The diagram in
FIGURE CITY HALL.A indicates the acceptable relative adjacencies of the functional spaces.
Some key spatial adjacencies may be accommodated through a common space rather than a
direct entrance/exit from one space to another.

DESIGN GUIDELINES

General:  The design shall utilize a MANAGEMENT BASED DESIGN strategy and respect
the local setting.

Service life:  Permanent construction should be designed and constructed to  serve a life
expectancy of 25 - 30  years or more, should be energy efficient, and  include finishes, materials,
and systems selected for low maintenance and low life cycle costs.

Architectural Character and Interior Design:

The new City Hall should present a cohesive architectural image. The designer should
consider creating an attractive, functional theme that applies to the entire facility design,
from the overall exterior architectural statement to the specific interior design elements.

The design should reflect the regional and local architectural style and character.  Use
exterior materials that reflect the local historical and cultural setting.

Visual expression:
Develop a distinctive image that looks back on the City of Soledad’s history, and
forward to a more urban setting.  Develop a theme that is respectful of the historical
and cultural setting but that has an updated contemporary feel.  The City of Santa
Barbara has developed design guidelines and strategies that may be useful in
developing an architectural approach that is respectful of the local setting and
culture.
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 SPACE PROGRAM

AREA council

space designation square feet

AV storage 150

council chambers 1,500

council meeting space 300

summary for council 1,950SF

AREA city manager

space designation square feet

assistant city manager 300

city manager 300

executive assistant to the city manager 120

summary for city manager 720SF

AREA city attorney

space designation square feet

administrative secretary 90

city attorney 220

conference room 300

legal secretary 90

office specialist 90

service hub - printer, copier, and storage 300

summary for city attorney 1,090SF

AREA city clerk

space designation square feet

administrative secretary 90

city  clerk 220

clerk 90

deputy city clerk 120

service hub - printer, copier, and storage 300

summary for city clerk 820SF
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CITY OF SOLEDAD 
FACILITIES MASTER PLAN 

 TABLE CITY HALL.1
 SPACE PROGRAM

AREA community services

space designation square feet

administrative secretary 90

building inspector I 120

chief building official 120

code compliance officer 1 120

community development director 220

conference room 300

current principal planner 120

office specialist 1 90

plan check engineer 120

planner I or II 120

planner II 120

sr. planner 120

summary for community services 1,660SF

AREA finance

space designation square feet

accountant I/II 120

accountant III 150

accounting assistant 90

accounting techncian 90

administrative secretary 90

finance director 220

management analyst 120

summary for finance 880SF

AREA human resources

space designation square feet

administrative secretary [A] 90

administrative secretary [B] 90

conference room 300

economic development director 220
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CITY OF SOLEDAD 
FACILITIES MASTER PLAN 

 TABLE CITY HALL.1
 SPACE PROGRAM

economic development project manager 120

economic specialists industrial 90

economic specialists retail and downtown 90

housing project manager 120

human resources analyst comp & benefits 120

human resources analyst staffing & HRIS 120

human resources director 220

service hub - printer, copier, and storage 150

summary for human resources 1,730SF

AREA information technology

space designation square feet

manager 220

network technician 90

service hub - printer, copier, and storage 300

web site coordinator 120

summary for information technology 730SF

AREA parks and recreation

space designation square feet

administrative secretary 90

aquatics and events manager 220

assessment districts manager 220

community services director 220

conference room 300

events supervisor 120

office clerk 90

office clerk [A] 90

office clerk [B] 90

office specialist [A] 90

office specialist [B] 90

office specialist 1 90

parks manager 220

parks supervisor north side 120
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CITY OF SOLEDAD 
FACILITIES MASTER PLAN 

 TABLE CITY HALL.1
 SPACE PROGRAM

recreation coordinator adult 120

recreation coordinator seniors 120

recreation coordinator youth 120

recreation manager 220

recreational program coordinator 1 [A] 90

recreational program coordinator 1 [B] 90

recreational program coordinator 3 [A] 90

recreational program coordinator 3 [B] 90

senior management analyst 120

service hub - printer, copier, and storage 300

summary for parks and recreation 3,410SF

AREA public

space designation square feet

lobby 1,200

lobby gallery 1,200

lobby reception 90

lobby restroom men 120

lobby restroom women 120

lobby storage 300

meeting/conference [A] 400

meeting/conference [B] 400

multi-function kitchenette 150

multi-function meeting space 1,250

multi-function storage 300

public counter [A] 300

public counter [B] 300

summary for public 6,130SF

AREA public works

space designation square feet

administrative secretary 120

city engineer 150

public works director 220
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CITY OF SOLEDAD 
FACILITIES MASTER PLAN 

 TABLE CITY HALL.1
 SPACE PROGRAM

public works inspectors 120

summary for public works 610SF

AREA support

space designation square feet

communications equipment room 200

electrical room 400

janitor [A] 150

janitor [B] 150

lounge [A] 200

mechanical room 400

network equipment room 400

restroom men [B] 150

restroom women [B] 150

staff locker men 120

staff locker women 120

staff lunch room 350

staff restroom men [A] 150

staff restroom women [A] 150

supply storage 300

summary for support 3,390SF

AREA allowance

space designation square feet

allowance for circulation @15% 3,468

allowance for exterior and interior walls @12% 2,774

allowance for unkown factors @6% 1,387

summary for allowance 7,629SF

30,749TOTAL AREA - NEW CITY HALL [sf]
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SECTION 1

1.01 GENERAL
A. Document structure:

1. The facility development program for a new Main Fire Station for the City of

Soledad has been structured into four [4] sections. 

i. Section 1:  This section provides an overview of the proposed facility including

a preface that includes statement regarding the scope of the development

program related to development of a new main fire station.

ii. Section 2:  This section is divided into several subsections and provides a

general description of the spaces to be included in the new main fire station

and design guidelines.

iii. Section 3:  This section includes detailed descriptions of the needs for each

space included in the development program.

iv. Section 4:  This section includes diagrams that describe site needs,  interior

spatial relationships, and space specific diagrams that graphically supplement

the space descriptions and needs.

2. For an analysis of current fire station deficiencies, and a justification for the size of

the proposed new main fire station see the FACILITIES MASTER PLAN.

B. Preface:

1. The staff of the City of Soledad has been very helpful, and has contributed their time

and ideas.  The consultant would like to thank the entire staff of the fire department

for their assistance.  In addition the consultant would like to thank Chief Richard

Foster for his review and comments.

C. Introduction:

1. Architectural programming objectives and scope:  The facility development program

for the new main fire station was developed with the intent of meeting the needs of

the City of Soledad for the next 15 - 20 years.  It has been assumed that needs for

additional facilities would be met by constructing district fire stations as

recommended in the CITYGATE ASSOCIATES report.

2. The recommended facility development program is intended to outline the space

and operational needs of a new Main Fire Station.  It is intended as a guide to a

design team.  The facility development program should be amended as required by

updated operational strategies, and site and local contextual constraints.

i. The individual space descriptions are intended to suggest good practice with

regard to needs.

ii. Where specific recommendations with regard to construction assemblies,

systems, or equipment are included they are based on the consultant’s general
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experience with building technologies, and should be reevaluated by the

design team as appropriate.

D. Main Fire Station Mission:

1. To support the firefighters' mission and to accommodate the apparatus, equipment,

the numerous unique functional requirements, and the safety of the firefighting

personnel.

SECTION 2

2.01 SPACE NEEDS
A. For a complete list of spaces, see TABLE FIRE.1. Fire Station functional spaces fall into

several categories including the following:

1. Apparatus and Maintenance:

i. Apparatus Room:   Area which houses the firefighting vehicles and the

supporting maintenance spaces.

ii. Maintenance, Repair, Storage, and Support:  Area for maintenance shop,

general storage, hose storage and drying, self-contained breathing apparatus

shop [SCBA], protective-clothing lockers, laundry, medical storage, janitorial

areas, and mechanical/electrical/compressor rooms. The area includes

decontamination facilities.

2. Administration and Training.  This includes the appropriate offices, a training and

meeting space, communications console/dispatch, and administrative areas.

i. Administration:  Entrance/reception area including administration offices,

and the battalion chief's office, bedroom, toilet/shower, and storage.

3. Residential and Living:  This includes the on-duty firefighters’ bedrooms,

toilets/showers, kitchen/dining, recreation and “living room” areas, and food

service facilities.

i. Living Quarters:  Includes private bedrooms, personal lockers, toilet

rooms/showers, and laundry.

ii. Recreation/Dining:  Space for television viewing, quiet study, day room,

kitchen, pantry, and dining area.  Consider developing a “GREAT ROOM

CONCEPT” that integrates recreation and dining activities in a single

differentiated space.

4. Assumptions:

i. It has been assumed that the Chief and Fire Marshall and their support

administrative staff would be located at City Hall.

B. Layout and adjacencies:

1.  The location of the residential and living areas must accommodate quick and clear
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access to the Apparatus Room for response in the event of an alarm. The layout and

adjacencies are illustrated in FIGURE FIRE.A.  The diagram in FIGURE FIRE.A

indicates the acceptable relative adjacencies of the functional spaces. Some key

adjacencies may be accommodated through a hallway rather than a direct

entrance/exit from one space to another.

3.01 DESIGN GUIDELINES
A. General:

1. The design shall utilize an OPERATIONS BASED DESIGN strategy and respect

the local setting.

2. SERVICE LIFE:  Permanent construction should be designed and constructed to

serve a life expectancy of 25 - 30  years or more, should be energy efficient, and

include finishes, materials, and systems selected for low maintenance and low life

cycle costs.

3. ARCHITECTURAL CHARACTER AND INTERIOR DESIGN:

i. The new Main Fire Station should present a cohesive architectural image. The

designer should consider creating an attractive, functional theme that applies

to the entire facility design, from the overall exterior architectural statement

to the specific interior design elements.  Circulation paths should

accommodate personnel and equipment.

ii. The design should reflect the regional and local architectural style and

character.  Use exterior materials that reflect the local historical and cultural

setting.  Respect the local neighborhood character and the historical and

cultural context.

iii. Visual expression:

(a) Develop a distinctive image that looks back on the City of Soledad’s

mission history and forward to a more urban setting.  Develop a theme

that is respectful of the mission style but that has an updated

contemporary feel.

(b) Create a theme that applies continuously to the entire facility design

from an overall architectural statement to specific interior design.

(c) The character of the new Main Fire Station does not necessarily need to

reflect the standard image of a fire station.  In addition to a

contemporary mission style, some consideration might be given to

developing a less blocky appearance than is customarily associated with

generic fire stations.

iv. Living quarters should have residential character..  In the living quarters

consideration should be given to utilizing interior of finishes that reflect a

comfortable and homy feel.  Examples might include the use of wood finishes,
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and including a gas-fired fireplace in the day room.  Consider developing the

recreation and dining spaces as a single “GREAT ROOM CONCEPT”.

B. Health and Safety:

1. The health and safety of the firefighters is the single most important consideration

when designing a new fire station.    Firefighters are often under extreme stress.

The design needs to create an atmosphere that is clearly legible with regard to

customary practice of firefighters, and does not contribute to the possibility of

injury.

2. The station shall be designed to reduce the likelihood of slips and falls, vehicle

accidents, and exposure to infectious disease and toxic substances.

i. All floors should be slip resistant and easy to clean.

ii. Create sight lines that reduce the likelihood of vehicular accidents;  egress to

the right so that he view of the street is unobstructed.

iii. Provide ample night lighting to ensure the walking path is always clear to

firefighters.

3. The design of Personal Protective Equipment [PPE] facilities require a careful

consideration of all factors related to isolating any contaminants to a specific area,

and ensuring contaminants are unable to spread to other parts of the fire station.

C. Applicable regulations, codes, and statutes; the design shall be in full compliance with

all applicable Federal, State, regional, and local statutes, laws, regulations, rules, and

ordinances including but not limited to the  following:

1. State of California Essential Services Building Act;   Section 16000 -16023 Health &

Safety Code.

2. State of California Building Code [CBC] latest edition.

3. State of California Building Code Title 24, part 2 California Administrative Code:

barrier free access for the handicapped.

4. State of California Building Code Title 24, Parts 1-5 California Administrative Code:

energy regulations.

5. Uniform Mechanical Code [UMC] latest edition.

6. Uniform Plumbing Code [UPC] latest edition.

7. Uniform Fire Code [UFC] latest edition.

8. National Electric Code [NEC] latest edition.

9. Americans with Disabilities Act [ADA].

10. NFPA pamphlet 13 automatic fire sprinkler systems, and other applicable NFPA

standards and guidelines.

11. Amendments by the local jurisdiction to codes and regulations.

D. Design considerations:

1. A fire station must function equally well as a residence, a garage, a training center,

and an office.  These separate, but intertwined, activities shall be blended into a
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functional building within the project budget.

2. The most important design issue for the new Main Fire Station is developing a

functional layout of the interior spaces.  The primary responsibility of the fire fighter

is to respond to an incident within a maximum amount of time that will allow the

department to protect and/or save personnel, and contain and extinguish the fire.

The new Main Fire Station must support this objective.

3. Utility and facility maintenance costs are a long term obligation of the City of

Soledad.  These costs can be controlled utilizing smart design strategies.

4. Structure

i. The new main fire station will be an essential facility and shall be designed in

accordance with applicable requirements of the California Code of

Regulations [CCR] Title 24 .

ii. A single-story structure is preferred unless site constraints dictate that a two

[2] story structure is the only development alternative to accommodate all of

the space and operational needs.  If a multistory structure is required, ensure

the appropriate adjacencies are maintained so that the required response

times can be achieved.

iii. Foundation:  The foundation is site specific and must be designed based upon

known geotechnical considerations by an engineer who has knowledge of the

local conditions.

iv. Superstructure:  Clear spans are preferred for the Apparatus Room.

E. Comments regarding the design:

1. Entrance:  Ensure that the new Main Fire Station entrance is clearly identifiable to

discourage visitors from entering the facility through an open Apparatus Bay door.

2. Exteriors:

i. Exterior finishes should be durable and low-maintenance.

ii. Consider roof overhangs both to provide shading on exterior walls where the

orientation is appropriate, and to deflect rain water from the exterior walls.

3. Interior design.

i. Finishes [walls, floor, and ceiling] should be integrated into a  cohesive image.

The living areas of the facility, such as the Day Room and the Dormitory

Rooms, should reflect a residential, non-institutional character.  Durability is

extremely important when specifying interior finish materials.

ii. Counters, casework, and cabinets should be of high-quality and durable

construction.

iii. Finishes must meet the requirements listed in NFPA 101, Life Safety Code.

4. Acoustics: The designer shall achieve minimum required STC values by treating

wall surfaces, wall openings, and the structure with sound attenuating materials.

5. Heating, Ventilating, and Air Conditioning [HVAC]:



GROSSMANN DESIGN GROUP
Architecture Planning Research

Regarding: CITY OF SOLEDAD - NEW MAIN FIRE STATION
Subject:  PROJECT DEVELOPMENT PROGRAM

PAGE 6

i. Provide heating, ventilating, and air conditioning (HVAC) systems.

(a) Consider providing an underfloor radiant heating system in the living

quarters and in the apparatus room to provide thermal comfort and

improve Indoor Air Quality [IAQ].

(b) References to indoor minimum and maximum temperatures in the

SPACE DESCRIPTIONS AND NEEDS shall be amended by safety

and health issues related to overheating during warm periods.  It may

be desirable to provide indoor temperatures in the 68F to 70F range in

the Apparatus Bays to ensure thermal comfort after returning from an

incident.

ii. The station should be ventilated to prevent infiltration of fuel vapors and

exhaust fumes from the apparatus room into the administrative and personnel

living spaces. Vehicle exhaust removal should be source specific.

iii. Provide a night setback system for the HVAC system.

iv. Provide carbon monoxide alarms and automatic ventilation in apparatus bays.

v. Provide zone controls for maintaining different environmental conditions in

all functional areas, and for operating systems in areas of the facility when

other areas are closed.

vi. The HVAC system should be designed and constructed for easy

maintainability and operation.

(a) Apparatus room and apparatus room support spaces HVAC:

(i) Eliminate and contain all vehicle exhaust emissions to a level of

100% effective capture.  The goal of eliminating all exhaust

emissions from the breathing zone of all human inhabitants

present in the fire station shall be made using “best available

technology.  See NFPA 1500.

(ii) Consider providing a radiant floor heating system;  a radiant floor

heating system and operable windows in the dorm rooms allows

firefighters to individually control the temperature of their space.

(iii) Provide separate systems for exhausting vehicular exhaust

emissions, and providing code required ventilation systems.

(iv) The decontamination room, personnel protective gear

storage/lockers, and personnel protective gear laundry spaces

shall be exhausted directly to the exterior with appropriate filters.

The intent is to ensure that contaminants [carcinogens and

particulate] that are a result of a fire are not distributed into other

areas of the building.  Lockers should be through vented to allow

gear to dry and to direct contaminants to the ventilation exhaust

system.
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(v) Consider the use of HEPA filters on all equipment that

recirculartes air.

vii. Indoor air quality:

(a) Provide higher than code required ventilation to living quarters and

provide operable windows to ensure the quality of breathable air.

(b) Use low VOC finishes in all living quarters.

6. Plumbing:

i. Provide domestic hot and cold water, sanitary drainage, and storm drainage;

utilize natural gas systems.

ii. Provide hose bibs at apparatus bays.

iii. Provide eye wash in the apparatus room, shop areas, and vehicle maintenance

areas.  Provide a shower in the Decontamination Room.

iv. Provide hot water temperature at 105F for general use, and 140F to kitchen for

normal use and 180F for dishwashing purposes.

v. Provide floor drains in rest rooms, laundry rooms, janitor's closets, and

kitchen.  Provide trench drains in Apparatus Bays.

vi. Provide shut-off valves at all fixtures.

vii. Provide a drinking fountain in the apparatus bay and reception area.

viii. Provide three air compressors;  one dedicated for the SCBA, one dedicated to

the apparatus room folding doors, and one for the distribution of compressed

air in the Apparatus Bays.  Intake air must be located away from the following:

(a) Any contaminated air source

(b) Vehicular exhaust fumes

(c) Emergency generator

(d) Rest room and kitchen exhaust

(e) Mechanical exhausts

ix. Provide metering for gas and water service.

x. Provide grease traps for kitchen drains.

xi. Provide oil separators at all trench drains in Apparatus Bays, and at floor

drains in the protective clothing laundry, and maintenance areas.

7. Fire Protection:  Design fire protection and life safety to comply with National Fire

Protection Association [NFPA] Standards, latest editions. The new Main Fire

Station shall be completely protected with automatic sprinklers.

i. The facility should be designed using noncombustible construction materials

with fire protection systems.

ii. Provide an automatic sprinkler system throughout with smoke detectors

throughout. Smoke detector activation shall sound an alarm throughout the

fire station.

iii. Provide a fire detection annunciator panel for the building;  locate in the
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Communications Console/Dispatch room.  The annunciator panel should

indicate the location of detectors that have activated.

iv. Provide audible and visual fire alarm systems in personnel sleeping areas.

Tone should gradually increase in volume with a strobe light.

v. Provide appropriate fire protection at food preparation facilities.

8. Electrical:  Provide electric service and distribution equipment, wiring receptacles

and grounding, interior and exterior lighting and control, emergency lighting,

communication systems, fire alarm, and intrusion detection systems in accordance

with NFPA 70, National Electric Code; and the latest installation design

requirements.  All service equipment must be Underwriters Laboratories [UL] listed.

i. Provide electric service and distribution equipment, including metering,

wiring and electrical devices.  Provide for data, communications, and video,

fire alarms, and intrusion detection system.

ii. Provide special power outlets and circuits for all user-furnished equipment as

required.

iii. Include an auto-shutoff timer for all cooking appliances.

iv. Emergency Power:  Provide 100% emergency generator back-up power for the

entire facility.

v. Provide battery powered uninterrupted power supply [UPS] to support full

operation of all critical equipment, including data automation,

Communications Console/Dispatch, and electronically activated locks.

9. Lighting:  Provide lighting and control systems throughout the facility.

i. Provide daylight to the maximum extent feasible:

(a) Use skylights or clerestory lighting.

(b) The orientation of glazing is a significant factor in day lighting design,

and the strategies should be adapted to each specific orientation.

ii. General lighting should be fluorescent with energy-efficient ballasts and

lamps, as applicable.

iii. General lighting should be of a constant illumination level, and not result in

glare or extreme volatility in lighting levels.  Changes in lighting levels should

be gradual and assist in reducing the possibility of an accident.

iv. Provide interior and exterior lighting control systems, including ambient light

dimmers and multiple switching for low ambient light levels and energy

conservation.  Provide occupancy [motion] sensors with time delay to control

lighting fixtures as applicable.

v. Provide red strobe lighting in facility interior and at selected exterior locations

to alert firefighters in the event of an alarm.

vi. At parking areas and walkways, use light sources controlled by combination

time clock/photo cells.
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vii. Provide night lighting in apparatus room and corridors.

viii. Provide low ambient floor lighting in sleeping room corridors.

ix. Data:  Provide empty raceways with pull wire and outlets for computer

network cabling.

x. Communications:

(a) Provide a communications equipment room inside the building,

separate from the mechanical room.

(b) Provide for communications equipment capable of receiving

telecommunications display devices for hearing-impaired calls.

(c) Provide for communication outlets in offices, dormitory rooms, day

room, and Apparatus Bays.

(d) Locate the central intercom console in the communications

console/dispatch room.

(e) Provide an internal communications system throughout the facility with

the following features:

(i) Two-way intercom throughout the facility capable of addressing

all rooms with speakers at all rooms.  Provide speakers at exterior

recreation areas.

(ii) Provide two-way intercom between the main entrance and the

communications console/dispatch room.

xi. Video:

(a) Provide empty raceways with pull wire for cable TV in the day rooms,

dining areas, training room, communications console/dispatch room,

all dormitory rooms, and all offices.

(b)  Coordinate closed-circuit television [CCTV]/camera system integrated

with the security system.

(c) Provide empty raceways with pull wire and cabling to training area for

Fire and Emergency television network [FETN] or equal cable system,

[or FETN viewed through video cassettes or direct link with optional

antenna located on the fire station roof].

10. Alarm System:  Provide an intrusion detection alarm system.  Integrate closed-

circuit television [CCTV]/camera system with the security system.

11. Site work

i. General:

(a)  Organize the site to be compatible with the site planning and style of

adjacent existing structures. Locate the building to reflect local climatic

conditions.  Provide protection from prevailing winds and glare, and

orient operable windows to take advantage of summer breezes. Locate

the building to take advantage of passive solar heating and day lighting.
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(b) Use landscape elements to help define the site and main entry, and to

present an attractive image of the facility to the public.

ii. Location:  Provide visual identity and access from a roadway.  Provide for the

following:

(a) Vehicular turning radius.

(b) Apparatus Driveway.

(c) Point of entry;  front door.

(d) Visitor Parking.

(e) Firefighter Parking.

(f) Delivery/Service Entrance.

(g) Maintenance/Storage Area.

(h) Landscaping.

(i) Signage.

iii. Paving:

(a) Heavy-duty exterior paving for firefighting vehicles parking and

driveways.

(b) Use porous paving as appropriate at other areas.

iv. Utilities:

(a) Provide water, sanitary sewer, storm drainage system, and natural gas.

(b) Provide communications, fire alarm, and water for automatic fire

sprinkler system.

v. Landscaping:

(a) The plant selection should be easy to maintain and enhance the visual

quality of the facility in all seasons. Use indigenous species whenever

possible.

(b) Consider sustainable design issues when designing the landscape.

Select plants that require little to no additional water beyond normal

rainfall [drought resistant planting]. Avoid plants that require an

irrigation system.

(c) Consider the use of bioretention planters that reduce storm water runoff

and cleanse and treat the storm water before it enters the City of Soledad

system.

12. Parking and Other Access Drives:  Provide adequate parking based on the total

number of staff positions, and reservists [if appropriate], and visitors. If possible,

access drives to staff and public parking should not cross the vehicle access drive

out of the Apparatus Bay.  Locate parking areas so they do not dominate the main

entrance and public image of the facility.  Ensure that parking areas and the facility

have adequate lighting for safety, evacuation, and security measures.

13. Barrier-free Design Requirements:  Design the new Main Fire Station to comply
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with 28 CFR Part 36, the Americans with Disabilities Act Accessibility Guidelines

for Buildings and Facilities, and CCR Title 24.  Use the criteria that provide the

greatest accessibility.  Spaces in the new Main Fire Station that are open to the

public or may be manned or maintained by handicapped personnel must be barrier-

free.  Spaces such as dorm rooms and firefighter toilet rooms which are used solely

by able-bodied staff, need not be accessible [to be confirmed].

i. Handicapped Access:  All functional areas, including parking spaces,

entrances, corridors, rest rooms, communications devices, and door hardware

must be barrier-free and accessible to the physically disabled in accordance

with appropriate accessibility standards.

ii. Provide clearly identified handicapped access and signage.

14. Supervision and security:  The security of the new Main Fire Station after business

hours shall be controlled from the Communications Console/Dispatch room. The

main entrance and apparatus room require monitoring by a security camera. Provide

an intrusion detection alarm system.

15. Antiterrorism:  Design the facility to comply with UFC 4-010-01, DoD Minimum
Antiterrorism Standards for Buildings and UFC 4-021-01, Mass Notification Systems

[to be confirmed].

F. Consultant needs:

1. Architectural and interior design.

2. Sustainable design consultant [LEED certified].

3. Civil engineering.

4. Structural engineering.

5. Mechanical engineering.

6. Electrical engineering.

7. Geotechnical engineering.

8. Landscape design.

9. Lighting design.

10. Acoustical engineering.

11. Security systems design.

12. Audiovisual systems design.

13. Telecommunications design.

14. Food service consultant.

15. Scheduling and cost consultant.

4 .01 SUSTAINABLE DESIGN
A. Use an integrated approach to the planning and design of the new Main Fire Station that

minimizes energy consumption and optimizes life cycle cost renewable energy

possibilities. Use a practical combination of siting, energy conserving building envelope
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technologies, energy efficient lighting, occupant sensing controls, variable frequency

drives for motors and exhaust fans, and high efficiency HVAC systems to achieve this

goal.  Incorporate renewable energy principles such as day-lighting, passive and active

solar heating, natural ventilation, and photo-voltaics where they are life-cycle-cost

effective.

B. Goals;  reductions refer to customary new construction [construction that has not

necessarily been designed to meet LEED standards]:

1. Reduce energy usage by 25%; use day lighting to the maximum extent feasible.

2. Reduce potable water usage by 25%.

3. Storm water management:  

4. Use durable materials with an extended USEFUL SERVICE LIFE that require

minimal maintenance.

5. Reduce toxins in interior materials.

C. Living quarters:

1. Eliminate the introduction of contaminants into living quarters.

i. Install a carbon monoxide removal system that ensures that any supply air to

living quarters does not contain carbon monoxide.  The system can be part of

the vehicular exhaust system.  The emergency generator exhaust can have a

similar system.

ii. Locate air intakes and exhaust assemblies with a consideration of the impact

of prevailing winds.

D. Recycling:

1. Require recycling of construction debris.

REFERENCES [in a separate appendix]



new main fire station program - space descriptions and needs

program category building allowances

space ALLOWANCE FOR CORRIDORS @15%

description Circulation space.

min. ceiling height 8 feet

finishes Walls:  Provide a low-maintenance, durable finish;  paint.
Floor:  Provide low-maintenance sheet or tile vinyl flooring material with rubber base.
Ceiling:  Provide ACT ceiling.

hvac 68 F minimum and 78 F maximum.

plumbing None required.

fire protection Provide fire protection and detection system.

power Provide outlets per code.

lighting Provide 50 ft. candles fluorescent energy efficient light fixtures.

communications CCTV:  None required.
CATV/Internal Video:  None required.
PA/Audio:  Provide a speaker.
Telephone.  None required.
Data:  None required.
Security:  None required.

casework None required.

furnishings None required.

notes Doors from sleeping areas, dining room, and recreation rooms should swing outward 
but not restrict the width of the corridor.  All corridor doors leading toward the 
apparatus room should swing in the direction of travel.

sf 2,596
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new main fire station program - space descriptions and needs

program category building allowances

space ALLOWANCE FOR EXTERIOR AND INTERIOR WALLS @12%

description Not applicable.

min. ceiling height Not applicable.

finishes Not applicable.

hvac Not applicable.

plumbing Not applicable.

fire protection Not applicable.

power Not applicable.

lighting Not applicable.

communications Not applicable.

casework Not applicable.

furnishings Not applicable.

notes

sf 2,077
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new main fire station program - space descriptions and needs

program category building allowances

space ALLOWANCE FOR UNKNOWN FACTORS @6%

description Not applicable.

min. ceiling height Not applicable.

finishes Not applicable.

hvac Not applicable.

plumbing Not applicable.

fire protection Not applicable.

power Not applicable.

lighting Not applicable.

communications Not applicable.

casework Not applicable.

furnishings Not applicable.

notes Not applicable.

sf 1,038
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new main fire station program - space descriptions and needs

program category apparatus room

space APPARATUS BAY 1

description Apparatus Bay 1 houses two engines;  parked tandem.  Include required support 
utilities (drops) for vehicles such as exhaust, compressed air, hot and cold water, 
lighting, and power.

min. ceiling height 14 feet clear;  ceiling height should mean the clear height below any structural 
member, light fixtures, heating equipment, overhead doors in open position.

finishes Interior Walls:  Concrete masonry units (CMU). Provide epoxy paints on all wall 
surfaces.
Floor:  Provide a sealed concrete surface. A non-skid, low-maintenance traffic coating 
may also be acceptable. Slope floor to trench drains.
Ceiling:  Ceiling not required; finish exposed structure.  None of the ceiling 
components can be located below minimum ceiling height.

hvac Provide a Fire Apparatus Vehicle Exhaust Removal System (FAVERS) in compliance 
with NFPA 1500 to eliminate 100% of vehicle exhaust emissions. A direct vent system 
that evacuates vehicle exhaust directly to the outside is the preferred FAVERS. Make-
up air should be distributed so as to minimize drafts and be introduced above 
apparatus level since diesel exhaust is heavier than air. In this way, the make-up air 
flow downward will assist in pushing the exhaust fumes out the Apparatus bay doors 
when open.

plumbing Provide minimum water service outlet to each vehicle.
Provide an emergency eye wash fountain.
Provide standard hot and cold water hose bibb for every two truck bays.
Provide floor trench drains parallel to the centerline of each vehicle.  All apparatus 
room drains should connect to an approved oil/water separator prior to discharge.
Provide compressed air system on self-retracting lines at each vehicle space for 
servicing vehicle tires, brakes and operating air tools.

fire protection Provide fire protection and detection system.

power Provide outlets per code;  GFI. Locate all outlets at 36 inches above finished floor.
Provide self retracting electric drop cords between vehicles that can reach to either 
end of the bay.

lighting Provide energy efficient lighting with instant start feature.

communications CCTV:  Provide interior and exterior outlets located to provide adequate coverage of 
the Apparatus Bay and facility's main entrance.
CATV/Internal Video:  None required.
PA/Audio:  Provide speakers and horns with visual element.
Telephone:  Provide one line with internal two-way communication.
Data:  Provide data drops as required by equipment.
Security:  None required.

casework None required.

furnishings

notes Design concrete floors to support vehicle weights;  use heaviest weight vehicle as 
design load [estimated weight of aerial ladder truck and water pumper is 
approximately 70,000 pounds and estimated weight of pumper is 40,000 pounds].
Provide exits from the apparatus room directly to the outside, in accordance with the 
applicable building codes.
Provide drive-through bays;  design drive-through bays long enough for vehicles to be 
back-to-back.
Provide 14 foot by 14 foot bi-fold doors [four-fold] using hydraulic operating systems 

sf 1,920
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new main fire station program - space descriptions and needs
and hinged panels manufactured by Electric Power Door.  Provide manual means to 
open doors in case of power failure. If solid door panels are used,  provide windows;  
do not provide personnel doors in the overhead doors.  Provide sensing devices that 
will automatically reverse the doors should they come in contact with an obstruction 
during closing, and that will automatically reverse the door if an obstruction is in the 
door opening during closing.  Consider providing doors with radio-operated closing 
devices that can be activated from the vehicle.
Equip bi-fold doors with a signaling system to indicate when they are fully open. The 
red and green indicators should be located on the driver's sides, mounted 6 feet above 
the finished floor.  Interlock signaling system to ensure the lights do not turn green 
until the doors are fully open.
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new main fire station program - space descriptions and needs

program category apparatus room

space APPARATUS BAY 2

description Apparatus Bay 1 houses two engines;  parked tandem.  Include required support 
utilities (drops) for vehicles such as exhaust, compressed air, hot and cold water, 
lighting, and power.

min. ceiling height 14 feet clear;  ceiling height should mean the clear height below any structural 
member, light fixtures, heating equipment, overhead doors in open position.

finishes Interior Walls:  Concrete masonry units (CMU). Provide epoxy paints on all wall 
surfaces.
Floor:  Provide a sealed concrete surface. A non-skid, low-maintenance traffic coating 
may also be acceptable. Slope floor to trench drains.
Ceiling:  Ceiling not required; finish exposed structure.  None of the ceiling 
components can be located below minimum ceiling height.

hvac Provide a Fire Apparatus Vehicle Exhaust Removal System (FAVERS) in compliance 
with NFPA 1500 to eliminate 100% of vehicle exhaust emissions. A direct vent system 
that evacuates vehicle exhaust directly to the outside is the preferred FAVERS. Make-
up air should be distributed so as to minimize drafts and be introduced above 
apparatus level since diesel exhaust is heavier than air. In this way, the make-up air 
flow downward will assist in pushing the exhaust fumes out the Apparatus bay doors 
when open.

plumbing Provide minimum water service outlet to each vehicle.
Provide an emergency eye wash fountain.
Provide standard hot and cold water hose bibb for every two truck bays.
Provide floor trench drains parallel to the centerline of each vehicle.  All apparatus 
room drains should connect to an approved oil/water separator prior to discharge.
Provide compressed air system on self-retracting lines at each vehicle space for 
servicing vehicle tires, brakes and operating air tools.

fire protection Provide fire protection and detection system.

power Provide outlets per code;  GFI. Locate all outlets at 36 inches above finished floor.
Provide self retracting electric drop cords between vehicles that can reach to either 
end of the bay.

lighting Provide energy efficient lighting with instant start feature.

communications CCTV:  Provide interior and exterior outlets located to provide adequate coverage of 
the Apparatus Bay and facility's main entrance.
CATV/Internal Video:  None required.
PA/Audio:  Provide speakers and horns with visual element.
Telephone:  Provide one line with internal two-way communication.
Data:  Provide data drops as required by equipment.
Security:  None required.

casework None required.

furnishings

notes Design concrete floors to support vehicle weights;  use heaviest weight vehicle as 
design load [estimated weight of aerial ladder truck and water pumper is 
approximately 70,000 pounds and estimated weight of pumper is 40,000 pounds].
Provide exits from the apparatus room directly to the outside, in accordance with the 
applicable building codes.
Provide drive-through bays;  design drive-through bays long enough for vehicles to be 
back-to-back.
Provide 14 foot by 14 foot bi-fold doors [four-fold] using hydraulic operating systems 
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Page 6 of 77city of soledad facilities master plan, appendix A - part II

April 13, 2010



new main fire station program - space descriptions and needs
and hinged panels manufactured by Electric Power Door.  Provide manual means to 
open doors in case of power failure. If solid door panels are used,  provide windows;  
do not provide personnel doors in the overhead doors.  Provide sensing devices that 
will automatically reverse the doors should they come in contact with an obstruction 
during closing, and that will automatically reverse the door if an obstruction is in the 
door opening during closing.  Consider providing doors with radio-operated closing 
devices that can be activated from the vehicle.
Equip bi-fold doors with a signaling system to indicate when they are fully open. The 
red and green indicators should be located on the driver's sides, mounted 6 feet above 
the finished floor.  Interlock signaling system to ensure the lights do not turn green 
until the doors are fully open.
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new main fire station program - space descriptions and needs

program category apparatus room

space APPARATUS BAY 3

description Apparatus Bay 1 houses two engines;  parked tandem.  Include required support 
utilities (drops) for vehicles such as exhaust, compressed air, hot and cold water, 
lighting, and power.

min. ceiling height 14 feet clear;  ceiling height should mean the clear height below any structural 
member, light fixtures, heating equipment, overhead doors in open position.

finishes Interior Walls:  Concrete masonry units (CMU). Provide epoxy paints on all wall 
surfaces.
Floor:  Provide a sealed concrete surface. A non-skid, low-maintenance traffic coating 
may also be acceptable. Slope floor to trench drains.
Ceiling:  Ceiling not required; finish exposed structure.  None of the ceiling 
components can be located below minimum ceiling height.

hvac Provide a Fire Apparatus Vehicle Exhaust Removal System (FAVERS) in compliance 
with NFPA 1500 to eliminate 100% of vehicle exhaust emissions. A direct vent system 
that evacuates vehicle exhaust directly to the outside is the preferred FAVERS. Make-
up air should be distributed so as to minimize drafts and be introduced above 
apparatus level since diesel exhaust is heavier than air. In this way, the make-up air 
flow downward will assist in pushing the exhaust fumes out the Apparatus bay doors 
when open.

plumbing Provide minimum water service outlet to each vehicle.
Provide an emergency eye wash fountain.
Provide standard hot and cold water hose bibb for every two truck bays.
Provide floor trench drains parallel to the centerline of each vehicle.  All apparatus 
room drains should connect to an approved oil/water separator prior to discharge.
Provide compressed air system on self-retracting lines at each vehicle space for 
servicing vehicle tires, brakes and operating air tools.

fire protection Provide fire protection and detection system.

power Provide outlets per code;  GFI. Locate all outlets at 36 inches above finished floor.
Provide self retracting electric drop cords between vehicles that can reach to either 
end of the bay.

lighting Provide energy efficient lighting with instant start feature.

communications CCTV:  Provide interior and exterior outlets located to provide adequate coverage of 
the Apparatus Bay and facility's main entrance.
CATV/Internal Video:  None required.
PA/Audio:  Provide speakers and horns with visual element.
Telephone:  Provide one line with internal two-way communication.
Data:  Provide data drops as required by equipment.
Security:  None required.

casework None required.

furnishings

notes Design concrete floors to support vehicle weights;  use heaviest weight vehicle as 
design load [estimated weight of aerial ladder truck and water pumper is 
approximately 70,000 pounds and estimated weight of pumper is 40,000 pounds].
Provide exits from the apparatus room directly to the outside, in accordance with the 
applicable building codes.
Provide drive-through bays;  design drive-through bays long enough for vehicles to be 
back-to-back.
Provide 14 foot by 14 foot bi-fold doors [four-fold] using hydraulic operating systems 
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new main fire station program - space descriptions and needs
and hinged panels manufactured by Electric Power Door.  Provide manual means to 
open doors in case of power failure. If solid door panels are used,  provide windows;  
do not provide personnel doors in the overhead doors.  Provide sensing devices that 
will automatically reverse the doors should they come in contact with an obstruction 
during closing, and that will automatically reverse the door if an obstruction is in the 
door opening during closing.  Consider providing doors with radio-operated closing 
devices that can be activated from the vehicle.
Equip bi-fold doors with a signaling system to indicate when they are fully open. The 
red and green indicators should be located on the driver's sides, mounted 6 feet above 
the finished floor.  Interlock signaling system to ensure the lights do not turn green 
until the doors are fully open.
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new main fire station program - space descriptions and needs

program category apparatus room

space APPARATUS BAY 4 - MAINTENANCE AND WASHING BAY

description Apparatus Bay 4 is a vehicle maintenance bay.  This space is mainly used to service 
and repair firefighting vehicles.  At times, this bay may be used as an additional 
Apparatus Bay as well.  Include required support utilities (drops) for vehicles such as 
exhaust, compressed air, hot and cold water, lighting, power, and vehicle maintenance 
support systems for the equipment.

min. ceiling height 14 feet clear;  ceiling height should mean the clear height below any structural 
member, light fixtures, heating equipment, overhead doors in open position.

finishes Interior Walls:  Concrete masonry units (CMU). Provide epoxy paints on all wall 
surfaces.
Floor:  Provide a sealed concrete surface. A non-skid, low-maintenance traffic coating 
may also be acceptable. Slope floor to trench drains.
Ceiling:  A ceiling not required;  finish exposed structure.  None of the ceiling 
components can be located below minimum ceiling height.

hvac Provide a Fire Apparatus Vehicle Exhaust Removal System (FAVERS) in compliance 
with NFPA 1500 to eliminate 100% of vehicle exhaust emissions. A direct vent system 
that evacuates vehicle exhaust directly to the outside is the preferred FAVERS. Make-
up air should be distributed so as to minimize drafts and be introduced above 
apparatus level since diesel exhaust is heavier than air. In this way, the make-up air 
flow downward will assist in pushing the exhaust fumes out the Apparatus bay doors 
when open.

plumbing Provide minimum water service outlet to each vehicle.
Provide an emergency eye wash fountain.
Provide standard hot and cold water hose bibb for every two truck bays.
Provide floor trench drains parallel to the centerline of each vehicle.  All apparatus 
room drains should connect to an approved oil/water separator prior to discharge.
Provide compressed air system on self-retracting lines at each vehicle space for 
servicing vehicle tires, brakes and operating air tools.

fire protection Provide fire protection and detection system.

power Provide outlets per code;  GFI. Locate all outlets at 36 inches above finished floor.
Provide self retracting electric drop cords between vehicles that can reach to either 
end of the bay.

lighting Provide energy efficient lighting with instant start feature.

communications CCTV:  Provide interior and exterior outlets located to provide adequate coverage of 
the Apparatus Bay and facility's main entrance.
CATV/Internal Video:  None required.
PA/Audio:  Provide speakers and horns with visual element.
Telephone:  Provide one line with internal two-way communication.
Data:  Provide data drops as required by equipment.
Security:  None required.

casework None required.

furnishings Provide an indoor mop hanging rack.

notes Design concrete floors to support vehicle weights;  use heaviest weight vehicle as 
design load [estimated weight of aerial ladder truck and water pumper is 
approximately 70,000 pounds and estimated weight of pumper is 40,000 pounds].
Provide exits from the apparatus room directly to the outside, in accordance with the 
applicable building codes.
Provide drive-through bays;  design drive-through bays long enough for vehicles to be 
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new main fire station program - space descriptions and needs
back-to-back.
Provide 14 foot by 14 foot bi-fold doors [four-fold] using hydraulic operating systems 
and hinged panels manufactured by Electric Power Door.  Provide manual means to 
open doors in case of power failure. If solid door panels are used,  provide windows;  
do not provide personnel doors in the overhead doors.  Provide sensing devices that 
will automatically reverse the doors should they come in contact with an obstruction 
during closing, and that will automatically reverse the door if an obstruction is in the 
door opening during closing.  Consider providing doors with radio-operated closing 
devices that can be activated from the vehicle.
Equip bi-fold doors with a signaling system to indicate when they are fully open. The 
red and green indicators should be located on the driver's sides, mounted 6 feet above 
the finished floor.  Interlock signaling system to ensure the lights do not turn green 
until the doors are fully open.
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new main fire station program - space descriptions and needs

program category administration

space BATTALION CHIEF A BEDROOM AND LOCKER/CLOSET

description Private bedroom.

min. ceiling height 8 feet

finishes Walls:  Provide a low-maintenance, durable finish;  paint.
Floor:  Provide durable commercial carpeting with rubber base.
Ceiling:  Provide ACT or gypsum board ceiling.

hvac 68 F minimum and 78 F maximum;  provide independent thermostat.

plumbing None required.

fire protection Provide fire protection and detection system.

power Provide outlets per code.

lighting Provide 50 ft. candles fluorescent energy efficient light fixtures.

communications CCTV:  None required.
CATV/Internal Video:  Required.
PA/Audio:  Provide a speaker.
Telephone.  Provide one [1] line with internal two-way communication.
Data:  Provide one [1] data outlet.
Security:  None required.

casework Consider providing built-in combination lockers and closets.

furnishings Provide bed, small table adjacent to bed, chair, table lamp, and one [1] chair.

notes

sf 150
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new main fire station program - space descriptions and needs

program category administration

space BATTALION CHIEF A OFFICE

description Office space.

min. ceiling height 8 feet

finishes Walls:  Provide a low-maintenance, durable finish;  paint.
Floor:  Provide durable commercial carpeting with rubber base.
Ceiling:  Provide ACT or gypsum board ceiling.

hvac 68 F minimum and 78 F maximum;  provide independent thermostat.

plumbing None required.

fire protection Provide fire protection and detection system.

power Provide outlets per code.

lighting Provide 50 ft. candles fluorescent energy efficient light fixtures.

communications CCTV:  None required.
CATV/Internal Video:  None required.
PA/Audio:  Provide a speaker.
Telephone.  Provide two [2] lines with internal two-way communication.
Data:  Provide data outlets to support required equipment.
Security:  None required.

casework None required.

furnishings Provide office desk, office chair, file cabinet, bookshelf, desk lamp, and two [2] 
additional side chairs.

notes

sf 150
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new main fire station program - space descriptions and needs

program category administration

space BATTALION CHIEF A RESTROOM AND SHOWER

description Toilet room.

min. ceiling height 8 feet

finishes Walls:  Provide full height ceramic tile.
Floor:  Provide ceramic tile.
Ceiling:  Provide gypsum board ceiling;  paint.

hvac 68 F minimum and 78 F maximum;  provide independent exhaust fan.

plumbing Provide one [1] lavatory in countertop, one [1] water closet, one [1] shower, and one 
[1] floor drain.
Provide hot and cold water, and a sanitary drain to all fixtures.

fire protection Provide fire protection and detection system.

power Provide outlets per code.

lighting Provide 50 ft. candles fluorescent energy efficient light fixtures.

communications CCTV:  None required.
CATV/Internal Video:  None required.
PA/Audio:  Provide a speaker.
Telephone.  None required.
Data:  None required.
Security:  None required.

casework At the lavatory consider providing a piece of casework with a solid surfacing 
countertop with recessed lavatory, and storage under the countertop.

furnishings Provide residential toilet accessories;  mirror at sink, towel bar, and toilet paper 
dispenser.

notes

sf 60
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new main fire station program - space descriptions and needs

program category administration

space BATTALION CHIEF B BEDROOM AND LOCKER/CLOSET

description Private bedroom.

min. ceiling height 8 feet

finishes Walls:  Provide a low-maintenance, durable finish;  paint.
Floor:  Provide durable commercial carpeting with rubber base.
Ceiling:  Provide ACT or gypsum board ceiling.

hvac 68 F minimum and 78 F maximum;  provide independent thermostat.

plumbing None required.

fire protection Provide fire protection and detection system.

power Provide outlets per code.

lighting Provide 50 ft. candles fluorescent energy efficient light fixtures.  Provide for task 
lighting at bed. In addition to the ambient and task lighting fixtures, provide a dedicated 
alert light fixture that is controllable from Dispatch and tied into the firefighting alert 
system with a red-tinted bulb or lens.

communications CCTV:  None required.
CATV/Internal Video:  Required.
PA/Audio:  Provide a speaker.
Telephone.  Provide one [1] line with internal two-way communication.
Data:  Provide one [1] data outlet.
Security:  None required.

casework None required.

furnishings Provide bed, small table adjacent to bed, chair, table lamp, and one [1] chair.

notes

sf 150
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new main fire station program - space descriptions and needs

program category administration

space BATTALION CHIEF B OFFICE

description Each office includes a typical office space and workstation.

min. ceiling height 8 feet

finishes Walls:  Provide a low-maintenance, durable finish;  paint.
Floor:  Provide durable commercial carpeting with rubber base.
Ceiling:  Provide ACT or gypsum board ceiling.

hvac 68 F minimum and 78 F maximum;  provide independent thermostat.

plumbing None required.

fire protection Provide fire protection and detection system.

power Provide outlets per code.

lighting Provide 50 ft. candles fluorescent energy efficient light fixtures.  Provide for task 
lighting at individual desks. In addition to the ambient and task lighting fixtures, provide 
a dedicated alert light fixture that is controllable from Dispatch and tied into the 
firefighting alert system with a red-tinted bulb or lens.

communications CCTV:  None required.
CATV/Internal Video:  None required.
PA/Audio:  Provide a speaker.
Telephone.  Provide two [2] lines with internal two-way communication.
Data:  Provide data outlets to support required equipment.
Security:  None required.

casework None required.

furnishings Provide office desk, office chair, file cabinet, bookshelf, desk lamp, and two [2] 
additional side chairs.

notes

sf 150
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new main fire station program - space descriptions and needs

program category administration

space BATTALION CHIEF B RESTROOM AND SHOWER

description Toilet room.

min. ceiling height 8 feet

finishes Walls:  Provide full-height ceramic tile.
Floor:  Provide ceramic tile.
Ceiling:  Provide gypsum board ceiling;  paint.

hvac 68 F minimum and 78 F maximum;  provide independent thermostat.

plumbing Provide one [1] lavatory in countertop, one [1] water closet, one [1] shower, and one 
[1] floor drain.
Provide hot and cold water, and a sanitary drain to all fixtures.

fire protection Provide fire protection and detection system.

power Provide outlets per code.

lighting Provide 50 ft. candles fluorescent energy efficient light fixtures.

communications CCTV:  None required.
CATV/Internal Video:  None required.
PA/Audio:  Provide a speaker.
Telephone.  None required.
Data:  None required.
Security:  None required.

casework At the lavatory consider providing a piece of casework with a solid surfacing 
countertop with recessed lavatory, and storage under the countertop.

furnishings Provide residential toilet accessories;  mirror at sink, towel bar, and toilet paper 
dispenser.

notes

sf 60
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new main fire station program - space descriptions and needs

program category apparatus room support

space BOILER ROOM

description Equipment room.

min. ceiling height Not applicable;  exposed structure.

finishes Interior Walls:  Concrete masonry units [CMU]. Provide epoxy paints on all wall 
surfaces.
Floor:  Provide a sealed concrete surface. A non-skid, low-maintenance traffic coating 
may also be acceptable. Slope floor to trench drains.
Ceiling:  A ceiling not required;  finish exposed structure.

hvac Provide ventilation only.

plumbing As required by equipment.

fire protection Provide fire protection and detection system.

power Provide outlets per code. Locate all outlets at 36 inches above finished floor.

lighting Provide 50 ft. candles fluorescent energy efficient light fixtures.

communications CCTV:  None required.
CATV/Internal Video:  None required.
PA/Audio:  Provide a speaker.
Telephone.  None required.
Data:  None required.
Security:  None required.

casework None required.

furnishings None required.

notes

sf 80
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new main fire station program - space descriptions and needs

program category communications center

space COMMUNICATIONS CONSOLE/DISPATCH

description Central alarm and communications/telecommunications center.

min. ceiling height 8 FEET

finishes Walls:  Provide a low-maintenance, durable finish;  paint.
Floor:  Provide durable commercial carpeting with rubber base.
Ceiling:  Provide ACT ceiling.

hvac 68 F minimum and 78 F maximum;  provide independent HVAC system sized to 
provide cooling for 150% of BTU load.
Provide a separate HVAC unit and separate environmental controls for HVAC for the 
communications control room.

plumbing None required.

fire protection Provide fire protection and detection system.

power Provide outlets per code and as required by equipment loads.

lighting Provide 80 ft. candles fluorescent energy efficient light fixtures.
Provide for task lighting at consoles.

communications CCTV:  Required;  provide a closed circuit video camera system to monitor the main 
entrance and the apparatus room from the
communications control room.
CATV/Internal Video:  None required.
PA/Audio:  Provide simultaneous light control and audible alert to all of the fire station 
including administration, technical services, and
sleeping areas.
Telephone:  Required.
Data:  Required.
Security:  Required;  provide a pin pad/cipher type electric lock or strike with a remote 
push button release. Also provide manual key override of
the lock to gain access to the communications control room in an emergency. Electric 
lock or strike to be connected to the
UPS.
Provide a secured line for a fax machine.

casework

furnishings Furnish with a state-of-the-art control center console.
Provide modular system components for the work station with computer screens 
mounted in sloped console surfaces.
Provide for a state-of-the-art recording system for all emergency telephone and radio 
conversations.
Provide switches to the apparatus room doors;  opening the doors-not closing them.
Provide for a wall-mounted base grid coordinate map.
Provide a map rack system for other utility maps.
Provide ergonomically designed seating.

notes The communications center should have an unobstructed view of the apparatus room.
Design for operability during natural disasters and all contingency threat conditions.
Design the communications center to restrict outside noise level;  provide walls with a 
minimum Sound Transmission Class (STC) rating of 45 for the communications 
control room.
Consider the option of a access floor for distribution of cabling;  may require recessing 
the floor slab.
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new main fire station program - space descriptions and needs

program category apparatus room support

space COMPRESSOR ROOM

description Room for two [2] compressors;  one [1] compressor to provide compressed air to the 
apparatus room, and one [1] compressor as required by the apparatus room doors.

min. ceiling height Not applicable;  exposed structure.

finishes Interior Walls:  Concrete masonry units [CMU]. Provide epoxy paints on all wall 
surfaces.
Floor:  Provide a sealed concrete surface. A non-skid, low-maintenance traffic coating 
may also be acceptable. Slope floor to trench drains.
Ceiling:  A ceiling not required;  finish exposed structure.

hvac Provide ventilation only.

plumbing As required by equipment.

fire protection Provide fire protection and detection system.

power Provide outlets per code. Locate all outlets at 36 inches above finished floor.

lighting Provide 30 ft. candles fluorescent energy efficient light fixtures.

communications CCTV:  None required.
CATV/Internal Video:  None required.
PA/Audio:  Provide a speaker.
Telephone.  None required.
Data:  None required.
Security:  None required.

casework None required.

furnishings None required.

notes Provide concrete equipment platforms for compressors, and vibration isolators for 
individual compressors.
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new main fire station program - space descriptions and needs

program category apparatus room support

space COMPRESSOR ROOM/SCBA

description Room for one [1] compressor

min. ceiling height Not applicable;  exposed structure.

finishes Interior Walls:  Concrete masonry units [CMU]. Provide epoxy paints on all wall 
surfaces.
Floor:  Provide a sealed concrete surface. A non-skid, low-maintenance traffic coating 
may also be acceptable. Slope floor to trench drains.
Ceiling:  A ceiling not required;  finish exposed structure.

hvac Provide ventilation only.

plumbing As required by equipment.

fire protection Provide fire protection and detection system.

power Provide outlets per code. Locate all outlets at 36 inches above finished floor.

lighting Provide 30 ft. candles fluorescent energy efficient light fixtures.

communications CCTV:  None required.
CATV/Internal Video:  None required.
PA/Audio:  Provide a speaker.
Telephone.  None required.
Data:  None required.
Security:  None required.

casework None required.

furnishings None required.

notes Provide concrete equipment platform for compressor, and vibration isolators for 
compressor.
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new main fire station program - space descriptions and needs

program category recreation and dining

space DAY ROOM

description A room for quiet activities such as reading and studying.

min. ceiling height 9 feet

finishes Walls:  Provide a low-maintenance, durable finish;  paint.
Floor:  Provide durable commercial carpeting with rubber base.
Ceiling:  Provide ACT ceiling.

hvac 68 F minimum and 78 F maximum;  provide independent thermostat.

plumbing None required.

fire protection Provide fire protection and detection system.

power Provide outlets per code.

lighting Provide 30 ft. candles fluorescent energy efficient light fixtures.

communications CCTV:  None required.
CATV/Internal Video:  Required.
PA/Audio:  Provide a speaker.
Telephone.  None required.
Data:  None required.
Security:  None required.

casework

furnishings

notes
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new main fire station program - space descriptions and needs

program category apparatus room support

space DECONTAMINATION ROOM

description Disinfecting and hazardous material decontamination area.

min. ceiling height 8 feet

finishes Interior Walls:  Concrete masonry units [CMU]. Provide epoxy paints on all wall 
surfaces.
Floor:  Provide a sealed concrete surface. A non-skid, low-maintenance traffic coating 
may also be acceptable. Slope floor to trench drains.
Ceiling:  A ceiling not required;  finish exposed structure.

hvac 68 F minimum and 78 F maximum;  provide independent exhaust fan with HEPA 
filters as appropriate as required by applicable regulatory standards and guidelines.  
This room should be negatively pressurized with dedicated exhaust vented to the 
outside.

plumbing Provide hot and cold water, and sanitary drains as required by fixtures and equipment.

fire protection Provide fire protection and detection system.

power Provide outlets per code. Locate all outlets at 36 inches above finished floor.

lighting Provide 30 ft. candles fluorescent energy efficient light fixtures.

communications CCTV:  None required.
CATV/Internal Video:  None required.
PA/Audio:  Provide a speaker.
Telephone.  None required.
Data:  None required.
Security:  None required.

casework None required.

furnishings Provide decontamination chamber as required by applicable regulatory requirements 
for hazardous materials.
Provide stainless steel equipment and fixtures including triple-container sink, rack 
shelving, and a work counter.

notes Room must comply with NFPA 1581.
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new main fire station program - space descriptions and needs

program category recreation and dining

space DINING

description Eating and snack area.

min. ceiling height 9 feet

finishes Walls:  Provide a low-maintenance, durable finish;  paint.
Floor:  Provide low-maintenance sheet or tile vinyl flooring material with rubber base.
Ceiling:  Provide ACT ceiling.

hvac 68 F minimum and 78 F maximum;  provide independent thermostat.

plumbing None required.

fire protection Provide fire protection and detection system.

power Provide outlets per code.

lighting Provide 30 ft. candles fluorescent energy efficient light fixtures.

communications CCTV:  None required.
CATV/Internal Video:  Required.
PA/Audio:  Provide a speaker.
Telephone.  None required.
Data:  None required.
Security:  None required.

casework

furnishings

notes
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new main fire station program - space descriptions and needs

program category living quarters

space DORMITORY 101

description Private sleeping rooms for staff;  bedrooms with one person per room.  The spaces 
should be informal and relaxed;  more residential than institutional in character.

min. ceiling height 8 feet

finishes Walls:  Provide a low-maintenance, durable finish;  paint.
Floor:  Provide durable commercial carpeting with rubber base.
Ceiling:  Provide gypsum board ceiling;  paint.

hvac 68 F minimum and 78 F maximum;  provide independent thermostat.

plumbing None required.

fire protection Provide fire protection and detection system.

power Provide outlets per code.

lighting Provide 30 ft. candles fluorescent energy efficient light fixtures.

communications CCTV:  Required.
CATV/Internal Video:  None required.
PA/Audio:  Provide an intercom and a speaker.
Telephone.  None required.
Data:  Provide a data outlet to support a computer.
Security:  Provide visual and audible alarm controlled from the communications control 
room.

casework Consider providing built-in combination lockers and closets.

furnishings Provide a bed, night stand, desk, and chair.
Provide a lockable closet for each shift [personal locker] for storage of physical fitness 
clothes and personal items.

notes Private bedrooms should be designed for relaxation and comfort as the firefighter's 
"home away from home."
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new main fire station program - space descriptions and needs

program category living quarters

space DORMITORY 102

description Private sleeping rooms for staff;  bedrooms with one person per room.  The spaces 
should be informal and relaxed;  more residential than institutional in character.

min. ceiling height 8 feet

finishes Walls:  Provide a low-maintenance, durable finish;  paint.
Floor:  Provide durable commercial carpeting with rubber base.
Ceiling:  Provide gypsum board ceiling;  paint.

hvac 68 F minimum and 78 F maximum;  provide independent thermostat.

plumbing None required.

fire protection Provide fire protection and detection system.

power Provide outlets per code.

lighting Provide 30 ft. candles fluorescent energy efficient light fixtures.

communications CCTV:  Required.
CATV/Internal Video:  None required.
PA/Audio:  Provide an intercom and a speaker.
Telephone.  None required.
Data:  Provide a data outlet to support a computer.
Security:  Provide visual and audible alarm controlled from the communications control 
room.

casework Consider providing built-in combination lockers and closets.

furnishings Provide a bed, night stand, desk, and chair.
Provide a lockable closet for each shift [personal locker] for storage of physical fitness 
clothes and personal items.

notes Private bedrooms should be designed for relaxation and comfort as the firefighter's 
"home away from home."
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new main fire station program - space descriptions and needs

program category living quarters

space DORMITORY 103

description Private sleeping rooms for staff;  bedrooms with one person per room.  The spaces 
should be informal and relaxed;  more residential than institutional in character.

min. ceiling height 8 feet

finishes Walls:  Provide a low-maintenance, durable finish;  paint.
Floor:  Provide durable commercial carpeting with rubber base.
Ceiling:  Provide gypsum board ceiling;  paint.

hvac 68 F minimum and 78 F maximum;  provide independent thermostat.

plumbing None required.

fire protection Provide fire protection and detection system.

power Provide outlets per code.

lighting Provide 30 ft. candles fluorescent energy efficient light fixtures.

communications CCTV:  Required.
CATV/Internal Video:  None required.
PA/Audio:  Provide an intercom and a speaker.
Telephone.  None required.
Data:  Provide a data outlet to support a computer.
Security:  Provide visual and audible alarm controlled from the communications control 
room.

casework Consider providing built-in combination lockers and closets.

furnishings Provide a bed, night stand, desk, and chair.
Provide a lockable closet for each shift [personal locker] for storage of physical fitness 
clothes and personal items.

notes Private bedrooms should be designed for relaxation and comfort as the firefighter's 
"home away from home."
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new main fire station program - space descriptions and needs

program category living quarters

space DORMITORY 104

description Private sleeping rooms for staff;  bedrooms with one person per room.  The spaces 
should be informal and relaxed;  more residential than institutional in character.

min. ceiling height 8 feet

finishes Walls:  Provide a low-maintenance, durable finish;  paint.
Floor:  Provide durable commercial carpeting with rubber base.
Ceiling:  Provide gypsum board ceiling;  paint.

hvac 68 F minimum and 78 F maximum;  provide independent thermostat.

plumbing None required.

fire protection Provide fire protection and detection system.

power Provide outlets per code.

lighting Provide 30 ft. candles fluorescent energy efficient light fixtures.

communications CCTV:  Required.
CATV/Internal Video:  None required.
PA/Audio:  Provide an intercom and a speaker.
Telephone.  None required.
Data:  Provide a data outlet to support a computer.
Security:  Provide visual and audible alarm controlled from the communications control 
room.

casework Consider providing built-in combination lockers and closets.

furnishings Provide a bed, night stand, desk, and chair.
Provide a lockable closet for each shift [personal locker] for storage of physical fitness 
clothes and personal items.

notes Private bedrooms should be designed for relaxation and comfort as the firefighter's 
"home away from home."
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new main fire station program - space descriptions and needs

program category living quarters

space DORMITORY 105

description Private sleeping rooms for staff;  bedrooms with one person per room.  The spaces 
should be informal and relaxed;  more residential than institutional in character.

min. ceiling height 8 feet

finishes Walls:  Provide a low-maintenance, durable finish;  paint.
Floor:  Provide durable commercial carpeting with rubber base.
Ceiling:  Provide gypsum board ceiling;  paint.

hvac 68 F minimum and 78 F maximum;  provide independent thermostat.

plumbing None required.

fire protection Provide fire protection and detection system.

power Provide outlets per code.

lighting Provide 30 ft. candles fluorescent energy efficient light fixtures.

communications CCTV:  Required.
CATV/Internal Video:  None required.
PA/Audio:  Provide an intercom and a speaker.
Telephone.  None required.
Data:  Provide a data outlet to support a computer.
Security:  Provide visual and audible alarm controlled from the communications control 
room.

casework Consider providing built-in combination lockers and closets.

furnishings Provide a bed, night stand, desk, and chair.
Provide a lockable closet for each shift [personal locker] for storage of physical fitness 
clothes and personal items.

notes Private bedrooms should be designed for relaxation and comfort as the firefighter's 
"home away from home."
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new main fire station program - space descriptions and needs

program category living quarters

space DORMITORY 106

description Private sleeping rooms for staff;  bedrooms with one person per room.  The spaces 
should be informal and relaxed;  more residential than institutional in character.

min. ceiling height 8 feet

finishes Walls:  Provide a low-maintenance, durable finish;  paint.
Floor:  Provide durable commercial carpeting with rubber base.
Ceiling:  Provide gypsum board ceiling;  paint.

hvac 68 F minimum and 78 F maximum;  provide independent thermostat.

plumbing None required.

fire protection Provide fire protection and detection system.

power Provide outlets per code.

lighting Provide 30 ft. candles fluorescent energy efficient light fixtures.

communications CCTV:  Required.
CATV/Internal Video:  None required.
PA/Audio:  Provide an intercom and a speaker.
Telephone.  None required.
Data:  Provide a data outlet to support a computer.
Security:  Provide visual and audible alarm controlled from the communications control 
room.

casework Consider providing built-in combination lockers and closets.

furnishings Provide a bed, night stand, desk, and chair.
Provide a lockable closet for each shift [personal locker] for storage of physical fitness 
clothes and personal items.

notes Private bedrooms should be designed for relaxation and comfort as the firefighter's 
"home away from home."
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new main fire station program - space descriptions and needs

program category living quarters

space DORMITORY 107

description Private sleeping rooms for staff;  bedrooms with one person per room.  The spaces 
should be informal and relaxed;  more residential than institutional in character.

min. ceiling height 8 feet

finishes Walls:  Provide a low-maintenance, durable finish;  paint.
Floor:  Provide durable commercial carpeting with rubber base.
Ceiling:  Provide gypsum board ceiling;  paint.

hvac 68 F minimum and 78 F maximum;  provide independent thermostat.

plumbing None required.

fire protection Provide fire protection and detection system.

power Provide outlets per code.

lighting Provide 30 ft. candles fluorescent energy efficient light fixtures.

communications CCTV:  Required.
CATV/Internal Video:  None required.
PA/Audio:  Provide an intercom and a speaker.
Telephone.  None required.
Data:  Provide a data outlet to support a computer.
Security:  Provide visual and audible alarm controlled from the communications control 
room.

casework Consider providing built-in combination lockers and closets.

furnishings Provide a bed, night stand, desk, and chair.
Provide a lockable closet for each shift [personal locker] for storage of physical fitness 
clothes and personal items.

notes Private bedrooms should be designed for relaxation and comfort as the firefighter's 
"home away from home."
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new main fire station program - space descriptions and needs

program category living quarters

space DORMITORY 108

description Private sleeping rooms for staff;  bedrooms with one person per room.  The spaces 
should be informal and relaxed;  more residential than institutional in character.

min. ceiling height 8 feet

finishes Walls:  Provide a low-maintenance, durable finish;  paint.
Floor:  Provide durable commercial carpeting with rubber base.
Ceiling:  Provide gypsum board ceiling;  paint.

hvac 68 F minimum and 78 F maximum;  provide independent thermostat.

plumbing None required.

fire protection Provide fire protection and detection system.

power Provide outlets per code.

lighting Provide 30 ft. candles fluorescent energy efficient light fixtures.

communications CCTV:  Required.
CATV/Internal Video:  None required.
PA/Audio:  Provide an intercom and a speaker.
Telephone.  None required.
Data:  Provide a data outlet to support a computer.
Security:  Provide visual and audible alarm controlled from the communications control 
room.

casework Consider providing built-in combination lockers and closets.

furnishings Provide a bed, night stand, desk, and chair.
Provide a lockable closet for each shift [personal locker] for storage of physical fitness 
clothes and personal items.

notes Private bedrooms should be designed for relaxation and comfort as the firefighter's 
"home away from home."
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new main fire station program - space descriptions and needs

program category living quarters

space DORMITORY 109

description Private sleeping rooms for staff;  bedrooms with one person per room.  The spaces 
should be informal and relaxed;  more residential than institutional in character.

min. ceiling height 8 feet

finishes Walls:  Provide a low-maintenance, durable finish;  paint.
Floor:  Provide durable commercial carpeting with rubber base.
Ceiling:  Provide gypsum board ceiling;  paint.

hvac 68 F minimum and 78 F maximum;  provide independent thermostat.

plumbing None required.

fire protection Provide fire protection and detection system.

power Provide outlets per code.

lighting Provide 30 ft. candles fluorescent energy efficient light fixtures.

communications CCTV:  Required.
CATV/Internal Video:  None required.
PA/Audio:  Provide an intercom and a speaker.
Telephone.  None required.
Data:  Provide a data outlet to support a computer.
Security:  Provide visual and audible alarm controlled from the communications control 
room.

casework Consider providing built-in combination lockers and closets.

furnishings Provide a bed, night stand, desk, and chair.
Provide a lockable closet for each shift [personal locker] for storage of physical fitness 
clothes and personal items.

notes Private bedrooms should be designed for relaxation and comfort as the firefighter's 
"home away from home."
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new main fire station program - space descriptions and needs

program category living quarters

space DORMITORY 110

description Private sleeping rooms for staff;  bedrooms with one person per room.  The spaces 
should be informal and relaxed;  more residential than institutional in character.

min. ceiling height 8 feet

finishes Walls:  Provide a low-maintenance, durable finish;  paint.
Floor:  Provide durable commercial carpeting with rubber base.
Ceiling:  Provide gypsum board ceiling;  paint.

hvac 68 F minimum and 78 F maximum;  provide independent thermostat.

plumbing None required.

fire protection Provide fire protection and detection system.

power Provide outlets per code.

lighting Provide 30 ft. candles fluorescent energy efficient light fixtures.

communications CCTV:  Required.
CATV/Internal Video:  None required.
PA/Audio:  Provide an intercom and a speaker.
Telephone.  None required.
Data:  Provide a data outlet to support a computer.
Security:  Provide visual and audible alarm controlled from the communications control 
room.

casework Consider providing built-in combination lockers and closets.

furnishings Provide a bed, night stand, desk, and chair.
Provide a lockable closet for each shift [personal locker] for storage of physical fitness 
clothes and personal items.

notes Private bedrooms should be designed for relaxation and comfort as the firefighter's 
"home away from home."
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new main fire station program - space descriptions and needs

program category living quarters

space DORMITORY 111

description Private sleeping rooms for staff;  bedrooms with one person per room.  The spaces 
should be informal and relaxed;  more residential than institutional in character.

min. ceiling height 8 feet

finishes Walls:  Provide a low-maintenance, durable finish;  paint.
Floor:  Provide durable commercial carpeting with rubber base.
Ceiling:  Provide gypsum board ceiling;  paint.

hvac 68 F minimum and 78 F maximum;  provide independent thermostat.

plumbing None required.

fire protection Provide fire protection and detection system.

power Provide outlets per code.

lighting Provide 30 ft. candles fluorescent energy efficient light fixtures.

communications CCTV:  Required.
CATV/Internal Video:  None required.
PA/Audio:  Provide an intercom and a speaker.
Telephone.  None required.
Data:  Provide a data outlet to support a computer.
Security:  Provide visual and audible alarm controlled from the communications control 
room.

casework Consider providing built-in combination lockers and closets.

furnishings Provide a bed, night stand, desk, and chair.
Provide a lockable closet for each shift [personal locker] for storage of physical fitness 
clothes and personal items.

notes Private bedrooms should be designed for relaxation and comfort as the firefighter's 
"home away from home."
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new main fire station program - space descriptions and needs

program category living quarters

space DORMITORY 112

description Private sleeping rooms for staff;  bedrooms with one person per room.  The spaces 
should be informal and relaxed;  more residential than institutional in character.

min. ceiling height 8 feet

finishes Walls:  Provide a low-maintenance, durable finish;  paint.
Floor:  Provide durable commercial carpeting with rubber base.
Ceiling:  Provide gypsum board ceiling;  paint.

hvac 68 F minimum and 78 F maximum;  provide independent thermostat.

plumbing None required.

fire protection Provide fire protection and detection system.

power Provide outlets per code.

lighting Provide 30 ft. candles fluorescent energy efficient light fixtures.

communications CCTV:  Required.
CATV/Internal Video:  None required.
PA/Audio:  Provide an intercom and a speaker.
Telephone.  None required.
Data:  Provide a data outlet to support a computer.
Security:  Provide visual and audible alarm controlled from the communications control 
room.

casework Consider providing built-in combination lockers and closets.

furnishings Provide a bed, night stand, desk, and chair.
Provide a lockable closet for each shift [personal locker] for storage of physical fitness 
clothes and personal items.

notes Private bedrooms should be designed for relaxation and comfort as the firefighter's 
"home away from home."
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new main fire station program - space descriptions and needs

program category mechanical and electrical

space ELECTRICAL ROOM

description Room for electrical distribution equipment.

min. ceiling height 8 feet [or  exposed structure].

finishes Walls:  Provide a low-maintenance, durable finish;  paint.
Floor:  Provide low-maintenance sheet or tile vinyl flooring material with rubber base.
Ceiling:  Provide gypsum board ceiling;  paint.

hvac

plumbing None required.

fire protection Provide fire protection and detection system.

power Provide outlets per code.

lighting Provide 30 ft. candles fluorescent energy efficient light fixtures.

communications CCTV:  None required.
CATV/Internal Video:  None required.
PA/Audio:  Provide a speaker.
Telephone.  None required.
Data:  None required.
Security:  None required.

casework None required.

furnishings None required.

notes
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new main fire station program - space descriptions and needs

program category apparatus room support

space EMT STORAGE

description Storage for medical supplies.

min. ceiling height 8 feet

finishes Interior Walls:  Concrete masonry units [CMU]. Provide epoxy paints on all wall 
surfaces.
Floor:  Provide a sealed concrete surface. A non-skid, low-maintenance traffic coating 
may also be acceptable. Slope floor to trench drains.
Ceiling:  A ceiling not required;  finish exposed structure.

hvac

plumbing

fire protection Provide fire protection and detection system.

power Provide outlets per code. Locate all outlets at 36 inches above finished floor.

lighting Provide 50 ft. candles fluorescent energy efficient light fixtures.

communications CCTV:  None required.
CATV/Internal Video:  None required.
PA/Audio:  Provide a speaker.
Telephone.  None required.
Data:  None required.
Security:  None required.

casework None required.

furnishings

notes
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new main fire station program - space descriptions and needs

program category recreation and dining

space FITNESS ROOM

description The fitness room promotes health and physical fitness of fire department personnel. 
The fitness room should accommodate the latest in fitness machines, as well as more 
traditional equipment.

min. ceiling height 9 feet

finishes Walls:  Provide a low-maintenance, durable finish;  paint.  Provide full height mirror 
with chair/exercise rail on one wall.
Floor:  Provide indoor resilient multipurpose surfacing;  Taraflex Sport M Plus as 
manufactured by Gerflor or equal.
Ceiling:  Provide ACT ceiling.

hvac 68 F minimum and 78 F maximum;  provide independent thermostat.

plumbing None required.

fire protection Provide fire protection and detection system.

power Provide outlets per code and as required by equipment.
Provide wall or floor outlets to accommodate fitness machines such as treadmills, 
bikes, and stair-step machines.  Provide 208V or 220V power for fitness equipment.

lighting Provide 30 ft. candles fluorescent energy efficient light fixtures.

communications CCTV:  None required.
CATV/Internal Video:  Provide two outlets for wall-mounted televisions.
PA/Audio:  Provide speakers and horns with visual element.
Telephone:  Provide one line with internal two-way communication.
Data:  None required.
Security:  None required.

casework None required.

furnishings Provide fitness machines;  treadmill, stationary bicycle, elliptical machine, weights, and 
mats.
Provide two [2] wall-mounted televisions.

notes None
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new main fire station program - space descriptions and needs

program category apparatus room support

space GENERAL SUPPLY

description General storage.

min. ceiling height Not applicable;  exposed structure.

finishes Interior Walls:  Concrete masonry units [CMU]. Provide epoxy paints on all wall 
surfaces.
Floor:  Provide a sealed concrete surface. A non-skid, low-maintenance traffic coating 
may also be acceptable. Slope floor to trench drains.
Ceiling:  A ceiling not required;  finish exposed structure.

hvac

plumbing None required.

fire protection Provide fire protection and detection system.

power Provide outlets per code. Locate all outlets at 36 inches above finished floor.

lighting Provide 50 ft. candles fluorescent energy efficient light fixtures.

communications CCTV:  None required.
CATV/Internal Video:  None required.
PA/Audio:  Provide a speaker.
Telephone.  None required.
Data:  None required.
Security:  None required.

casework None required.

furnishings Provide modular steel shelving.

notes
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new main fire station program - space descriptions and needs

program category apparatus room support

space HOSE STORAGE AND DRYING

description This area provides for drying and storage of hoses. Hoses are rolled and stored on 
fixed or mobile storage racks.

min. ceiling height 8 feet minimum

finishes Interior Walls:  Concrete masonry units (CMU). Provide epoxy paints on all wall 
surfaces.
Floor:  Provide a sealed concrete surface. A non-skid, low-maintenance traffic coating 
may also be acceptable. Slope floor to trench drains.
Ceiling:  Ceiling not required;  finish exposed structure.  None of the ceiling 
components can be located below minimum ceiling height.

hvac Provide independent exhaust fan.

plumbing Provide a hose bib and a floor drain.  Provide cold water, and a sanitary drain.

fire protection Provide fire protection and detection system.

power Provide outlets per code. Locate all outlets at 36 inches above finished floor.

lighting Provide 50 ft. candles fluorescent energy efficient light fixtures.

communications CCTV:  None required.
CATV/Internal Video:  None required.
PA/Audio:  Provide speakers and horns with visual element.
Telephone:  None required.
Data:  None required.
Security:  None required.

casework None required.

furnishings Provide movable racks for roll-up hose storage.
Provide hose drying oven.

notes
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new main fire station program - space descriptions and needs

program category mechanical and electrical

space HOT WATER HEATER ROOM

description Mechanical equipment space.

min. ceiling height 8 feet [or exposed structure].

finishes Walls:  Provide a low-maintenance, durable finish;  paint.
Floor:  Provide low-maintenance sheet or tile vinyl flooring material with rubber base.
Ceiling:  Provide gypsum board ceiling;  paint.

hvac

plumbing

fire protection Provide fire protection and detection system.

power Provide outlets per code and as required by equipment.

lighting Provide 30 ft. candles fluorescent energy efficient light fixtures.

communications CCTV:  None required.
CATV/Internal Video:  None required.
PA/Audio:  None required.
Telephone.  None required.
Data:  None required.
Security:  None required.

casework None required.

furnishings

notes
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new main fire station program - space descriptions and needs

program category living quarters

space HOUSEKEEPING

description Private sleeping rooms for staff;  bedrooms with one person per room.  The spaces 
should be informal and relaxed;  more residential than institutional in character.

min. ceiling height 8 feet

finishes Walls:  Provide a low-maintenance, durable finish;  paint.
Floor:  Provide low-maintenance sheet or tile vinyl flooring material with rubber base.
Ceiling:  Provide gypsum board ceiling;  paint.

hvac 68 F minimum and 78 F maximum;  provide independent thermostat.

plumbing None required.

fire protection Provide fire protection and detection system.

power Provide outlets per code.

lighting Provide 30 ft. candles fluorescent energy efficient light fixtures.

communications CCTV:  None required.
CATV/Internal Video:  None required.
PA/Audio:  Provide a speaker.
Telephone.  None required.
Data:  None required.
Security:  None required.

casework Provide shelving storage.

furnishings Provide open steel shelving for linens, towels, and supplies.

notes
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new main fire station program - space descriptions and needs

program category communications center

space IT EQUIPMENT ROOM

description Space for information technology and communications equipment.

min. ceiling height 8 feet [or exposed structure].

finishes Walls:  Provide a low-maintenance, durable finish;  paint.
Floor:  Provide low-maintenance sheet or tile vinyl flooring material with rubber base.
Ceiling:  Provide gypsum board ceiling;  paint.

hvac Provide independent HVAC system sized to provide cooling for 200% of BTU load.

plumbing None required.

fire protection Provide fire protection and detection system.

power Provide outlets per code and as required by equipment loads.

lighting Provide 50 ft. candles fluorescent energy efficient light fixtures.

communications CCTV:  
CATV/Internal Video:  
PA/Audio:  Provide a speaker.
Telephone.  
Data:  
Security:

casework None required.

furnishings Racks for computer equipment, computer related equipment,  A/V equipment, 
communications equipment, telephone equipment, and security equipment.

notes
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new main fire station program - space descriptions and needs

program category administration

space JANITOR'S CLOSET 1

description Storage for janitorial supplies.

min. ceiling height 8 feet

finishes Walls:  Provide a low-maintenance, durable finish;  paint.
Floor:  Provide low-maintenance sheet or tile vinyl flooring material with rubber base.
Ceiling:  Provide gypsum board ceiling;  paint.

hvac Ventilation as required.

plumbing Provide foot-operated mop sink with mop hanging rack, and a floor drain.  Provide hot 
and cold water, and a sanitary drain.

fire protection Provide fire protection and detection system.

power Provide outlets per code.

lighting Provide 50 ft. candles fluorescent energy efficient light fixtures.

communications CCTV:  None required.
CATV/Internal Video:  None required.
PA/Audio:  None required.
Telephone.  None required.
Data:  None required.
Security:  None required.

casework None required.

furnishings Provide storage shelving;  consider providing modular units.

notes
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new main fire station program - space descriptions and needs

program category recreation and dining

space JANITOR'S CLOSET 2

description Storage for janitorial supplies.

min. ceiling height 8 feet

finishes Walls:  Provide a low-maintenance, durable finish;  paint.
Floor:  Provide low-maintenance sheet or tile vinyl flooring material with rubber base.
Ceiling:  Provide gypsum board ceiling;  paint.

hvac Ventilation as required.

plumbing Provide foot-operated mop sink with mop hanging rack, and a floor drain.  Provide hot 
and cold water, and a sanitary drain.

fire protection Provide fire protection and detection system.

power Provide outlets per code.

lighting Provide 30 ft. candles fluorescent energy efficient light fixtures.

communications CCTV:  None required.
CATV/Internal Video:  None required.
PA/Audio:  None required.
Telephone.  None required.
Data:  None required.
Security:  None required.

casework None required.

furnishings Provide storage shelving;  consider providing modular units.

notes
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new main fire station program - space descriptions and needs

program category apparatus room support

space JANITOR'S CLOSET 3

description Storage for janitorial supplies.

min. ceiling height 8 feet

finishes Interior Walls:  Concrete masonry units [CMU]. Provide epoxy paints on all wall 
surfaces.
Floor:  Provide a sealed concrete surface. A non-skid, low-maintenance traffic coating 
may also be acceptable. Slope floor to trench drains.
Ceiling:  A ceiling not required;  finish exposed structure.

hvac

plumbing Provide foot-operated mop sink with mop hanging rack, and a floor drain.  Provide hot 
and cold water, and a sanitary drain.

fire protection Provide fire protection and detection system.

power Provide outlets per code.

lighting Provide 50 ft. candles fluorescent energy efficient light fixtures.

communications CCTV:  None required.
CATV/Internal Video:  None required.
PA/Audio:  None required.
Telephone.  None required.
Data:  None required.
Security:  None required.

casework None required.

furnishings Provide storage shelving;  consider providing modular units.

notes
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new main fire station program - space descriptions and needs

program category recreation and dining

space KITCHEN AND SERVERY

description Area equipped with light commercial equipment for use in preparing and serving 
meals, and for fire-fighting personnel for snacking.

min. ceiling height 8 feet

finishes Walls:  Provide full height ceramic tile.
Floor:  Provide quarry tile.
Ceiling:  Provide gypsum board ceiling;  epoxy paint.

hvac 68 F minimum and 78 F maximum;  provide independent exhaust fan.

plumbing Provide kitchen sinks, floor drains, and connections to appliances requiring hot or cold 
water or both.
Provide hat and cold water, and a sanitary drain to all fixtures and as required by 
appliances.

fire protection Provide fire protection and detection system.

power Provide outlets per code and as required by equipment.

lighting Provide 50 ft. candles fluorescent energy efficient light fixtures.

communications CCTV:  None required.
CATV/Internal Video:  None required.
PA/Audio:  Provide a speaker.
Telephone.  Provide one [1] line.
Data:  None required.
Security:  None required.

casework Provide under counter and above counter cabinets;  plastic laminate finish all surfaces.
Provide solid surfacing countertops.

furnishings Provide heavy duty commercial grade appliances;  6 burner stove with two [2] ovens, 
two [2] refrigerators, two freezers, commercial dishwasher, microwave oven built into 
the above counter cabinets, and coffee/hot water service appliance.

notes
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new main fire station program - space descriptions and needs

program category living quarters

space LAUNDRY ROOM

description This laundry room is used for washing staff’s personal linens and clothing.

min. ceiling height 8 feet

finishes Walls:  Provide a low-maintenance, durable finish;  paint.
Floor:  Provide low-maintenance sheet or tile vinyl flooring material with rubber base.
Ceiling:  Provide gypsum board ceiling;  paint.

hvac 68 F minimum and 78 F maximum;  provide independent exhaust fan.

plumbing Provide hot and cold water supply, and an open end drain to each washer.
Provide exhaust ducts for dryers.
Provide a floor drain.
Provide a deep laundry sink.

fire protection Provide fire protection and detection system.

power Provide outlets per code and as required by equipment.
Provide an additional outlet at the folding table.

lighting Provide 30 ft. candles fluorescent energy efficient light fixtures.

communications CCTV:  None required.
CATV/Internal Video:  None required.
PA/Audio:  Provide a speaker.
Telephone:  None required.
Data:  None required.
Security:  None required.

casework None required.

furnishings Provide at least two [2] heavy-duty top loading washers and three [3] front loading 
dryers.
Provide a folding table and drying rack.

notes
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new main fire station program - space descriptions and needs

program category apparatus room support

space MAINTENANCE ROOM

description Small shop area for routine apparatus maintenance.

min. ceiling height Not applicable;  exposed structure.

finishes Interior Walls:  Concrete masonry units [CMU]. Provide epoxy paints on all wall 
surfaces.
Floor:  Provide a sealed concrete surface. A non-skid, low-maintenance traffic coating 
may also be acceptable. Slope floor to trench drains.
Ceiling:  A ceiling not required;  finish exposed structure.

hvac

plumbing

fire protection Provide fire protection and detection system.

power Provide outlets per code. Locate all outlets at 36 inches above finished floor.

lighting Provide 50 ft. candles fluorescent energy efficient light fixtures.

communications CCTV:  None required.
CATV/Internal Video:  None required.
PA/Audio:  Provide a speaker.
Telephone.  None required.
Data:  None required.
Security:  None required.

casework None required.

furnishings Provide heavy-duty open steel shelving for storage of supplies.

notes
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new main fire station program - space descriptions and needs

program category mechanical and electrical

space MECHANICAL ROOM 1

description Mechanical equipment room.

min. ceiling height 8 feet [or exposed structure].

finishes Walls:  Provide a low-maintenance, durable finish;  paint.
Floor:  Provide low-maintenance sheet or tile vinyl flooring material with rubber base.
Ceiling:  Provide gypsum board ceiling;  paint.

hvac

plumbing

fire protection Provide fire protection and detection system.

power Provide outlets per code and as required by equipment.

lighting Provide 30 ft. candles fluorescent energy efficient light fixtures.

communications CCTV:  None required.
CATV/Internal Video:  None required.
PA/Audio:  Provide a speaker.
Telephone.  None required.
Data:  None required.
Security:  None required.

casework None required.

furnishings None required.

notes
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new main fire station program - space descriptions and needs

program category living quarters

space MECHANICAL ROOM 2

description Mechanical equipment room.

min. ceiling height 8 feet [or exposed structure].

finishes Walls:  Provide a low-maintenance, durable finish;  paint.
Floor:  Provide low-maintenance sheet or tile vinyl flooring material with rubber base.
Ceiling:  Provide gypsum board ceiling;  paint.

hvac

plumbing

fire protection Provide fire protection and detection system.

power Provide outlets per code and as required by equipment

lighting Provide 30 ft. candles fluorescent energy efficient light fixtures.

communications CCTV:  None required.
CATV/Internal Video:  None required.
PA/Audio:  Provide a speaker.
Telephone.  None required.
Data:  None required.
Security:  None required.

casework None required.

furnishings None required.

notes
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new main fire station program - space descriptions and needs

program category apparatus room support

space MEDICAL SUPPLY STORAGE

description Storage area for medical supplies.

min. ceiling height 8 feet

finishes Interior Walls:  Concrete masonry units [CMU]. Provide epoxy paints on all wall 
surfaces.
Floor:  Provide a sealed concrete surface. A non-skid, low-maintenance traffic coating 
may also be acceptable. Slope floor to trench drains.
Ceiling:  A ceiling not required;  finish exposed structure.

hvac

plumbing

fire protection Provide fire protection and detection system.

power Provide outlets per code. Locate all outlets at 36 inches above finished floor.

lighting Provide 50 ft. candles fluorescent energy efficient light fixtures.

communications CCTV:  None required.
CATV/Internal Video:  None required.
PA/Audio:  Provide a speaker.
Telephone.  None required.
Data:  None required.
Security:  None required.

casework None required.

furnishings Provide open steel shelving for gowns, gloves, and other emergency medical supplies.

notes
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new main fire station program - space descriptions and needs

program category recreation and dining

space MEN'S LOCKER ROOM

description Storage space for personnel gear related to the fitness program.

min. ceiling height 8 feet

finishes Walls:  Provide a low-maintenance, durable finish;  paint.
Floor:  Provide low-maintenance sheet or tile vinyl flooring material with rubber base.
Ceiling:  Provide ACT ceiling.

hvac 68 F minimum and 78 F maximum;  provide independent exhaust fan.

plumbing None required.

fire protection Provide fire protection and detection system.

power Provide outlets per code;  GFI.

lighting Provide 50 ft. candles fluorescent energy efficient light fixtures.

communications CCTV:  None required.
CATV/Internal Video:  None required.
PA/Audio:  Provide a speaker.
Telephone.  None required.
Data:  None required.
Security:  None required.

casework None required.

furnishings Provide ventilated lockers, and benches.

notes
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new main fire station program - space descriptions and needs

program category recreation and dining

space MEN'S RESTROOM AND SHOWER

description Toilet and shower facilities related to the fitness program.

min. ceiling height 8 feet

finishes Walls:  Provide full-height ceramic tile.
Floor:  Provide ceramic tile.
Ceiling:  Provide gypsum board ceiling;  paint.

hvac 68 F minimum and 78 F maximum;  provide independent exhaust fan.

plumbing Provide two [2] lavatories in countertop, one [1] urinal, two [2] water closets, two [2] 
showers, and floor drains.
Provide hat and cold water, and a sanitary drain to all fixtures.

fire protection Provide fire protection and detection system.

power Provide outlets per code;  GFI.

lighting Provide 30 ft. candles fluorescent energy efficient light fixtures.

communications CCTV:  None required.
CATV/Internal Video:  None required.
PA/Audio:  Provide a speaker.
Telephone.  None required.
Data:  None required.
Security:  None required.

casework None required.

furnishings Provide solid phenolic core material with finish melamine surfaces toilet and urinal 
partitions.
Provide toilet room accessories;  grab bars, towel bars, soap dispensers, paper towel 
dispensers, toilet tissue dispensers, mirrors, clothing/robe hooks, and waste disposal 
units.

notes
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new main fire station program - space descriptions and needs

program category recreation and dining

space PANTRY

description Area for storage of food.

min. ceiling height 8 feet

finishes Walls:  Provide a low-maintenance, durable finish;  paint.
Floor:  Provide low-maintenance sheet or tile vinyl flooring material with rubber base.
Ceiling:  Provide gypsum board ceiling;  paint.

hvac 68 F minimum and 78 F maximum;  provide independent thermostat.

plumbing None required.

fire protection Provide fire protection and detection system.

power Provide outlets per code.

lighting Provide 30 ft. candles fluorescent energy efficient light fixtures.

communications CCTV:  None required.
CATV/Internal Video:  None required.
PA/Audio:  None required.
Telephone.  None required.
Data:  None required.
Security:  None required.

casework None required.

furnishings Provide heavy duty steel shelving.
Provide a refrigerator/freezer for storage of perishable food.

notes
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new main fire station program - space descriptions and needs

program category apparatus room support

space PERSONNEL PROTECTIVE GEAR LAUNDRY

description Space for PPG cleaning and maintenance.

min. ceiling height 8 feet

finishes Interior Walls:  Concrete masonry units [CMU]. Provide epoxy paints on all wall 
surfaces.
Floor:  Provide a sealed concrete surface. A non-skid, low-maintenance traffic coating 
may also be acceptable. Slope floor to trench drains.
Ceiling:  A ceiling not required;  finish exposed structure.

hvac Provide independent exhaust fan.  Room requires negative air pressure for gases 
emitted while protective clothing is stored.

plumbing Provide hot and cold water supply, and sanitary drain for fixtures, and an open end 
drain to each washer.
Provide exhaust ducts for dryers.
Provide a floor drain.
Provide a deep service sink.
Provide an oil/water separator for wastewater from washers, sinks, and floor drains.
Provide spray nozzle at service sink to wash down rubber suits.

fire protection Provide fire protection and detection system.

power Provide outlets per code. Locate all outlets at 36 inches above finished floor.

lighting Provide 30 ft. candles fluorescent energy efficient light fixtures.

communications CCTV:  None required.
CATV/Internal Video:  None required.
PA/Audio:  Provide a speaker.
Telephone:  None required.
Data:  None required.
Security:  None required.

casework None required

furnishings Provide at least two [2] heavy -duty top loading washers and two [2] front loading 
dryers.
Provide a stainless steel work table to test hazardous material suits for leaks.
Provide a compartmental stainless steel sink and a drip dry rack.

notes Provide access to apparatus room or exterior entrance to protective clothing laundry, 
so contaminated garments are not brought into the fire station.
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new main fire station program - space descriptions and needs

program category apparatus room support

space PERSONNEL PROTECTIVE GEAR STORAGE/LOCKERS

description Provides storage for the firefighters’ protective gear.  A well-ventilated locker is 
assigned to each member of the firefighting crew.  The area is kept under constant 
negative pressure to evacuate gaseous emissions from stored gear.

min. ceiling height 8 feet

finishes Interior Walls:  Concrete masonry units (CMU). Provide epoxy paints on all wall 
surfaces.
Floor:  Provide a sealed concrete surface sloped to the floor drains. A non-skid, low-
maintenance traffic coating may also be acceptable. Slope floor to floor drains.
Ceiling:  Provide gypsum board ceiling.  Provide epoxy paints on all ceiling surfaces.

hvac 68 F minimum and 78 F maximum;  provide independent exhaust fan.  This room 
should be negatively pressurized with dedicated exhaust vented to the outside 
[requires negative pressure in room for gases emitted while protective clothing is 
stored].

plumbing Provide a hose bib and a floor drain.

fire protection Provide fire protection and detection system.

power Provide outlets per code. Locate all outlets at 36 inches above finished floor.

lighting Provide 50 ft. candles fluorescent energy efficient light fixtures.

communications CCTV:  None required.
CATV/Internal Video:  None required.
PA/Audio:  Provide speakers and horns with visual element.
Telephone:  Provide one line with internal two-way communication.
Data:  None required.
Security:  None required.

casework None required.

furnishings Provide open 24 inch by 24 inch, 6 feet high wire mesh metal lockers that includes 
shelves and clothes hook.  Locker layout should permit free air circulation  round and 
throughout clothing.  Provide benches in front of lockers.

notes Sufficient floor area in front of each locker is required for easy access during 
emergencies.
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new main fire station program - space descriptions and needs

program category administration

space PUBLIC RESTROOM

description The private restroom includes a water closet, and a lavatory for use by visitors to the 
fire station.

min. ceiling height 8 feet

finishes Walls:  Provide full-height ceramic tile.
Floor:  Provide ceramic tile.
Ceiling:  Provide gypsum board ceiling;  paint.

hvac 68 F minimum and 78 F maximum;  provide independent exhaust fan.

plumbing Provide one [1] lavatory, one [1] water closet, and one [1] floor drain;  all fixtures to be 
handicapped accessible.
Provide hot and cold water, and a sanitary drain to all fixtures.

fire protection Provide fire protection and detection system.

power Provide outlets per code.

lighting Provide 30 ft. candles fluorescent energy efficient light fixtures.

communications CCTV:  None required.
CATV/Internal Video:  None required.
PA/Audio:  None required.
Telephone.  None required.
Data:  None required.
Security:  None required.

casework None required.

furnishings Provide ADA/CCR Title 24 compliant toilet room accessories.

notes None

sf 50

Page 59 of 77city of soledad facilities master plan, appendix A - part II

April 13, 2010



new main fire station program - space descriptions and needs

program category administration

space RECEPTION COUNTER/DESK

description Staff workstation for interfacing with visitors.

min. ceiling height 8 feet

finishes Walls:  Provide a low-maintenance, durable finish;  paint.
Floor:  Provide low-maintenance sheet or tile vinyl flooring material with rubber base.
Ceiling:  Provide gypsum board ceiling;  paint.

hvac 68 F minimum and 78 F maximum;  provide independent thermostat.

plumbing None required.

fire protection Provide fire protection and detection system.

power Provide outlets per code.

lighting Provide 50 ft. candles fluorescent energy efficient light fixtures;  provide accent lighting 
at counter.

communications CCTV:  None required.
CATV/Internal Video:  None required.
PA/Audio:  Provide a speaker.
Telephone.  Provide two [2] lines with internal two-way communication.
Data:  Provide data outlets to support required equipment.
Security:  None required.

casework None required.

furnishings Provide for an administrative/receptionist workstation.

notes

sf 100

Page 60 of 77city of soledad facilities master plan, appendix A - part II

April 13, 2010



new main fire station program - space descriptions and needs

program category administration

space RECEPTION LOBBY

description It serves as the entrance to the facility and gathering/waiting space for the visiting 
public.

min. ceiling height 8 feet

finishes Walls:  Provide a low-maintenance, durable finish;  paint.
Floor:  Provide low-maintenance sheet or tile vinyl flooring material with rubber base;  
as an alternate provide stone or quarry tile with stone or tile base.
Ceiling:  Provide ACT ceiling.

hvac 68 F minimum and 78 F maximum;  provide independent thermostat.

plumbing Provide a drinking fountain.  Provide cold water, and a sanitary drain.

fire protection Provide fire protection and detection system.

power Provide outlets per code.

lighting Provide 50 ft. candles fluorescent energy efficient light fixtures;  provide accent lighting 
fixtures for display cabinets.

communications CCTV:  None required.
CATV/Internal Video:  None required.
PA/Audio:  Provide a speaker.
Telephone.  Provide a private pay phone for personal calls.
Data:  None required.
Security:  Provide a TV camera for surveillance of the entrance reception lobby from 
the communications control room.

casework A built-in display cabinet should be considered;  consider providing a built-in lighted 
trophy display case with lockable glass doors.

furnishings Provide recessed entrance matt at entry, comfortable seating with side tables,
a magazine rack, and tack board.

notes Provide signage.
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new main fire station program - space descriptions and needs

program category recreation and dining

space RECREATION ROOM

description Area for television viewing, and game playing.

min. ceiling height

finishes Walls:  Provide a low-maintenance, durable finish;  paint.
Floor:  Provide low-maintenance sheet or tile vinyl flooring material with rubber base.
Ceiling:  Provide ACT ceiling.

hvac 68 F minimum and 78 F maximum;  provide independent thermostat.

plumbing None required.

fire protection Provide fire protection and detection system.

power Provide outlets per code.

lighting Provide 30 ft. candles fluorescent energy efficient light fixtures.

communications CCTV:  Required.
CATV/Internal Video:  None required.
PA/Audio:  Provide a speaker.
Telephone.  None required.
Data:  None required.
Security:  None required.

casework None required.

furnishings Furnish with durable and comfortable seating areas;  provide end tables for magazines
and drinks.
Provide for wide-screen color television.

notes Provide library bookshelves, computer work station, chairs, work surfaces, and 
combination TV/DVD player.
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new main fire station program - space descriptions and needs

program category administration

space RESTROOM 1

description Restroom for staff.

min. ceiling height 8 feet

finishes Walls:  Provide ceramic tile.
Floor:  Provide ceramic tile.
Ceiling:  Provide gypsum board ceiling;  paint.

hvac 68 F minimum and 78 F maximum;  provide independent exhaust fan.

plumbing Provide one [1] lavatory, one [1] water closet, and one [1] floor drain;  all fixtures to be 
handicapped accessible.
Provide hat and cold water, and a sanitary drain to all fixtures.

fire protection Provide fire protection and detection system.

power Provide outlets per code.

lighting Provide 50 ft. candles fluorescent energy efficient light fixtures.

communications CCTV:  None required.
CATV/Internal Video:  None required.
PA/Audio:  Provide a speaker.
Telephone.  None required.
Data:  None required.
Security:  None required.

casework None required.

furnishings

notes
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new main fire station program - space descriptions and needs

program category administration

space RESTROOM 2

description Restroom for staff.

min. ceiling height 8 feet

finishes Walls:  Provide ceramic tile.
Floor:  Provide ceramic tile.
Ceiling:  Provide gypsum board ceiling;  paint.

hvac 68 F minimum and 78 F maximum;  provide independent exhaust fan.

plumbing Provide one [1] lavatory, one [1] water closet, and one [1] floor drain;  all fixtures to be 
handicapped accessible.
Provide hat and cold water, and a sanitary drain to all fixtures.

fire protection Provide fire protection and detection system.

power Provide outlets per code.

lighting Provide 50 ft. candles fluorescent energy efficient light fixtures.

communications CCTV:  None required.
CATV/Internal Video:  None required.
PA/Audio:  Provide a speaker.
Telephone.  None required.
Data:  None required.
Security:  None required.

casework None required.

furnishings

notes
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new main fire station program - space descriptions and needs

program category apparatus room support

space RESTROOM 3

description Restroom for firefighters.

min. ceiling height 8 feet

finishes Walls:  Provide ceramic tile.
Floor:  Provide ceramic tile.
Ceiling:  Provide gypsum board ceiling;  paint.

hvac 68 F minimum and 78 F maximum;  provide independent exhaust fan.

plumbing Provide one [1] lavatory, one [1] water closet, and one [1] floor drain;  all fixtures to be 
handicapped accessible.
Provide hat and cold water, and a sanitary drain to all fixtures.

fire protection Provide fire protection and detection system.

power Provide outlets per code.

lighting Provide 50 ft. candles fluorescent energy efficient light fixtures.

communications CCTV:  None required.
CATV/Internal Video:  None required.
PA/Audio:  Provide a speaker.
Telephone.  None required.
Data:  None required.
Security:  None required.

casework None required.

furnishings

notes
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new main fire station program - space descriptions and needs

program category apparatus room support

space RESTROOM 4

description Restroom for firefighters.

min. ceiling height 8 feet

finishes Walls:  Provide ceramic tile.
Floor:  Provide ceramic tile.
Ceiling:  Provide gypsum board ceiling;  paint.

hvac 68 F minimum and 78 F maximum;  provide independent exhaust fan.

plumbing Provide one [1] lavatory, one [1] water closet, and one [1] floor drain;  all fixtures to be 
handicapped accessible.
Provide hat and cold water, and a sanitary drain to all fixtures.

fire protection Provide fire protection and detection system.

power Provide outlets per code.

lighting Provide 50 ft. candles fluorescent energy efficient light fixtures.

communications CCTV:  None required.
CATV/Internal Video:  None required.
PA/Audio:  Provide a speaker.
Telephone.  None required.
Data:  None required.
Security:  None required.

casework None required.

furnishings

notes
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new main fire station program - space descriptions and needs

program category living quarters

space RESTROOM AND SHOWER 1

description Bathroom for firefighters.

min. ceiling height 8 feet

finishes Walls:  Provide full-height ceramic tile.
Floor:  Provide ceramic tile.
Ceiling:  Provide gypsum board ceiling;  paint.

hvac 68 F minimum and 78 F maximum;  provide independent exhaust fan.

plumbing Provide one [1] lavatory in countertop, one [1] water closet, one [1] shower, and one 
[1] floor drain.
Provide hat and cold water, and a sanitary drain to all fixtures.

fire protection Provide fire protection and detection system.

power Provide outlets per code.

lighting Provide 30 ft. candles fluorescent energy efficient light fixtures.

communications CCTV:  None required.
CATV/Internal Video:  None required.
PA/Audio:  Provide a speaker.
Telephone.  None required.
Data:  None required.
Security:  None required.

casework At the lavatory consider providing a piece of casework with a solid surfacing 
countertop with recessed lavatory, and storage under the countertop.

furnishings Provide residential toilet accessories;  mirror at sink, towel bar, and toilet paper 
dispenser.

notes
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new main fire station program - space descriptions and needs

program category living quarters

space RESTROOM AND SHOWER 2

description Bathroom for firefighters.

min. ceiling height 8 feet

finishes Walls:  Provide full-height ceramic tile.
Floor:  Provide ceramic tile.
Ceiling:  Provide gypsum board ceiling;  paint.

hvac 68 F minimum and 78 F maximum;  provide independent exhaust fan.

plumbing Provide one [1] lavatory in countertop, one [1] water closet, one [1] shower, and one 
[1] floor drain.
Provide hat and cold water, and a sanitary drain to all fixtures.

fire protection Provide fire protection and detection system.

power Provide outlets per code.

lighting Provide 50 ft. candles fluorescent energy efficient light fixtures.

communications CCTV:  None required.
CATV/Internal Video:  None required.
PA/Audio:  Provide a speaker.
Telephone.  None required.
Data:  None required.
Security:  None required.

casework At the lavatory consider providing a piece of casework with a solid surfacing 
countertop with recessed lavatory, and storage under the countertop.

furnishings Provide residential toilet accessories;  mirror at sink, towel bar, and toilet paper 
dispenser.

notes

sf 50

Page 68 of 77city of soledad facilities master plan, appendix A - part II

April 13, 2010



new main fire station program - space descriptions and needs

program category living quarters

space RESTROOM AND SHOWER 3

description Bathroom for firefighters.

min. ceiling height 8 feet

finishes Walls:  Provide full-height ceramic tile.
Floor:  Provide ceramic tile.
Ceiling:  Provide gypsum board ceiling;  paint.

hvac 68 F minimum and 78 F maximum;  provide independent exhaust fan.

plumbing Provide one [1] lavatory in countertop, one [1] water closet, one [1] shower, and one 
[1] floor drain.
Provide hat and cold water, and a sanitary drain to all fixtures.

fire protection Provide fire protection and detection system.

power Provide outlets per code.

lighting Provide 50 ft. candles fluorescent energy efficient light fixtures.

communications CCTV:  None required.
CATV/Internal Video:  None required.
PA/Audio:  Provide a speaker.
Telephone.  None required.
Data:  None required.
Security:  None required.

casework At the lavatory consider providing a piece of casework with a solid surfacing 
countertop with recessed lavatory, and storage under the countertop.

furnishings Provide residential toilet accessories;  mirror at sink, towel bar, and toilet paper 
dispenser.

notes
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new main fire station program - space descriptions and needs

program category living quarters

space RESTROOM AND SHOWER HANDICAPPED ACCESSIBLE

description Bathroom for firefighters;  handicapped accessible.

min. ceiling height 8 feet

finishes Walls:  Provide full-height ceramic tile.
Floor:  Provide ceramic tile.
Ceiling:  Provide gypsum board ceiling;  paint.

hvac 68 F minimum and 78 F maximum;  provide independent exhaust fan.

plumbing Provide one [1] lavatory in countertop, one [1] water closet, one [1] shower, and one 
[1] floor drain;  all fixtures to be handicapped accessible.
Provide hat and cold water, and a sanitary drain to all fixtures.

fire protection Provide fire protection and detection system.

power Provide outlets per code.

lighting Provide 30 ft. candles fluorescent energy efficient light fixtures.

communications CCTV:  None required.
CATV/Internal Video:  None required.
PA/Audio:  Provide a speaker.
Telephone.  None required.
Data:  None required.
Security:  None required.

casework

furnishings Provide residential toilet accessories;  grab bars, mirror at sink, towel bar, and toilet 
paper dispenser.

notes
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new main fire station program - space descriptions and needs

program category apparatus room support

space SCBA MAINTENANCE ROOM

description The Self-Contained Breathing Apparatus (SCBA) Maintenance Room is used for the 
maintenance and minor repair of the SCBA equipment.

min. ceiling height 8 feet

finishes Interior Walls:  Concrete masonry units (CMU). Provide epoxy paints on all wall 
surfaces.
Floor:  Provide a sealed concrete surface. A non-skid, low-maintenance traffic coating 
may also be acceptable. 
Ceiling:  Ceiling not required;  finish exposed structure.

hvac 68 F minimum and 78 F maximum.
Provide positive pressure ventilation to prevent contamination.

plumbing Compressed air only.

fire protection Provide fire protection and detection system.

power Provide outlets per code. Locate all outlets at 36 inches above finished floor.

lighting Provide 50 ft. candles fluorescent energy efficient light fixtures.  Provide task lighting 
at the work bench.

communications CCTV:  None required.
CATV/Internal Video:  None required.
PA/Audio:  Provide speakers and horns with visual element.
Telephone:  None required.
Data:  None required.
Security:  None required.

casework None required.

furnishings Provide a 24 inch minimum work bench, and rack shelving for storage of parts and 
equipment.
Provide mask pressure testing machine, safety cage, scales, spare parts bin, and dry 
chemical extinguisher recharge kit.

notes Separate but directly adjacent is the dedicated SCBA Compressor Room which 
houses the main compressor unit used to charge the apparatus with filtered air. 
Ensure direct access between these rooms. This space must include sound 
attenuation. A compressed air supply line is provided from this room to the SCBA 
Maintenance Room.
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new main fire station program - space descriptions and needs

program category administration

space SUPPLY STORAGE CLOSET

description Storage for office supplies.

min. ceiling height 8 feet

finishes Walls:  Provide a low-maintenance, durable finish;  paint.
Floor:  Provide low-maintenance sheet or tile vinyl flooring material with rubber base.
Ceiling:  Provide gypsum board ceiling;  paint.

hvac

plumbing None required.

fire protection Provide fire protection and detection system.

power Provide outlets per code.

lighting Provide 30 ft. candles fluorescent energy efficient light fixtures.

communications CCTV:  None required.
CATV/Internal Video:  None required.
PA/Audio:  None required.
Telephone.  None required.
Data:  None required.
Security:  None required.

casework None required.

furnishings None required.

notes
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new main fire station program - space descriptions and needs

program category mechanical and electrical

space TELEPHONE/COMMUNICATIONS CLOSET

description Storage space for communications and telephone equipment.

min. ceiling height 8 feet

finishes Walls:  Provide a low-maintenance, durable finish;  paint.
Floor:  Provide low-maintenance sheet or tile vinyl flooring material with rubber base.
Ceiling:  Provide gypsum board ceiling;  paint.

hvac

plumbing None required.

fire protection Provide fire protection and detection system.

power Provide outlets per code and as required by equipment.

lighting Provide 30 ft. candles fluorescent energy efficient light fixtures.

communications CCTV:  
CATV/Internal Video:  
PA/Audio:  
Telephone.  
Data:   None required.

casework None required.

furnishings Provide racks for communications and telephone equipment.

notes
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new main fire station program - space descriptions and needs

program category administration

space TRAINING AND MEETING ROOM

description The training and meeting room is a classroom space used for the continuing 
education and training of the fire station staff and, occasionally for public meetings.

min. ceiling height 9 feet

finishes Walls:  Provide a low-maintenance, durable finish;  paint.  Provide acoustical wall 
panels as required.
Floor:  Provide durable commercial carpeting with rubber base.
Ceiling:  Provide ACT ceiling.
Provide chair rail at acoustical wall panels, and white board and tack board.

hvac 68 F minimum and 78 F maximum;  provide independent thermostat.

plumbing None required.

fire protection Provide fire protection and detection system.

power Provide outlets per code.

lighting Provide 50 ft. candles fluorescent energy efficient light fixtures. 
Provide accent lighting.

communications CCTV:  Provide.
CATV/Internal Video:  Provide.
PA/Audio. Provide a speaker.
Telephone: Provide two [2] lines with internal two-way communication
Data:  Provide data outlets to every training station.
Security. None required.

Provide audio-visual capability including retractable screen, overhead projector, 
printer, TV, VCR, and DVD player.  Provide phone and Internet connections for each 
training station.

casework

furnishings Provide desk type tables for training, and chairs.  Provide bulletin board with tack 
surface and dry-erase board.  Provide one [1] white board and one [1] tack board.

notes Provide an overhead projector, DVD player, and screen;  overhead projector shall be 
equipped with a remote control.  The overhead projector shall be connected to the 
data system, and shall have a separate data connection for a computer.
Provide a white board.
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new main fire station program - space descriptions and needs

program category administration

space TRAINING ROOM STORAGE - AV

description Storage space for AV equipment

min. ceiling height 9 feet

finishes Walls:  Provide a low-maintenance, durable finish;  paint.
Floor:  Provide low-maintenance sheet or tile vinyl flooring material with rubber base.
Ceiling:  Provide gypsum board ceiling;  paint.

hvac

plumbing None required.

fire protection Provide fire protection and detection system.

power Provide outlets per code.

lighting Provide 30 ft. candles fluorescent energy efficient light fixtures.

communications CCTV:  None required.
CATV/Internal Video:  None required.
PA/Audio:  None required.
Telephone.  None required.
Data:  None required.
Security:  None required.

casework None required.

furnishings

notes
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new main fire station program - space descriptions and needs

program category recreation and dining

space WOMEN'S LOCKER ROOM

description Storage space for personnel gear related to the fitness program.

min. ceiling height 8 feet

finishes Walls:  Provide a low-maintenance, durable finish;  paint.
Floor:  Provide low-maintenance sheet or tile vinyl flooring material with rubber base.
Ceiling:  Provide ACT ceiling.

hvac 68 F minimum and 78 F maximum;  provide independent thermostat.

plumbing None required.

fire protection Provide fire protection and detection system.

power Provide outlets per code;  GFI.

lighting Provide 30 ft. candles fluorescent energy efficient light fixtures.

communications CCTV:  None required.
CATV/Internal Video:  None required.
PA/Audio:  Provide a speaker.
Telephone.  None required.
Data:  None required.
Security:  None required.

casework None required.

furnishings Provide ventilated lockers, and benches.

notes
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new main fire station program - space descriptions and needs

program category recreation and dining

space WOMEN'S RESTROOM AND SHOWER

description Toilet and shower facilities related to the fitness program.

min. ceiling height 8 feet

finishes Walls:  Provide full-height ceramic tile.
Floor:  Provide ceramic tile.
Ceiling:  Provide gypsum board ceiling;  paint.

hvac 68 F minimum and 78 F maximum;  provide independent exhaust fan.

plumbing Provide one [2] lavatories in countertop, two [2] water closets, two [2] showers, and 
floor drains.
Provide hat and cold water, and a sanitary drain to all fixtures.

fire protection Provide fire protection and detection system.

power Provide outlets per code;  GFI.

lighting Provide 50 ft. candles fluorescent energy efficient light fixtures.

communications CCTV:  None required.
CATV/Internal Video:  None required.
PA/Audio:  Provide a speaker.
Telephone.  None required.
Data:  None required.
Security:  None required.

casework None required.

furnishings Provide solid phenolic core material with finish melamine surfaces toilet partitions.
Provide toilet room accessories;  grab bars, towel bars, soap dispensers, paper towel 
dispensers, toilet tissue dispensers, mirrors, clothing/robe hooks, sanitary 
napkin/tampon dispensers and disposals, and waste disposal units.

notes
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SECTION 1

1.01 GENERAL
A. Document structure:

1. The facility development program for a new Police Station for the City of Soledad

has been structured into four [4] sections. 

i. Section 1:  This section provides an overview of the proposed facility including

a preface that includes a statement regarding the scope of the development

program related to development of a new Police Station.

ii. Section 2:  This section is divided into several subsections and provides a

general description of the spaces to be included in the new Police Station and

design guidelines.

iii. Section 3:  This section includes detailed descriptions of the needs for each

space included in the development program.

iv. Section 4:  This section includes diagrams that describe site needs,  interior

spatial relationships, and space specific diagrams that graphically supplement

the space descriptions and needs.

2. For an analysis of current police station deficiencies, and a justification for the size

of the proposed new Police Station see the FACILITIES MASTER PLAN.

B. Preface:

1. Police services depend on a trusting and cooperative public for their success.   The

public places a value on police services, and expect the police to be sensitive and

efficient in their dealings with the public.  Providing a visible public presence on the

part of the police may reduce the fear of crime and feelings of insecurity.  An

attractive police stations that functions seamlessly can enhance the public’s trust in

the ability of a municipality to provide police services.

2. Many police stations are intimidating or alienating places to visit. The majority of

police station don’t provide comfortable spaces for meetings to discuss and resolve

disputes or incidents.  A wide range of factors have created a need for increased

security, and this poses a challenge to the designer to incorporate security related

systems unobtrusively while still developing a sense of trust between between the

police department and the public.  In addition, a well designed police station can

save on maintenance and utility costs, and promote the productivity, health and

well-being of the staff.

3. The community expects a low crime rate and a high level of customer-oriented

service.  A police station needs to project a customer oriented image that encourages

the public to participate in police service activities.

4. The public’s sense of the extent to which the police are an open and accountable
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force is likely to be influenced by the way a police stations looks and feels both

outside and inside.  Visiting a police station should not be an intimidating

experience.  There is always stress associated with visiting a police station, as unlike

a library or similar municipal facility, a visit to a police station is customarily not

undertaken voluntarily.  In particular, victim’s should be able to be interviewed in

a comfortable environment that does not contribute to an already stressful incident.

The approach and lobby, and path to either a meeting or interview space should be

soft and reassuring.  To the degree to which the building reduces a victim’s level of

stress, the easier the job of the police will be.  The same is true of those who are

detained at a police station for potentially having committed a crime.  The work of

the police will be easier if the sense of threat to those persons that are being

detained is reduced.

5. The staff of the City of Soledad has been very helpful, and has contributed their time

and ideas.  The consultant would like to thank the entire staff of the police

department for their assistance.  In addition the consultant would like to thank Chief

of Police Richard A. Cox for his review and comments.

C. Introduction:

1. The existing police station:  The existing Police Station supports more employees

than it was designed for.  It lacks sufficient space to adequately support patrol,

investigations, and traffic control functions.  It has an electrical system that is old,

making it difficult to utilize today’s technology, and lacks the necessary electrical

infrastructure to support current and future crime fighting technologies. It lacks

sufficient lobby space and a family conference room hampering a response strategy

that treats the public as a customer.  It does not meet current building codes and

regulations for essential services facilities.  Specifically it does not meet earthquake

safety codes and the Americans with Disabilities Act (ADA) accessibility

requirements for visitors or employees.

2. A new police station:  A new Police Station will meet the department’s space needs

for the foreseeable future, and will include appropriate areas to respond to and

provide improved police services to residents and visitors.  It will comply with

applicable codes and regulations to ensure the facility is functional in a natural

disaster, and will support current and future crime fighting technologies.  It will also

comply with ADA standards and be accessible to all residents, visitors and

employees

3. Architectural programming objectives and scope:  The facility development program

for the new Police Station was developed with the intent of meeting the needs of the

City of Soledad for the next 15 - 20 years.  It has been assumed that the need for

additional facilities would be met by expansion of the new Police Station.

4. The recommended facility development program is intended to outline the space
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and operational needs of a new Police Station.  It is intended as a guide to a design

team.  The facility development program should be amended as required by updated

operational strategies, and site and local contextual constraints.

i. The individual space descriptions are intended to suggest good practice with

regard to needs.

ii. Where specific recommendations with regard to construction assemblies,

systems, or equipment are included they are based on the consultant’s general

experience with building technologies, and should be reevaluated by the

design team as appropriate.

SECTION 2

2.01 SPACE NEEDS
A. For a complete list of spaces, see TABLE POLICE.1. Police Station functional spaces fall

into several categories including the following:

1. Administration:  Includes offices for the chief and deputy chiefs as well as a separate

conference room.

2. Administrative Services:  Includes offices, workstations, meeting and training space,

and storage space for administrative staff.  This area also includes the 911

Communications and Dispatch Console, public services counter, lobby, and

Emergency Operations Center [EOC].

3. Investigations:  Includes offices for detectives and crime analysts, storage facilities

for evidence, interrogation rooms, and a laboratory.

4. Operations:  Includes offices and workstations for patrol officers and traffic safety

officers.  This area also includes a sallyport, booking room, and holding cells.

5. Support:  This area includes a common area for gathering and relaxation, spaces for

computer and communications equipment, spaces for mechanical and electrical

equipment, and maintenance closets.

B. Layout and adjacencies:

1. The layout and adjacencies are illustrated in FIGURE POLICE.A.  The diagram in

FIGURE POLICE.A indicates the acceptable relative adjacencies of the functional

spaces. Some key spatial adjacencies may be accommodated through a common

space rather than a direct entrance/exit from one space to another.

3.01 DESIGN GUIDELINES
A. General:

1. The design shall utilize an OPERATIONS BASED DESIGN strategy and respect

the local setting.
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2. SERVICE LIFE:  Permanent construction should be designed and constructed to

serve a life expectancy of 25 - 30  years or more, should be energy efficient, and

include finishes, materials, and systems selected for low maintenance and low life

cycle costs.

3. ARCHITECTURAL CHARACTER AND INTERIOR DESIGN:

i. The new Police Station should present a cohesive architectural image. The

designer should consider creating an attractive, functional theme that applies

to the entire facility design, from the overall exterior architectural statement

to the specific interior design elements.

ii. The design should reflect the regional and local architectural style and

character.  Use exterior materials that reflect the local historical and cultural

setting.  Respect the local neighborhood character, and the historical and

cultural context.

iii. Visual expression:

(a) Develop a distinctive image that looks back on the City of Soledad’s

mission history and forward to a more urban setting.  Develop a theme

that is respectful of the mission style but that has an updated

contemporary feel.

(b) Develop a theme that is community based and does not reflect the

common “FORTRESS” image associated with police stations.;  open

and inviting spaces rather than closed and impregnable spaces.

B. Health and Safety:

1. The health and safety of the police officers is the single most important

consideration when designing a new police station.    Police officers are often under

extreme stress.  The design needs to create an atmosphere that does not contribute

to stress.

C. Applicable regulations, codes, and statutes; the design shall be in full compliance with

all applicable Federal, State, regional, and local statutes, laws, regulations, rules, and

ordinances including but not limited to the  following:

1. State of California Essential Services Building Act;   Section 16000 -16023 Health &

Safety Code.

2. State of California Building Code [CBC] latest edition.

3. State of California Building Code Title 24, part 2 California Administrative Code:

barrier free access for the handicapped.

4. State of California Building Code Title 24, Parts 1-5 California Administrative Code:

energy regulations.

5. Uniform Mechanical Code [UMC] latest edition.

6. Uniform Plumbing Code [UPC] latest edition.

7. Uniform Fire Code [UFC] latest edition.
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8. National Electric Code [NEC] latest edition.

9. Americans with Disabilities Act [ADA].

10. NFPA pamphlet 13 automatic fire sprinkler systems, and other applicable NFPA

standards and guidelines.

11. Amendments by the local jurisdiction to codes and regulations.

D. Design considerations:

1. The most important design issue for the new Police Station is developing a

functional layout of the interior spaces.

2. Utility and facility maintenance costs are a long term obligation of the City of

Soledad.  These costs can be controlled utilizing smart design strategies.

3. Structure

i. The new main police station will be an essential facility and shall be designed

in accordance with applicable requirements of the California Code of

Regulations [CCR] Title 24 .

ii. A single-story structure is preferred unless site constraints dictate that a two

[2] story structure is the only development alternative to accommodate all of

the space and operational needs.  If a multistory structure is required, ensure

the appropriate adjacencies are maintained so that the required response

times can be achieved.

iii. Foundation:  The foundation is site specific and must be designed based upon

known geotechnical considerations by an engineer who has knowledge of the

local conditions.

E. Comments regarding the design:

1. Exteriors:

i. Exterior finishes should be durable and low-maintenance.

ii. Consider roof overhangs both to provide shading on exterior walls where the

orientation is appropriate, and to deflect rain water from the exterior walls.

iii. Exterior walls:  Either concrete or CMU; finish to be selected by architect.

iv. Exterior windows:  Frames shall be of the "non ricochet type"and shall permit

the encapture and retention of an attacking projectile lessening the potential

of a random injury or lateral penetration. The encapturing barrier shall be

bullet resistant.  The protection level shall be UL level 2.   Glazing shall be UL

listed Level 2 laminated glass.

2. Interior design.

i. Finishes [walls, floor, and ceiling] should be integrated into a  cohesive image.

Durability is extremely important when specifying interior finish materials.

ii. Counters, casework, and cabinets should be of high-quality and durable

construction.

iii. Partitions and ceilings:
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(a) All partitions shall extend to the underside of the roof sheathing.

(b) All partitions shall be constructed using 18 gauge minimum metal studs.

(c) All partitions shall be constructed using impact resistant gypsum wall

board unless otherwise required by security considerations.

(d) Public Lobby security partitions:  The partitions separating the public

lobby from all adjacent spaces shall be treated as protection UL level 2.

 Use bullet resistant fiberglass material between two [2] layers of impact

resistant gypsum wall board.

(e) Interior windows and transaction windows at Public Lobby:  Frames

shall be of the "non ricochet type"and shall permit the encapture and

retention of an attacking projectile lessening the potential of a random

injury or lateral penetration. The encapturing barrier shall be bullet

resistant.  The protection level shall be UL level 2.   Glazing shall be UL

listed Level 2 laminated glass.  Applicable Standard Specifications:

Underwriters Laboratory UL 752 9th Edition dated Jan. 27, 1995

Standard for Bullet Resistant Equipment.

(f) Minimum security partitions;  applicable to spaces such as holding

cells, booking room, and evidence storage: Comply with recommended

guidelines of the Western Conference of Lathing and Plaster Industries

for LATH AND PLASTER DETENTION & SECURITY WALLS.  As

an alternative construct using two layers of impact resistant gypsum wall

board with a continuos sheet of 16 gauge sheet metal between the two

[2] layers of gypsum wall board.

(g) Minimum security ceilings;  applicable to spaces such as holding cells,

booking room, and evidence storage: Comply with recommended

guidelines of the Western Conference of Lathing and Plaster Industries

for LATH AND PLASTER DETENTION & SECURITY WALLS but

apply security lath and plaster to ceiling side only.  As an alternative

construct using two layers of impact resistant gypsum wall board with

a continuos sheet of 16 gauge sheet metal between the sheets of the two

[2] layers of gypsum wall board.

3. Acoustics:  The designer shall achieve minimum required STC values by treating

wall surfaces, wall openings, and the structure with sound attenuating materials.

4. Heating, Ventilating, and Air Conditioning [HVAC]:

i. Provide heating, ventilating, and air conditioning [HVAC systems.

(a) Consider providing an underfloor radiant heating system to provide

thermal comfort and improve Indoor Air Quality [IAQ].

(b) References to indoor minimum and maximum temperatures in the

SPACE DESCRIPTIONS AND NEEDS shall be amended by safety
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and health issues.

ii. Provide a night setback system for the HVAC system.

iii. Provide zone controls for maintaining different environmental conditions in

all functional areas, and for operating systems in areas of the facility when

other areas are closed.

iv. The HVAC system should be designed and constructed for easy

maintainability and operation.

v. In spaces with computer or communications rack mounted equipment

provide a separate zone for each space.  In addition, the heat load in each

space shall be assumed to be 200% of the calculated heat load.  This will avoid

creating unpleasant or unacceptable interior environmental conditions for staff

in spaces adjacent to the spaces with computer or communications rack

mounted equipment .  HVAC systems in the space that serves as a 911

Communications and Dispatch Console should be similar.

vi. Indoor air quality:  use low VOC finishes.

5. Plumbing:

i. Provide domestic hot and cold water, sanitary drainage, and storm drainage;

utilize natural gas systems.

ii. Provide eye wash in the laboratory.

iii. Provide floor drains in rest rooms and janitor's closets.

iv. Provide shut-off valves at all fixtures.

v. Provide a drinking fountain in the lobby, and in staff areas as appropriate.

vi. Provide metering for gas and water service.

6. Fire Protection:  Design the new Police Station to comply with National Fire

Protection Association [NFPA] Standards, latest editions. The new Police Station

shall be completely protected with automatic sprinklers.

i. The facility should be designed using noncombustible construction materials

with fire protection systems.

ii. Provide an automatic sprinkler system throughout with smoke detectors

throughout. Smoke detector activation shall sound an alarm throughout the

police station.

iii. Provide a fire detection annunciator panel for the building;  locate the

annunciator in the space that serves as a 911 Communications and Dispatch

Console.   The annunciator panel should indicate the location of detectors that

have activated.

7. Electrical [technology, communications, security, and surveillance systems are

described separately]:

i. Provide electric service and distribution equipment, wiring receptacles,

grounding, interior and exterior lighting and controls, emergency lighting,
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and lightning protection systems in accordance with NFPA 70, National
Electric Code; and the latest installation design requirements.  All service

equipment must be Underwriters Laboratories [UL] listed.

ii. Provide electric service and distribution equipment, including metering,

wiring and electrical devices.

iii. Provide special power outlets and circuits for all equipment including user

furnished equipment.

iv. Emergency Power:  Provide 100% emergency generator back-up power for the

entire facility.

v. Provide battery powered uninterrupted power supply [UPS] to support full

operation of all critical equipment, including rack mounted computer and

data storage, communications systems, security systems, surveillance systems,

911 systems, and electronically activated locks.

8. Lighting:  Provide lighting and control systems throughout the facility.

i. Provide daylight to the maximum extent feasible:

(a) Use skylights or clerestory lighting.

(b) The orientation of glazing is a significant factor in day lighting design,

and the strategies should be adapted to each specific orientation.

ii. General lighting should be fluorescent with energy-efficient ballasts and

lamps, as applicable.

iii. General lighting should be of a constant illumination level, and not result in

glare or extreme volatility in lighting levels.  Changes in lighting levels should

be gradual and assist in reducing the possibility of an accident.

iv. Provide interior and exterior lighting control systems, including ambient light

dimmers and multiple switching for low ambient light levels and energy

conservation.  Provide occupancy [motion] sensors with time delay to control

lighting fixtures as applicable.

v. At parking areas and walkways, use light sources controlled by combination

time clock/photo cells.

9. Technology:

i. General; scope and limitation of technology program:  The following is

intended to be a short synopsis of typical needs related to the development of

a technology infrastructure for a police station.  It is assumed that the

architect will retain an expert who will work with representatives of the police

department to develop detailed requirements related to technological needs

including but not limited to computer hardware, data storage and back-up,

computer cabling, and interfacing with remote computer sites.

(a) During the design phase a technology consultant [computer and data]

should work with the police department to develop design specifications



GROSSMANN DESIGN GROUP
Architecture Planning Research

Regarding: CITY OF SOLEDAD - NEW POLICE STATION
Subject:  PROJECT DEVELOPMENT PROGRAM

PAGE 9

that address specific systems. Standards and equipment change

frequently and the selection of technology systems should be made

jointly with an expert who is knowledgeable.

ii. Provide empty raceways with pull wire and outlets for computer network

cabling [to be confirmed].

10. Communications:

i. General;  scope and limitation of communications program:  The following is

intended to be a short synopsis of typical needs related to the development of

a communications infrastructure for a police station.  It is assumed that the

architect will retain an expert who will work with representatives of the police

department to develop detailed requirements related to communication needs

including but not limited to 911 hardware and software, communications

within the police station, and communications with remote sites.

(a) During the design phase a communications consultant should work

with the police department to develop design specifications that address

specific systems. Standards and equipment change frequently and the

selection of communications systems should be made jointly with an

expert who is knowledgeable.

(b) It is assumed that the City of Soledad will retain a radio frequency [RF]

expert to analyze radio communications, and the need and location of

radio antennas. 

ii. Provide a separate communications equipment room inside the police station

separate from mechanical rooms and electrical rooms.

iii. Provide for communications equipment capable of receiving

telecommunications display devices for hearing-impaired calls.

iv. Provide for communication outlets in all spaces except circulation corridors

and service spaces.

v. Internal communications:

(a) Locate the central intercom console as part of the 911 Communications

and Dispatch Console.

(b) Provide an internal communications system throughout the facility with

the following features:

(i) Two-way intercom throughout the facility capable at spaces

selected by the police department.  Provide speakers in all spaces

including corridors except for storage and spaces not related to

storing evidence.

(ii) Provide two-way intercom between the sallyport entrance

[security doors] and the 911 Communications and Dispatch

Console.  Integrate the two-way intercom with the video
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surveillance system.

(iii) Provide two-way intercom between the secured parking lot

entrance [security gate] and the 911 Communications and

Dispatch Console.  Integrate the two-way intercom with the video

surveillance system.

11. Security:

i. General;   scope and limitation of security program:  The following is intended

to be a short synopsis of typical needs related to the development of a security

system for a police station.  It is assumed that the architect will retain an

expert who will work with representatives of the police department to develop

detailed requirements related to security needs.  It is assumed that the security

consultant will work with the video consultant during the development of

surveillance systems.

(a) During the design phase a security consultant should work with the

police department to develop design specifications that address specific

systems. Standards and equipment change frequently and the selection

of security systems should be made jointly with an expert who is

knowledgeable.

ii. General:

(a) Building security includes several different functions.  The primary

function is to protect the staff from any threat at any time, and to alert

staff in case of a threat.  Several systems are required to reduce the

likelihood of an incident including access control, intrusion alert, video

surveillance, and security partitions and security ceilings.  The following

is intended to provide an overview of the functional requirements of the

security system.

(b) The entire security system of the Police Station after business hours

shall be controlled from the 911 Communications and Dispatch Console.

iii. Access Control:

(a) The control of public access is essential to maintaining the functional

integrity of the police station.  Separation of public and police activity

and the control of visitor access needs to be incorporated into building

subsystems.  Requirements for accessibility should not conflict with

controlling access.

(b) Access controls for doors:

(i) The security system shall be comprised of a complete and

functioning access control system, emergency delay exit control

system, room or area intrusion system, and video surveillance

system [separately described].  The system of remote sensors,
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control devices, conduit and wiring as applicable shall connect to

the 911 Communications and Dispatch Console, and the video

console shall be capable of displaying the status of the security

system and the location of an alarm.

(ii) The access control system that controls electronic locks or

electronic strikes can use either a proximity card or card access;

proximity cards are currently preferred.  The cards should allows

entrance to individuals with an authorized card and generate a

transaction history record.   The access control system shall be

capable of deleting or modifying access privileges without

retrieving an issued access card.

(iii) Use concealed magnetic door contact switches to monitor

intrusion. Door monitor hinges are unacceptable.

(iv) Emergency delay exit system:  Operates as a code required

emergency exit but does not open until 15 to 30 second delay

period has expired.  An alarm shall sound at the 911

Communications and Dispatch Console alerting staff, and the

video console shall be capable of displaying the location of the

alarm.

(v) A local fire alarm immediately releases door[s];  emergency delay

exit system does not apply [to be confirmed].

(vi) After business hours when the police station is not open to the

public only the staff at the 911 Communications and Dispatch

Console should be allowed to over ride access control functions.

iv. Intrusion detection:

(a) Provide an intrusion detection alarm system.  The intrusion detection

system shall be designed to detect unauthorized entry into the police

station or a specific area within the police station. Local

arming/disarming of the system shall be controlled either by a

proximity card or card access.  The system shall monitor the police

station for unauthorized entry using a combination of door monitor

switches, motion detectors, window break detectors, and video cameras.

Electronic locks and electronic strikes at all secured areas or security

assemblies such as exterior doors or holding cells shall be capable of

being centrally monitored from the 911 Communications and Dispatch

Console.  The video console shall be capable of displaying the status of

all intrusion detection devices and in the case of unauthorized entry

displaying the location of the device that triggered an alarm.

(b) Intrusion alarms shall  sound at the 911 Communications and Dispatch
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Console alerting staff.

(c) Integrate the closed-circuit television [CCTV] camera surveillance

system with the security system.

v. Concealed duress buttons [panic switch] are required at various locations.

Depressing a button shall  sound an alarm at the 911 Communications and

Dispatch Console alerting staff, and the video console shall be capable of

displaying the location of the alarm.

12. Surveillance [video]:

i. General;  scope and limitation of surveillance program:

(a) The following is intended to be a short synopsis of typical needs

related to the development of a surveillance  system for a police

station.  It is assumed that the architect will retain an expert

who will work with representatives of the police department to

develop detailed requirements related to surveillance systems.

It is assumed that the surveillance consultant will work with the

security consultant during the development of surveillance

systems.

(b) During the design phase a surveillance consultant should work

with the police department to develop design specifications that

address specific systems. Standards and equipment change

frequently and the selection of surveillance systems should be

made jointly with an expert who is knowledgeable.

ii. Video surveillance:  911/Dispatcher shall have the ability to remotely

monitor local video surveillance systems.  The 911 Communications and

Dispatch Console shall have the ability to display all video surveillance

cameras simultaneously on a dedicated monitor.

(a) Provide video surveillance of all entrances.

(b) Provide video surveillance of the  the sallyport entrance [security

doors].  Integrate  video surveillance system with the two-way

intercom system.

(c) Provide video surveillance of the secured parking lot entrance

[security gate].  Integrate  video surveillance system with the

two-way intercom system.

(d) All images from video surveillance cameras shall be recorded

and the videos stored in a secure location.  Position lighting

fixtures to enhance the production of surveillance video images.

Provide UPS power for all video surveillance cameras and

processing equipment.

iii. Provide for remotely recorded video/audio tapes at Hard Interview



GROSSMANN DESIGN GROUP
Architecture Planning Research

Regarding: CITY OF SOLEDAD - NEW POLICE STATION
Subject:  PROJECT DEVELOPMENT PROGRAM

PAGE 13

rooms.  The video camera and microphone enclosures shall be

unobtrusive.

13. Audio/Visual systems;  applicable to EOC and training spaces only:

i. General;  scope and limitation of audio/visual [A/V] systems program:

The following is intended to be a short synopsis of typical needs related

to the development of A/V  system for a police station.  It is assumed

that the architect will retain an expert who will work with

representatives of the police department to develop detailed

requirements related to A/V systems.

ii. Provide the following:

(a) All electronic equipment shall be capable of being remotely

controlled from a single source that can be placed on a table.

(b) Video projector;  ceiling mounted.

(c) Projection screen: electronic operation.

(d) White boards.

(e) A/V equipment cabinet with computer with Internet

connection, DVD player, and VCR.

(f) Connection to Satellite uplink-downlink.

iii. Provide CATV to the EOC, fitness center, and training room.

14. Site work:

i. General:

(a)  Organize the site to be compatible with the site planning and

style of adjacent existing structures. Locate the building to

reflect local climatic conditions.  Provide protection from

prevailing winds and glare, and orient operable windows to take

advantage of summer breezes. Locate the building to take

advantage of passive solar heating and day lighting.

(b) Use landscape elements to help define the site and main entry,

and to present an attractive image of the facility to the public.

ii. Location:  Provide visual identity and access from a roadway.  Provide

for the following:

(a) Vehicular turning radius.

(b) Point of entry;  front door.

(c) Visitor Parking.

(d) Police Officer and Staff Parking.

(e) Delivery/Service Entrance.

(f) Storage Area.

(g) Landscaping.

(h) Signage.
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iii. Paving:

(a) Use porous paving as appropriate at other areas.

iv. Utilities:

(a) Provide water, sanitary sewer, storm drainage system, and

natural gas.

(b) Provide communications, fire alarm, and water for an automatic

sprinkler system.

v. Landscaping:

(a) The plant selection should be easy to maintain and enhance the

visual quality of the facility in all seasons. Use indigenous

species whenever possible.

(b) Consider sustainable design issues when designing the

landscape. Select plants that require little to no additional water

beyond normal rainfall [drought resistant planting]. Avoid

plants that require an irrigation system.

(c) Consider the use of bioretention planters that reduce storm

water runoff and cleanse and treat the storm water before it

enters the City of Soledad system.

15. Parking and Other Access Drives:  Provide adequate parking based on the total

number of staff positions, and reservists [if appropriate], and visitors.  Locate

parking areas so they do not dominate the main entrance and public image of

the facility.  Ensure that parking areas and the facility have adequate lighting

for safety, evacuation, and security measures.

16. Barrier-free Design Requirements:  Design the new Main Police Station to

comply with 28 CFR Part 36, the Americans with Disabilities Act Accessibility

Guidelines for Buildings and Facilities, and CCR Title 24.  Use the criteria that

provide the greatest accessibility.  Spaces in the new Police Station that are open

to the public or may be manned or maintained by handicapped personnel must

be barrier-free. 

i. Handicapped Access:  All functional areas, including parking spaces,

entrances, corridors, rest rooms, communications devices, and door

hardware must be barrier-free and accessible to the physically disabled

in accordance with appropriate accessibility standards.

ii. Provide clearly identified handicapped access and signage.

17. Antiterrorism:  Design the facility to comply with UFC 4-010-01, DoD Minimum
Antiterrorism Standards for Buildings and UFC 4-021-01, Mass Notification

Systems [to be confirmed].

F. Consultant needs:

1. Architectural and interior design.
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2. Sustainable design consultant [LEED certified].

3. Civil engineering.

4. Structural engineering.

5. Mechanical engineering.

6. Electrical engineering.

7. Geotechnical engineering.

8. Landscape design.

9. Lighting design.

10. Acoustical engineering.

11. Security systems design.

12. Audiovisual systems design.

13. Telecommunications design.

14. Scheduling and cost consultant.

4 .01 SUSTAINABLE DESIGN
A. Use an integrated approach to the planning and design of the new Police Station that

minimizes energy consumption and optimizes life cycle cost renewable energy

possibilities. Use a practical combination of siting, energy conserving building envelope

technologies, energy efficient lighting, occupant sensing controls, variable frequency

drives for motors and exhaust fans, and high efficiency HVAC systems to achieve this

goal.  Incorporate renewable energy principles such as day-lighting, passive and active

solar heating, natural ventilation, and photo-voltaics where they are life-cycle-cost

effective.

B. Goals;  reductions refer to customary new construction [construction that has not

necessarily been designed to meet LEED standards]:

1. Reduce energy usage by 25%; use day lighting to the maximum extent feasible.

2. Reduce potable water usage by 25%.

3. Storm water management:  

4. Use durable materials with an extended USEFUL SERVICE LIFE that require

minimal maintenance.

5. Reduce toxins in interior materials.

C. Recycling:

1. Require recycling of construction debris.

REFERENCES [in a separate appendix]



new police station program - space descriptions and needs

program category communications

space 911 DISPATCH CONSOLE

description 911 center, and communications and surveillance center.

min. ceiling height 8 feet

finishes Walls:  Provide a low-maintenance, durable finish;  paint.
Floor:  Provide access flooring;  may require recessing the floor slab.
Ceiling:  Provide ACT ceiling.

hvac 68 F minimum and 78 F maximum;  provide independent HVAC system sized to 
provide cooling for 150% of BTU load.
Provide a separate HVAC unit and separate environmental controls for HVAC for the 
911 dispatch and communications center.

plumbing None required.

fire protection Provide fire protection and detection system.

power Provide outlets per code and as required by equipment loads.

lighting Provide 80 ft. candles fluorescent energy efficient light fixtures.
Provide for task lighting at consoles.

communications See SECTION 2 for a  short synopsis of typical needs related to the development of 
technology infrastructure, communications infrastructure, security systems, and 
surveillance systems.
CCTV:  Required;  provide a closed circuit video camera system to monitor the all 
building entrances, holding cells, lobby, exterior security gates, and building and site 
exteriors.
CATV/Internal Video:  Required.
PA/Audio:  Provide simultaneous light control and audible alert to the entire building.
Telephone:  Provide communications outlets.
Data:  Required.
Security:  Provide electric lock. Electric lock to be connected to the UPS.
Provide a secured line for a fax machine.

casework Provide as required by special equipment and/or storage needs.

furnishings Provide modular system components for the work station with computer screens 
mounted in sloped console surfaces.
Provide for a state-of-the-art recording system for all emergency telephone and radio 
conversations.
Provide switches to the apparatus room doors;  opening the doors-not closing them.
Provide for a wall-mounted base grid coordinate map.
Provide a map rack system for other utility maps.
Provide ergonomically designed seating.

notes

sf 300
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new police station program - space descriptions and needs

program category administrative services

space ADMINISTRATIVE ASSISTANT

description Typical workstation.

min. ceiling height 8 feet

finishes Walls:  not applicable
Floor:  Provide durable commercial carpeting with rubber base.
Ceiling:  Provide ACT ceiling.

hvac 68 F minimum and 78 F maximum.

plumbing None required.

fire protection Provide fire protection and detection system.

power Provide power to workstation.

lighting Provide 50 ft. candles fluorescent energy efficient light fixtures.

communications CCTV:  None required.
CATV/Internal Video:  None required.
PA/Audio:  None required
Telephone:  Provide communications outlets.
Data:  Provide data outlets to support required equipment.
Security:  None required.

casework None required.

furnishings Provide workstation.

notes

sf 120
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new police station program - space descriptions and needs

program category administrative services

space ADMINISTRATIVE SERVICES MANAGER

description Manager's office.

min. ceiling height 8 feet

finishes Walls:  Provide a low-maintenance, durable finish;  paint.
Floor:  Provide durable commercial carpeting with rubber base.
Ceiling:  Provide ACT ceiling.

hvac 68 F minimum and 78 F maximum.

plumbing None required.

fire protection Provide fire protection and detection system.

power Provide outlets per code.

lighting Provide 50 ft. candles fluorescent energy efficient light fixtures.

communications CCTV:  None required.
CATV/Internal Video:  None required.
PA/Audio:  Provide a speaker.
Telephone:  Provide communication outlets.
Data:  Provide data outlets to support required equipment.
Security:  None required.

casework None required.

furnishings Provide office desk, office chair, file cabinet, credenza, bookshelf, desk lamp, and two 
[2] additional side chairs.

notes

sf 250
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new police station program - space descriptions and needs

program category building allowances

space ALLOWANCE FOR Circulation @22%

description Circulation space.

min. ceiling height 8 feet

finishes Walls:  Provide a low-maintenance, durable finish;  paint.
Floor:  Provide durable commercial carpeting with rubber base.
Ceiling:  Provide ACT ceiling.

hvac 68 F minimum and 78 F maximum.

plumbing None required.

fire protection Provide fire protection and detection system.

power Provide outlets per code.

lighting Provide 30 ft. candles fluorescent energy efficient light fixtures.

communications CCTV:  None required.
CATV/Internal Video:  None required.
PA/Audio:  Provide speakers.
Telephone:  None required.
Data:  None required.
Security:  None required.

casework None required.

furnishings None required.

notes

sf 4,200
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new police station program - space descriptions and needs

program category building allowances

space ALLOWANCE FOR EXTERIOR AND INTERIOR WALLS @ 12%

description Not applicable.

min. ceiling height Not applicable.

finishes Not applicable.

hvac Not applicable.

plumbing Not applicable.

fire protection Not applicable.

power Not applicable.

lighting Not applicable.

communications Not applicable.

casework Not applicable.

furnishings Not applicable.

notes

sf 2,290
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new police station program - space descriptions and needs

program category building allowances

space ALLOWANCE FOR UNKNOWN FACTORS @6%

description Not applicable.

min. ceiling height Not applicable.

finishes Not applicable.

hvac Not applicable.

plumbing Not applicable.

fire protection Not applicable.

power Not applicable.

lighting Not applicable.

communications Not applicable.

casework Not applicable.

furnishings Not applicable.

notes

sf 1,145
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new police station program - space descriptions and needs

program category community services

space ANIMAL CONTROL OFFICER

description Typical workstation.

min. ceiling height 8 feet

finishes Walls:  not applicable
Floor:  Provide durable commercial carpeting with rubber base.
Ceiling:  Provide ACT ceiling.

hvac 68 F minimum and 78 F maximum.

plumbing None required.

fire protection Provide fire protection and detection system.

power Provide power to workstation.

lighting Provide 50 ft. candles fluorescent energy efficient light fixtures.

communications CCTV:  None required.
CATV/Internal Video:  None required.
PA/Audio:  None required
Telephone:  Provide communications outlets.
Data:  Provide data outlets to support required equipment.
Security:  None required.

casework None required.

furnishings Provide workstation.

notes

sf 120

Page 7 of 90city of soledad facilities master plan, appendix B - part II

April 13, 2010



new police station program - space descriptions and needs

program category common facilities

space ATRIUM

description Common space for socializing, relaxing, and decompressing from a stressful event.

min. ceiling height

finishes Walls:  Provide a low-maintenance, durable finish;  paint.
Floor:  Provide durable commercial carpeting with rubber base, or tile flooring. 
Ceiling:  Provide ACT ceiling and skylights.

hvac 68 F minimum and 78 F maximum.

plumbing Provide a drinking fountain.  Provide cold water, and a sanitary drain.

fire protection Provide fire protection and detection system.

power Provide outlets per code.

lighting Provide 30 ft. candles fluorescent energy efficient light fixtures.

communications CCTV:  None required.
CATV/Internal Video:  None required.
PA/Audio:  Provide a speaker.
Telephone:  None required.
Data:  None required.
Security:  None required.

casework None required.

furnishings Provide benches or other informal seating.

notes

sf 600

Page 8 of 90city of soledad facilities master plan, appendix B - part II

April 13, 2010



new police station program - space descriptions and needs

program category detention

space BOOKING ROOM

description The area is for booking, fingerprinting, photographing, safety checking, processing, 
and releasing arrestees. The facility must comply with applicable State of California 
standards, and  American Correctional Association’s Standards for Holding.  It is 
assumed that if detention is  required for a period of time extending beyond 4 - 6 hours 
that arrestees will be transported to another facility.

min. ceiling height 8 feet

finishes Walls:  Provide a low-maintenance, durable finish;  epoxy paint.  Walls shall be 
minimum security walls.
Floor:  Provide a seamless epoxy resin flooring system that combines superior 
strength and durability with an attractive, easy to clean.
Ceiling:  Provide a low-maintenance, durable finish;  epoxy paint.  Ceilings shall be 
minimum security.

hvac 68 F minimum and 78 F maximum.
All HVAC supply and return grilles must be security grade.

plumbing Provide hose bib and floor drain.

fire protection Provide fire protection and detection system.

power Provide outlets per code;  GFI

lighting Provide 50 ft. candles fluorescent energy efficient light fixtures.
All doors into and within the Booking Room shall have switches and visible lights at the
entrances to each room. Officers must be able to switch on the lights after taking a 
detainee/suspect into an area to notify other officers that a detainee/suspect is within a 
designated area.

communications See SECTION 2 for a  short synopsis of typical needs related to the development of 
communications infrastructure, security systems, and surveillance systems.
CCTV:  None required.
CATV/Internal Video:  Required.
PA/Audio:  Required.
Telephone:  Provide communications outlets.
Data:  Provide data outlets to support required equipment.
Security:  See Section 2;  provide a concealed duress alarm,

casework

furnishings Processing workstation with additional seating [benches or chairs].

notes
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new police station program - space descriptions and needs

program category patrol

space BRIEFING ROOM/REPORT WRITING [SQUAD ROOM]

description The briefing area should be designed to support a linear table and chair seating 
arrangement that will be informal enough to promote open discussion, and formal 
enough to maintain a neat and professional atmosphere.  The room shall have a 
separate area located against one wall with counter for police officers to write their 
reports.

min. ceiling height 8 feet

finishes Walls:  Provide a low-maintenance, durable finish;  paint.
Floor:  Provide durable commercial carpeting with rubber base.
Ceiling:  Provide ACT ceiling.

hvac 68 F minimum and 78 F maximum.

plumbing None required.

fire protection Provide fire protection and detection system.

power Provide outlets per code.

lighting Provide 50 ft. candles fluorescent energy efficient light fixtures.

communications CCTV:  None required.
CATV/Internal Video:  None required.
PA/Audio:  Provide a speaker.
Telephone:  Provide communications outlets.
Data:  Provide data outlets to support required equipment.
Security:  None required.

casework Provide four countertop work areas equipped with electrical outlets, data outlets, and 
phone lines for report writing.
Provide storage space for forms, and other similar office supplies.

furnishings Provide tables, chairs, white boards, and tack boards.

notes

sf 400

Page 10 of 90city of soledad facilities master plan, appendix B - part II

April 13, 2010



new police station program - space descriptions and needs

program category patrol

space CAPTAIN 1

description Typical office.

min. ceiling height 8 feet

finishes Walls:  Provide a low-maintenance, durable finish;  paint.
Floor:  Provide durable commercial carpeting with rubber base.
Ceiling:  Provide ACT ceiling.

hvac 68 F minimum and 78 F maximum.

plumbing None required.

fire protection Provide fire protection and detection system.

power Provide outlets per code.

lighting Provide 50 ft. candles fluorescent energy efficient light fixtures.

communications CCTV:  None required.
CATV/Internal Video:  None required.
PA/Audio:  Provide a speaker.
Telephone:  Provide communication outlets.
Data:  Provide data outlets to support required equipment.
Security:  None required.

casework None required.

furnishings Provide office desk, office chair, file cabinet, bookshelf, desk lamp, and one [1] 
additional side chair.

notes
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new police station program - space descriptions and needs

program category patrol

space CAPTAIN 2

description Typical office.

min. ceiling height 8 feet

finishes Walls:  Provide a low-maintenance, durable finish;  paint.
Floor:  Provide durable commercial carpeting with rubber base.
Ceiling:  Provide ACT ceiling.

hvac 68 F minimum and 78 F maximum.

plumbing None required.

fire protection Provide fire protection and detection system.

power Provide outlets per code.

lighting Provide 50 ft. candles fluorescent energy efficient light fixtures.

communications CCTV:  None required.
CATV/Internal Video:  None required.
PA/Audio:  Provide a speaker.
Telephone:  Provide communication outlets.
Data:  Provide data outlets to support required equipment.
Security:  None required.

casework None required.

furnishings Provide office desk, office chair, file cabinet, bookshelf, desk lamp, and one [1] 
additional side chair.

notes
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new police station program - space descriptions and needs

program category chief

space CHIEF OF POLICE

description Executive office.

min. ceiling height 8 feet

finishes Walls:  Provide a low-maintenance, durable finish;  paint.
Floor:  Provide durable commercial carpeting with rubber base.
Ceiling:  Provide ACT ceiling.

hvac 68 F minimum and 78 F maximum.

plumbing None required.

fire protection Provide fire protection and detection system.

power Provide outlets per code.

lighting Provide 50 ft. candles fluorescent energy efficient light fixtures.

communications CCTV:  None required.
CATV/Internal Video:  None required.
PA/Audio:  Provide a speaker.
Telephone:  Provide communication outlets.
Data:  Provide data outlets to support required equipment.
Security:  None required.

casework None required.

furnishings Provide a large office desk, office chair, credenza, storage cabinet, bookshelf, desk 
lamp, and two [2] additional side chairs.
Provide a separate informal seating area for four [4] persons;  upholstered sofa type 
seating with low side table, or upholstered chairs with table.

notes
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new police station program - space descriptions and needs

program category chief

space CHIEF'S CONFERENCE AND SITUATION ROOM

description Meeting room.

min. ceiling height 9 feet

finishes Walls:  Provide a low-maintenance, durable finish;  paint.
Floor:  Provide durable commercial carpeting with rubber base.
Ceiling:  Provide ACT ceiling.

hvac 68 F minimum and 78 F maximum.

plumbing None required.

fire protection Provide fire protection and detection system.

power Provide outlets per code.

lighting Provide 50 ft. candles fluorescent energy efficient light fixtures.

communications CCTV:  Required.
CATV/Internal Video:  Required.
PA/Audio:  Provide a speaker.
Telephone:  Provide communication outlets.
Data:  Provide data outlets to support required equipment.
Security:  None required.

casework None required.

furnishings Provide tables, chairs, credenza, white boards, and tack boards.

notes
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new police station program - space descriptions and needs

program category chief

space CHIEF'S RESTROOM AND SHOWER

description Support space for the chief.

min. ceiling height 8 feet

finishes Walls:  Provide full-height ceramic tile.
Floor:  Provide ceramic tile.
Ceiling:  Provide gypsum board ceiling;  paint.

hvac 68 F minimum and 78 F maximum.

plumbing Provide one [1] lavatory in countertop, one [1] water closet, one [1] shower, and one 
[1] floor drain.
Provide hat and cold water, and a sanitary drain to all fixtures.

fire protection Provide fire protection and detection system.

power Provide outlets per code.

lighting Provide 50 ft. candles fluorescent energy efficient light fixtures.

communications CCTV:  None required.
CATV/Internal Video:  None required.
PA/Audio:  Provide a speaker.
Telephone:  None required..
Data:  None required.
Security:  None required.

casework At the lavatory consider providing a piece of casework with a solid surfacing 
countertop with recessed lavatory, and storage under the countertop.

furnishings Provide residential toilet accessories;  mirror at sink, towel bar, and toilet paper 
dispenser.

notes
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new police station program - space descriptions and needs

program category mechanical and electrical

space COMMUNICATIONS AND SECURITY EQUIPMENT

description Space for building support systems.

min. ceiling height 8 feet

finishes Walls:  Provide a low-maintenance, durable finish;  paint.
Floor:  Provide low-maintenance sheet or tile vinyl flooring material with rubber base.
Ceiling:  Provide ACT ceiling.

hvac 68 F minimum and 78 F maximum;  provide independent HVAC system sized to 
provide cooling for 150% of BTU load.
Provide a separate HVAC unit and separate environmental controls.

plumbing None required.

fire protection Provide fire protection and detection system.

power Provide outlets per code.

lighting Provide 50 ft. candles fluorescent energy efficient light fixtures.

communications See SECTION 2 for a  short synopsis of typical needs related to the development of 
communications infrastructure, security systems, and surveillance systems.
CCTV:  None required.
CATV/Internal Video:  None required.
PA/Audio:  Provide a speaker.
Telephone:   Provide communication outlets.
Data:  Provide data outlets to support required equipment.
Security:  Security lock required.

casework None required.

furnishings Provide a cable management system including electronic rack enclosures for 
communications and security equipment.

notes
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new police station program - space descriptions and needs

program category communications

space COMMUNICATIONS EQUIPMENT ROOM

description Space for building support systems.

min. ceiling height 8 feet

finishes Walls:  Provide a low-maintenance, durable finish;  paint.
Floor:  Provide low-maintenance sheet or tile vinyl flooring material with rubber base.
Ceiling:  Provide gypsum board ceiling;  paint.

hvac 68 F minimum and 78 F maximum;  provide independent HVAC system sized to 
provide cooling for 150% of BTU load.
Provide a separate HVAC unit and separate environmental controls.

plumbing None required.

fire protection Provide fire protection and detection system.

power Provide outlets per code.

lighting Provide 50 ft. candles fluorescent energy efficient light fixtures.

communications See SECTION 2 for a  short synopsis of typical needs related to the development of 
communications infrastructure.
CCTV:  None required.
CATV/Internal Video:  None required.
PA/Audio:  Provide a speaker.
Telephone:  Provide communication outlets.
Data:  Provide data outlets to support required equipment.
Security:  Security lock required.

casework None required.

furnishings Provide a cable management system including electronic rack enclosures for 
communications and security equipment.

notes
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new police station program - space descriptions and needs

program category patrol

space COMMUNICATIONS EQUIPMENT STORAGE [RADIOS]

description Space for storing radios.

min. ceiling height 8 feet

finishes Walls:  Provide a low-maintenance, durable finish;  paint.
Floor:  Provide low-maintenance sheet or tile vinyl flooring material with rubber base.
Ceiling:  Provide gypsum board ceiling;  paint.

hvac Ventilation as required.

plumbing None required.

fire protection Provide fire protection and detection system.

power Provide outlets per code.

lighting Provide 50 ft. candles fluorescent energy efficient light fixtures.

communications CCTV:  None required.
CATV/Internal Video:  None required.
PA/Audio:  None required.
Telephone:  None required
Data:  None required.
Security:  Security lock required.

casework None required.

furnishings Provide custom shelving.

notes
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new police station program - space descriptions and needs

program category communications

space COMMUNICATIONS SUPERVISOR

description Typical larger workstation.

min. ceiling height 8 feet

finishes Walls:  not applicable
Floor:  Provide durable commercial carpeting with rubber base.
Ceiling:  Provide ACT ceiling.

hvac 68 F minimum and 78 F maximum.

plumbing None required.

fire protection Provide fire protection and detection system.

power Provide power to workstation.

lighting Provide 50 ft. candles fluorescent energy efficient light fixtures.

communications CCTV:  None required.
CATV/Internal Video:  None required.
PA/Audio:  None required
Telephone:  Provide communications outlets.
Data:  Provide data outlets to support required equipment.
Security:  None required.

casework None required.

furnishings Provide workstation.

notes
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new police station program - space descriptions and needs

program category community services

space COMMUNITY SUPPORT FILE STORAGE

description Storage space.

min. ceiling height 8 feet

finishes Walls:  Provide a low-maintenance, durable finish;  paint.
Floor:  Provide low-maintenance sheet or tile vinyl flooring material with rubber base.
Ceiling:  Provide gypsum board ceiling;  paint.

hvac 68 F minimum and 78 F maximum.

plumbing None required.

fire protection Provide fire protection and detection system.

power Provide outlets per code.

lighting Provide 50 ft. candles fluorescent energy efficient light fixtures.

communications CCTV:  None required.
CATV/Internal Video:  None required.
PA/Audio:  Provide a speaker.
Telephone:  None required.
Data:  None required.
Security:  None required.

casework None required.

furnishings Provide file cabinets and shelving.

notes
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new police station program - space descriptions and needs

program category mechanical and electrical

space COMPUTER NETWORKING EQUIPMENT

description Space for building computer equipment;  rack mounted.

min. ceiling height 8 feet

finishes Walls:  Provide a low-maintenance, durable finish;  paint.
Floor:  Provide low-maintenance sheet or tile vinyl flooring material with rubber base.
Ceiling:  Provide gypsum board ceiling;  paint.

hvac 68 F minimum and 78 F maximum;  provide independent HVAC system sized to 
provide cooling for 150% of BTU load.
Provide a separate HVAC unit and separate environmental controls.

plumbing None required.

fire protection Provide fire protection and detection system.

power Provide outlets per code.

lighting Provide 50 ft. candles fluorescent energy efficient light fixtures.

communications See SECTION 2 for a  short synopsis of typical needs related to the development of 
technology infrastructure.
CCTV:  None required.
CATV/Internal Video:  None required.
PA/Audio:  Provide a speaker.
Telephone:  Provide communications outlets.
Data:  Provide data outlets to support required equipment.
Security:  Security lock required.

casework None required.

furnishings Provide a cable management system including electronic rack enclosures for 
computer and data storage equipment.

notes
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new police station program - space descriptions and needs

program category shared

space COPY AND PRINT ROOM

description Use workstation components.

min. ceiling height 8 feet

finishes Walls:  not applicable
Floor:  Provide durable commercial carpeting with rubber base.
Ceiling:  Provide ACT ceiling.

hvac 68 F minimum and 78 F maximum.

plumbing None required.

fire protection Provide fire protection and detection system.

power Provide power to workstation.

lighting Provide 50 ft. candles fluorescent energy efficient light fixtures.

communications CCTV:  None required.
CATV/Internal Video:  None required.
PA/Audio:  None required
Telephone:  Provide communications outlets.
Data:  Provide data outlets to support required equipment.
Security:  None required.

casework None required.

furnishings Provide workstation.

notes
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new police station program - space descriptions and needs

program category investigation

space CRIME ANALYST

description Typical office.

min. ceiling height 8 feet

finishes Walls:  Provide a low-maintenance, durable finish;  paint.
Floor:  Provide durable commercial carpeting with rubber base.
Ceiling:  Provide ACT ceiling.

hvac 68 F minimum and 78 F maximum.

plumbing None required.

fire protection Provide fire protection and detection system.

power Provide outlets per code.

lighting Provide 50 ft. candles fluorescent energy efficient light fixtures.

communications CCTV:  None required.
CATV/Internal Video:  None required.
PA/Audio:  Provide a speaker.
Telephone:  Provide communication outlets.
Data:  Provide data outlets to support required equipment.
Security:  None required.

casework None required.

furnishings Provide office desk, office chair, file cabinet, bookshelf, desk lamp, and one [1] 
additional side chair.

notes
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new police station program - space descriptions and needs

program category investigation

space CRIME LABORATORY MANAGER

description Manager's office.

min. ceiling height 8 feet

finishes Walls:  Provide a low-maintenance, durable finish;  paint.
Floor:  Provide durable commercial carpeting with rubber base.
Ceiling:  Provide ACT ceiling.

hvac 68 F minimum and 78 F maximum.

plumbing None required.

fire protection Provide fire protection and detection system.

power Provide outlets per code.

lighting Provide 50 ft. candles fluorescent energy efficient light fixtures.

communications CCTV:  None required.
CATV/Internal Video:  None required.
PA/Audio:  Provide a speaker.
Telephone:  Provide communication outlets.
Data:  Provide data outlets to support required equipment.
Security:  None required.

casework None required.

furnishings Provide office desk, office chair, file cabinet, bookshelf, desk lamp, and two [2] 
additional side chairs.

notes
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new police station program - space descriptions and needs

program category community services

space CRIME PREVENTION/DARE OFFICER

description Typical workstation.

min. ceiling height 8 feet

finishes Walls:  not applicable
Floor:  Provide durable commercial carpeting with rubber base.
Ceiling:  Provide ACT ceiling.

hvac 68 F minimum and 78 F maximum.

plumbing None required.

fire protection Provide fire protection and detection system.

power Provide power to workstation.

lighting Provide 50 ft. candles fluorescent energy efficient light fixtures.

communications CCTV:  None required.
CATV/Internal Video:  None required.
PA/Audio:  None required
Telephone:  Provide communications outlets.
Data:  Provide data outlets to support required equipment.
Security:  None required.

casework None required.

furnishings Provide workstation.

notes
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new police station program - space descriptions and needs

program category chief

space DEPUTY CHIEF ADMINISTRATIVE SERVICES

description Manager's office.

min. ceiling height 8 feet

finishes Walls:  Provide a low-maintenance, durable finish;  paint.
Floor:  Provide durable commercial carpeting with rubber base.
Ceiling:  Provide ACT ceiling.

hvac 68 F minimum and 78 F maximum.

plumbing None required.

fire protection Provide fire protection and detection system.

power Provide outlets per code.

lighting Provide 50 ft. candles fluorescent energy efficient light fixtures.

communications CCTV:  None required.
CATV/Internal Video:  None required.
PA/Audio:  Provide a speaker.
Telephone:  Provide communication outlets.
Data:  Provide data outlets to support required equipment.
Security:  None required.

casework None required.

furnishings Provide office desk, office chair, credenza, file cabinet, bookshelf, desk lamp, and two 
[2] additional side chairs.

notes
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new police station program - space descriptions and needs

program category chief

space DEPUTY CHIEF INVESTIGATIONS

description Manager's office.

min. ceiling height 8 feet

finishes Walls:  Provide a low-maintenance, durable finish;  paint.
Floor:  Provide durable commercial carpeting with rubber base.
Ceiling:  Provide ACT ceiling.

hvac 68 F minimum and 78 F maximum.

plumbing None required.

fire protection Provide fire protection and detection system.

power Provide outlets per code.

lighting Provide 50 ft. candles fluorescent energy efficient light fixtures.

communications CCTV:  None required.
CATV/Internal Video:  None required.
PA/Audio:  Provide a speaker.
Telephone:  Provide communication outlets.
Data:  Provide data outlets to support required equipment.
Security:  None required.

casework None required.

furnishings Provide office desk, office chair, credenza, file cabinet, bookshelf, desk lamp, and two 
[2] additional side chairs.

notes
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new police station program - space descriptions and needs

program category chief

space DEPUTY CHIEF OPERATIONS

description Manager's office.

min. ceiling height 8 feet

finishes Walls:  Provide a low-maintenance, durable finish;  paint.
Floor:  Provide durable commercial carpeting with rubber base.
Ceiling:  Provide ACT ceiling.

hvac 68 F minimum and 78 F maximum.

plumbing None required.

fire protection Provide fire protection and detection system.

power Provide outlets per code.

lighting Provide 50 ft. candles fluorescent energy efficient light fixtures.

communications CCTV:  None required.
CATV/Internal Video:  None required.
PA/Audio:  Provide a speaker.
Telephone:  Provide communication outlets.
Data:  Provide data outlets to support required equipment.
Security:  None required.

casework None required.

furnishings Provide office desk, office chair, credenza, file cabinet, bookshelf, desk lamp, and two 
[2] additional side chairs.

notes
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new police station program - space descriptions and needs

program category investigation

space DETECTIVE 1

description Typical office.

min. ceiling height 8 feet

finishes Walls:  Provide a low-maintenance, durable finish;  paint.
Floor:  Provide durable commercial carpeting with rubber base.
Ceiling:  Provide ACT ceiling.

hvac 68 F minimum and 78 F maximum.

plumbing None required.

fire protection Provide fire protection and detection system.

power Provide outlets per code.

lighting Provide 50 ft. candles fluorescent energy efficient light fixtures.

communications CCTV:  None required.
CATV/Internal Video:  None required.
PA/Audio:  Provide a speaker.
Telephone:  Provide communication outlets.
Data:  Provide data outlets to support required equipment.
Security:  None required.

casework None required.

furnishings Provide office desk, office chair, file cabinet, bookshelf, desk lamp, and one [1] 
additional side chair.

notes
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new police station program - space descriptions and needs

program category investigation

space DETECTIVE 2 - JUVENILE

description Typical office.

min. ceiling height 8 feet

finishes Walls:  Provide a low-maintenance, durable finish;  paint.
Floor:  Provide durable commercial carpeting with rubber base.
Ceiling:  Provide ACT ceiling.

hvac 68 F minimum and 78 F maximum.

plumbing None required.

fire protection Provide fire protection and detection system.

power Provide outlets per code.

lighting Provide 50 ft. candles fluorescent energy efficient light fixtures.

communications CCTV:  None required.
CATV/Internal Video:  None required.
PA/Audio:  Provide a speaker.
Telephone:  Provide communication outlets.
Data:  Provide data outlets to support required equipment.
Security:  None required.

casework None required.

furnishings Provide office desk, office chair, file cabinet, bookshelf, desk lamp, and one [1] 
additional side chair.

notes
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new police station program - space descriptions and needs

program category communications

space DISPATCH RESTROOM

description Restroom associated with 911/Dispatch.

min. ceiling height 8 feet

finishes Walls:  Provide full-height ceramic tile.
Floor:  Provide ceramic tile.
Ceiling:  Provide gypsum board ceiling;  paint.

hvac 68 F minimum and 78 F maximum.

plumbing Provide one [1] lavatory in countertop, and one [1] water closet, and one [1] floor drain.
Provide hat and cold water, and a sanitary drain to all fixtures.

fire protection Provide fire protection and detection system.

power Provide outlets per code.

lighting Provide 50 ft. candles fluorescent energy efficient light fixtures.

communications CCTV:  None required.
CATV/Internal Video:  None required.
PA/Audio:  Provide a speaker.
Telephone:  None required.
Data:  None required.
Security:  None required.

casework

furnishings Provide toilet room accessories;  grab bars, towel bars, soap dispensers, paper towel 
dispensers, toilet tissue dispensers, mirrors, clothing/robe hooks, and waste disposal 
units.

notes
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new police station program - space descriptions and needs

program category mechanical and electrical

space ELECTRICAL ROOM

description Room for eletrical distribtion equipment.

min. ceiling height 8 feet

finishes Walls:  Provide a low-maintenance, durable finish;  paint.
Floor:  Provide low-maintenance sheet or tile vinyl flooring material with rubber base.
Ceiling:   Provide gypsum board ceiling;  paint.

hvac Ventilation as required.

plumbing None required.

fire protection Provide fire protection and detection system.

power Provide outlets per code.

lighting Provide 30 ft. candles fluorescent energy efficient light fixtures.

communications CCTV:  None required.
CATV/Internal Video:  None required.
PA/Audio:  None required.
Telephone:  None required
Data:  None required.
Security:  None required.

casework None required.

furnishings None required.

notes
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new police station program - space descriptions and needs

program category EOC

space EMERGENCY OPERATIONS CENTER [EOC]

description The EOC is the space where the City of Soledad staff assemble during an emergency 
to coordinate response and recovery actions and resources.  The EOC should serve 
as an effective and efficient facility for coordinating emergency response efforts. In 
addition the space can be used for training, meetings and other uses.

min. ceiling height 9 feet

finishes Walls:  Provide a low-maintenance, durable finish;  paint.  Consider fabric covered 
panels to soften the appearance of the space and improve acoustics.
Floor:  Provide durable commercial carpeting with rubber base.
Ceiling:  Provide ACT ceiling.

hvac 68 F minimum and 78 F maximum.

plumbing Provide hot and cold water, and a sanitary drain to a compact kitchen.

fire protection Provide fire protection and detection system.

power Provide outlets per code.  Provide a separate redundant UPS system for this space 
that serves all systems.

lighting Provide 50 ft. candles fluorescent energy efficient light fixtures.

communications See SECTION 2 for a  short synopsis of typical needs related to the development of 
technology infrastructure, communications infrastructure, security systems, and 
surveillance systems.
CCTV:  Required;  provide a closed circuit video camera system to monitor the all 
building entrances, holding cells, lobby, exterior security gates, and building and site 
exteriors.
CATV/Internal Video:  Required.
PA/Audio:  Provide as part of A/V system.
Telephone:  Provide communications outlets.
Data:  Required.
Security:  [to be determined]
Radio:  Required.

casework Option #1:  Provide an operations table with outlets for power, communications 
outlets, and outlets for data systems.
Option #2:  Provide fold-down workstations at the perimeter walls with outlets for 
power, communications outlets, and outlets for data systems.
Option #3:  Provide a custom raceway at the perimeter walls with outlets for power, 
communications outlets, and outlets for data systems.  [Furniture would be modular 
and suitable for training and meetings.]

furnishings Provide a display, either large screen with an overhead projector, or large video flat 
screen monitor. The display shall be interconnected to the following:  CCTV system, 
CATV, data network, and A/V system.
Provide additional displays as required by the operational plan.
Provide a compact kitchen in a recess with a folding door to screen the compact 
kitchen when it is not in use.  The compact kitchen shall have a solid surface 
countertop, 2 electric burners, sink, compact refrigerator, small dishwasher, 
microwave oven, counter with under counter draws, and overhead cabinets.

notes
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new police station program - space descriptions and needs

program category EOC

space EOC COMMUNICATIONS AND EQUIPMENT STORAGE

description Storage closet.

min. ceiling height 8 feet

finishes Walls:  Provide a low-maintenance, durable finish;  paint.
Floor:  Provide low-maintenance sheet or tile vinyl flooring material with rubber base.
Ceiling:   Provide gypsum board ceiling;  paint.

hvac Ventilation as required.

plumbing None required.

fire protection Provide fire protection and detection system.

power Provide outlets per code.

lighting Provide 30 ft. candles fluorescent energy efficient light fixtures.

communications CCTV:  None required.
CATV/Internal Video:  None required.
PA/Audio:  None required.
Telephone:  None required.
Data:    None required.
Security:  None required.

casework None required.

furnishings Provide a cable management system including electronic rack enclosures for 
communications, and computer and data storage equipment, and A/V systems.

notes
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new police station program - space descriptions and needs

program category EOC

space EOC STORAGE

description Storage closet.

min. ceiling height 8 feet

finishes Walls:  Provide a low-maintenance, durable finish;  paint.
Floor:  Provide low-maintenance sheet or tile vinyl flooring material with rubber base.
Ceiling:   Provide gypsum board ceiling;  paint.

hvac Ventilation as required.

plumbing None required.

fire protection Provide fire protection and detection system.

power Provide outlets per code.

lighting Provide 30 ft. candles fluorescent energy efficient light fixtures.

communications CCTV:  None required.
CATV/Internal Video:  None required.
PA/Audio:  None required.
Telephone:  None required.
Data:    None required.
Security:  None required.

casework None required.

furnishings None required.

notes
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new police station program - space descriptions and needs

program category evidence

space EVIDENCE LOCKERS

description Lockers for securing evidence.

min. ceiling height 8 feet

finishes Walls:  Provide a low-maintenance, durable finish;  paint.
Floor:  Provide low-maintenance sheet or tile vinyl flooring material with rubber base.
Ceiling:   Provide gypsum board ceiling;  paint.

hvac Not applicable.

plumbing None required.

fire protection Provide fire protection and detection system.

power Provide outlets per code.
Provide two [2] outlets at each locker.

lighting Provide 30 ft. candles fluorescent energy efficient light fixtures.

communications CCTV:  None required.
CATV/Internal Video:  None required.
PA/Audio:  Provide a speaker.
Telephone:  None required.
Data:  None required.
Security:  Not applicable.

casework None required.

furnishings Provide evidence lockers;  lockers shall be keyless type.  [The evidence shall be 
deposited into a free unlocked compartment. Once the door is closed and the pin is 
pushed, the evidence is automatically locked for processing. Evidence is accessed 
through a secured rear door.]

notes
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new police station program - space descriptions and needs

program category investigation

space EVIDENCE MANAGER

description Typical larger office.

min. ceiling height 8 feet

finishes Walls:  Provide a low-maintenance, durable finish;  paint.
Floor:  Provide durable commercial carpeting with rubber base.
Ceiling:  Provide ACT ceiling.

hvac 68 F minimum and 78 F maximum.

plumbing None required.

fire protection Provide fire protection and detection system.

power Provide outlets per code.

lighting Provide 50 ft. candles fluorescent energy efficient light fixtures.

communications CCTV:  None required.
CATV/Internal Video:  None required.
PA/Audio:  Provide a speaker.
Telephone:  Provide communication outlets.
Data:  Provide data outlets to support required equipment.
Security:  None required.

casework None required.

furnishings Provide office desk, office chair, file cabinet, bookshelf, desk lamp, and two [2] 
additional side chairs.

notes
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new police station program - space descriptions and needs

program category evidence

space EVIDENCE STORAGE ROOM

description Secure room for storing evidence.

min. ceiling height 10 feet.

finishes Walls:  Provide a low-maintenance, durable finish;  paint.  Walls shall be minimum 
security walls.
Floor:  Sealed concrete.
Ceiling:  Provide a low-maintenance, durable finish;  paint.  Ceilings shall be minimum 
security.

hvac 68 F minimum and 78 F maximum.

plumbing None required.

fire protection Provide fire protection and detection system.

power Provide outlets per code.

lighting Provide 30 ft. candles fluorescent energy efficient light fixtures.

communications CCTV:  None required.
CATV/Internal Video:  None required.
PA/Audio:  Provide a speaker.
Telephone:  Provide communication outlets.
Data:  Provide data outlets to support required equipment.
Security:  This area shall be secured using  a combination of minimum security 
partitions, electronic security access locks, and video surveillance.

casework None required.

furnishings Provide shelving [and rack enclosures if a separate custom storage system is used].

notes
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new police station program - space descriptions and needs

program category chief

space EXECUTIVE ASSISTANT TO CHIEF

description Typical larger workstation.

min. ceiling height 8 feet

finishes Walls:  not applicable
Floor:  Provide durable commercial carpeting with rubber base.
Ceiling:  Provide ACT ceiling.

hvac 68 F minimum and 78 F maximum.

plumbing None required.

fire protection Provide fire protection and detection system.

power Provide power to workstation.

lighting Provide 50 ft. candles fluorescent energy efficient light fixtures.

communications CCTV:  None required.
CATV/Internal Video:  None required.
PA/Audio:  None required
Telephone:  Provide communications outlets.
Data:  Provide data outlets to support required equipment.
Security:  None required.

casework None required.

furnishings Provide workstation.

notes
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new police station program - space descriptions and needs

program category public access area

space FAMILY CONFERENCE ROOM

description Used for informal meetings to resolve disputes or misunderstandings, and as a 
general meeting space.  The setting should be comfortable and soft, and should 
encourage informal discussion.

min. ceiling height 8 feet

finishes Walls:  Provide a low-maintenance, durable finish;  paint.  Consider fabric covered 
panels to soften the appearance of the space and improve acoustics.
Floor:  Provide durable commercial carpeting with rubber base.
Ceiling:  Provide ACT ceiling.

hvac 68 F minimum and 78 F maximum.

plumbing None required.

fire protection Provide fire protection and detection system.

power Provide outlets per code.

lighting Provide 50 ft. candles fluorescent energy efficient light fixtures.

communications CCTV:  None required.
CATV/Internal Video:  None required.
PA/Audio:  Provide a speaker.
Telephone;  Provide communications outlets.
Data:  Provide data outlets.
Security:  None required.

casework None required.

furnishings Provide a large circular table and comfortable chairs.

notes
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new police station program - space descriptions and needs

program category public access area

space FINGER PRINTING

description Typical workstation.

min. ceiling height 8 feet

finishes Walls:  not applicable
Floor:  Provide durable commercial carpeting with rubber base.
Ceiling:  Provide ACT ceiling.

hvac 68 F minimum and 78 F maximum.

plumbing None required.

fire protection Provide fire protection and detection system.

power Provide power to workstation.

lighting Provide 50 ft. candles fluorescent energy efficient light fixtures.

communications CCTV:  None required.
CATV/Internal Video:  None required.
PA/Audio:  None required
Telephone:  Provide communications outlet.
Data:  Provide data outlet to support equipment.
Security:  None required.

casework None required.

furnishings Provide workstation.

notes
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new police station program - space descriptions and needs

program category investigation

space FIREARMS AND NARCOTICS STORAGE

description

min. ceiling height 8 feet

finishes Walls:  Provide a low-maintenance, durable finish;  paint.
Floor:  Provide low-maintenance sheet or tile vinyl flooring material with rubber base.
Ceiling:   Provide gypsum board ceiling;  paint.

hvac 68 F minimum and 78 F maximum.

plumbing None required.

fire protection Provide fire protection and detection system.

power Provide outlets per code.

lighting Provide 30 ft. candles fluorescent energy efficient light fixtures.

communications CCTV:  None required.
CATV/Internal Video:  None required.
PA/Audio:  Provide a speaker.
Telephone:  None required
Data:  None required.
Security:  Security lock required.

casework

furnishings

notes
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new police station program - space descriptions and needs

program category patrol

space FIREARMS STORAGE [ARMORY]

description Storage for firearms and ammunition.

min. ceiling height 8 feet

finishes Walls:  Provide a low-maintenance, durable finish;  paint.  Walls shall be minimum 
security walls.
Floor:  Provide low-maintenance sheet or tile vinyl flooring material with rubber base.
Ceiling:  Provide a low-maintenance, durable finish;  paint.  Ceilings shall be minimum 
security.

hvac 68 F minimum and 78 F maximum.

plumbing None required.

fire protection Provide fire protection and detection system.

power Provide outlets per code.

lighting Provide 30 ft. candles fluorescent energy efficient light fixtures.

communications CCTV:  None required.
CATV/Internal Video:  None required.
PA/Audio:  None required.
Telephone:  None required.
Data:  None required.
Security:  Security lock required.

casework None required.

furnishings Provide weapons security storage system;  weapon racks.

notes
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new police station program - space descriptions and needs

program category common facilities

space FITNESS ROOM

description The fitness room promotes health and physical fitness of police department personnel. 
The fitness room should accommodate the latest in fitness machines, as well as more 
traditional equipment.

min. ceiling height 8 feet

finishes Walls:  Provide a low-maintenance, durable finish;  paint.  Provide full height mirror 
with chair/exercise rail on one wall.
Floor:  Provide indoor resilient multipurpose surfacing;  Taraflex Sport M Plus as 
manufactured by Gerflor or equal.
Ceiling:  Provide ACT ceiling.

hvac 68 F minimum and 78 F maximum.

plumbing None required.

fire protection Provide fire protection and detection system.

power Provide outlets per code and as required by equipment.
Provide wall or floor outlets to accommodate fitness machines such as treadmills, 
bikes, and stair-step machines.  Provide 208V or 220V power for fitness equipment.

lighting Provide 50 ft. candles fluorescent energy efficient light fixtures.

communications CCTV:  Required.
CATV/Internal Video:  None required.
PA/Audio:  Provide a speaker.
Telephone:  None required.
Data:   None required.
Security:  None required.

casework None required

furnishings Provide fitness machines;  treadmill, stationary bicycle, elliptical machine, weights, and 
mats.
Provide two [2] wall-mounted televisions.

notes
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new police station program - space descriptions and needs

program category community services

space GANG UNIT OFFICER

description Typical workstation.

min. ceiling height 8 feet

finishes Walls:  not applicable
Floor:  Provide durable commercial carpeting with rubber base.
Ceiling:  Provide ACT ceiling.

hvac 68 F minimum and 78 F maximum.

plumbing None required.

fire protection Provide fire protection and detection system.

power Provide power to workstation.

lighting Provide 50 ft. candles fluorescent energy efficient light fixtures.

communications CCTV:  None required.
CATV/Internal Video:  None required.
PA/Audio:  None required
Telephone:  Provide communications outlets.
Data:  Provide data outlets to support required equipment.
Security:  None required.

casework None required.

furnishings Provide workstation.

notes
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new police station program - space descriptions and needs

program category common facilities

space GENERAL STORAGE

description Storage space.

min. ceiling height 8 feet

finishes Walls:  Provide a low-maintenance, durable finish;  paint.
Floor:  Provide low-maintenance sheet or tile vinyl flooring material with rubber base.
Ceiling:   Provide gypsum board ceiling;  paint.

hvac 68 F minimum and 78 F maximum.

plumbing None required.

fire protection Provide fire protection and detection system.

power Provide outlets per code.

lighting Provide 50 ft. candles fluorescent energy efficient light fixtures.

communications CCTV:  None required.
CATV/Internal Video:  None required.
PA/Audio:  Provide a speaker.
Telephone:  None required.
Data:  None required.
Security:  None required.

casework None required.

furnishings Provide modular shelving.

notes
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new police station program - space descriptions and needs

program category investigation

space HARD INTERROGATION ROOM 1

description Room for interrogating suspects, or for discussion of disputes in a formal atmosphere.

min. ceiling height 8 feet

finishes Walls:  Provide a low-maintenance, durable finish;  paint.
Floor:  Provide low-maintenance sheet or tile vinyl flooring material with rubber base.
Ceiling:   Provide ACT ceiling.

hvac 68 F minimum and 78 F maximum.

plumbing None required.

fire protection Provide fire protection and detection system.

power Provide outlets per code.

lighting Provide 50 ft. candles fluorescent energy efficient light fixtures.

communications See SECTION 2 for a  short synopsis of typical needs related to the development of 
surveillance systems.
CCTV:  Required;  provide a closed circuit video camera system to monitor 
interrogations.  The video camera and audio recorder shall be unobtrusively mounted 
so as not to be visible or noticeable.
CATV/Internal Video:  None required.
PA/Audio:  Provide a speaker.
Telephone:  Provide communications outlets.
Data:  Provide data outlets.
Security:  Provide a duress button.

casework None required.

furnishings Provide circular table [or desk] and chairs.

notes
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new police station program - space descriptions and needs

program category investigation

space HARD INTERROGATION ROOM 2

description Room for interrogating suspects, or for discussion of disputes in a formal atmosphere.

min. ceiling height 8 feet

finishes Walls:  Provide a low-maintenance, durable finish;  paint.
Floor:  Provide low-maintenance sheet or tile vinyl flooring material with rubber base.
Ceiling:   Provide ACT ceiling.

hvac 68 F minimum and 78 F maximum.

plumbing None required.

fire protection Provide fire protection and detection system.

power Provide outlets per code.

lighting Provide 50 ft. candles fluorescent energy efficient light fixtures.

communications See SECTION 2 for a  short synopsis of typical needs related to the development of 
surveillance systems.
CCTV:  Required;  provide a closed circuit video camera system to monitor 
interrogations.  The video camera and audio recorder shall be unobtrusively mounted 
so as not to be visible or noticeable.
CATV/Internal Video:  None required.
PA/Audio:  Provide a speaker.
Telephone:  Provide communications outlets.
Data:  Provide data outlets.
Security:  Provide a duress button.

casework None required.

furnishings Provide circular table [or desk] and chairs.

notes
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new police station program - space descriptions and needs

program category detention

space HOLDING CELL - 1

description Space for persons being detained.

min. ceiling height 8 feet

finishes Walls:  Provide a low-maintenance, durable finish;  epoxy paint.  Walls shall be 
minimum security walls.
Floor:  Provide a seamless epoxy resin flooring system that combines superior 
strength and durability with an attractive, easy to clean.
Ceiling:  Provide a low-maintenance, durable finish;  epoxy paint.  Ceilings shall be 
minimum security.

hvac 68 F minimum and 78 F maximum.

plumbing Provide a prison/security type stainless steel combination wash basin/toilet fixture.

fire protection Provide fire protection and detection system.  Devices shall be recessed with cover 
plates in the same plane as the ceiling;  to be confirmed with governing jurisdiction.

power None required.

lighting Provide 20 ft. candles fluorescent energy efficient light fixture.  Light fixture shall be 
recessed with flat lens in the same plane as the ceiling.

communications See SECTION 2 for a  short synopsis of typical needs related to the development of 
security systems, and surveillance systems.
CCTV:  None required.
CATV/Internal Video:    Required;  provide a closed circuit video camera system to 
monitor persons being detained.  The video camera shall be unobtrusively mounted so 
as not to be visible or noticeable, shall not protrude from the walls or ceiling with a lens
in the same plane as the finished surface, and shall produce a live video image at the 
911 Communications and Dispatch Console.
PA/Audio:  None required.
Telephone:  None required.
Data:  None required.
Security:  Provide an electric lock that is controlled from the 911 Communications and 
Dispatch Console.  Also provide a local means of overriding the remote controlled 
electric lock in case of an emergency.  The electric lock shall be connected to the 
UPS, and in case of power loss shall default to OPEN.

casework None required.

furnishings None required.

notes
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new police station program - space descriptions and needs

program category detention

space HOLDING CELL - 2

description Space for persons being detained.

min. ceiling height 8 feet

finishes Walls:  Provide a low-maintenance, durable finish;  epoxy paint.  Walls shall be 
minimum security walls.
Floor:  Provide a seamless epoxy resin flooring system that combines superior 
strength and durability with an attractive, easy to clean.
Ceiling:  Provide a low-maintenance, durable finish;  epoxy paint.  Ceilings shall be 
minimum security.

hvac 68 F minimum and 78 F maximum.

plumbing Provide a prison/security type stainless steel combination wash basin/toilet fixture.

fire protection Provide fire protection and detection system.  Devices shall be recessed with cover 
plates in the same plane as the ceiling;  to be confirmed with governing jurisdiction.

power None required.

lighting Provide 20 ft. candles fluorescent energy efficient light fixture.  Light fixture shall be 
recessed with flat lens in the same plane as the ceiling.

communications See SECTION 2 for a  short synopsis of typical needs related to the development of 
security systems, and surveillance systems.
CCTV:  None required.
CATV/Internal Video:    Required;  provide a closed circuit video camera system to 
monitor persons being detained.  The video camera shall be unobtrusively mounted so 
as not to be visible or noticeable, shall not protrude from the walls or ceiling with a lens
in the same plane as the finished surface, and shall produce a live video image at the 
911 Communications and Dispatch Console.
PA/Audio:  None required.
Telephone:  None required.
Data:  None required.
Security:  Provide an electric lock that is controlled from the 911 Communications and 
Dispatch Console.  Also provide a local means of overriding the remote controlled 
electric lock in case of an emergency.  The electric lock shall be connected to the 
UPS, and in case of power loss shall default to OPEN.

casework None required.

furnishings None required.

notes
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new police station program - space descriptions and needs

program category detention

space HOLDING CELL - 3

description Space for persons being detained.

min. ceiling height 8 feet

finishes Walls:  Provide a low-maintenance, durable finish;  epoxy paint.  Walls shall be 
minimum security walls.
Floor:  Provide a seamless epoxy resin flooring system that combines superior 
strength and durability with an attractive, easy to clean.
Ceiling:  Provide a low-maintenance, durable finish;  epoxy paint.  Ceilings shall be 
minimum security.

hvac 68 F minimum and 78 F maximum.

plumbing Provide a prison/security type stainless steel combination wash basin/toilet fixture.

fire protection Provide fire protection and detection system.  Devices shall be recessed with cover 
plates in the same plane as the ceiling;  to be confirmed with governing jurisdiction.

power None required.

lighting Provide 20 ft. candles fluorescent energy efficient light fixture.  Light fixture shall be 
recessed with flat lens in the same plane as the ceiling.

communications See SECTION 2 for a  short synopsis of typical needs related to the development of 
security systems, and surveillance systems.
CCTV:  None required.
CATV/Internal Video:    Required;  provide a closed circuit video camera system to 
monitor persons being detained.  The video camera shall be unobtrusively mounted so 
as not to be visible or noticeable, shall not protrude from the walls or ceiling with a lens
in the same plane as the finished surface, and shall produce a live video image at the 
911 Communications and Dispatch Console.
PA/Audio:  None required.
Telephone:  None required.
Data:  None required.
Security:  Provide an electric lock that is controlled from the 911 Communications and 
Dispatch Console.  Also provide a local means of overriding the remote controlled 
electric lock in case of an emergency.  The electric lock shall be connected to the 
UPS, and in case of power loss shall default to OPEN.

casework None required.

furnishings None required.

notes
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new police station program - space descriptions and needs

program category detention

space HOLDING CELL - 4

description Space for persons being detained.

min. ceiling height 8 feet

finishes Walls:  Provide a low-maintenance, durable finish;  epoxy paint.  Walls shall be 
minimum security walls.
Floor:  Provide a seamless epoxy resin flooring system that combines superior 
strength and durability with an attractive, easy to clean.
Ceiling:  Provide a low-maintenance, durable finish;  epoxy paint.  Ceilings shall be 
minimum security.

hvac 68 F minimum and 78 F maximum.

plumbing Provide a prison/security type stainless steel combination wash basin/toilet fixture.

fire protection Provide fire protection and detection system.  Devices shall be recessed with cover 
plates in the same plane as the ceiling;  to be confirmed with governing jurisdiction.

power None required.

lighting Provide 20 ft. candles fluorescent energy efficient light fixture.  Light fixture shall be 
recessed with flat lens in the same plane as the ceiling.

communications See SECTION 2 for a  short synopsis of typical needs related to the development of 
security systems, and surveillance systems.
CCTV:  None required.
CATV/Internal Video:    Required;  provide a closed circuit video camera system to 
monitor persons being detained.  The video camera shall be unobtrusively mounted so 
as not to be visible or noticeable, shall not protrude from the walls or ceiling with a lens
in the same plane as the finished surface, and shall produce a live video image at the 
911 Communications and Dispatch Console.
PA/Audio:  None required.
Telephone:  None required.
Data:  None required.
Security:  Provide an electric lock that is controlled from the 911 Communications and 
Dispatch Console.  Also provide a local means of overriding the remote controlled 
electric lock in case of an emergency.  The electric lock shall be connected to the 
UPS, and in case of power loss shall default to OPEN.

casework None required.

furnishings None required.

notes
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new police station program - space descriptions and needs

program category investigation

space INVESTIGATION CAPTAIN

description Typical larger office.

min. ceiling height 8 feet

finishes Walls:  Provide a low-maintenance, durable finish;  paint.
Floor:  Provide durable commercial carpeting with rubber base.
Ceiling:  Provide ACT ceiling.

hvac 68 F minimum and 78 F maximum.

plumbing None required.

fire protection Provide fire protection and detection system.

power Provide outlets per code.

lighting Provide 50 ft. candles fluorescent energy efficient light fixtures.

communications CCTV:  None required.
CATV/Internal Video:  None required.
PA/Audio:  Provide a speaker.
Telephone:  Provide communication outlets.
Data:  Provide data outlets to support required equipment.
Security:  None required.

casework None required.

furnishings Provide office desk, office chair, file cabinet, bookshelf, desk lamp, and two [2] 
additional side chairs.

notes
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new police station program - space descriptions and needs

program category investigation

space INVESTIGATION STAFF OFFICE AREA AND ADMINISTRATION

description Typical smaller workstations.

min. ceiling height 8 feet

finishes Walls:  not applicable
Floor:  Provide durable commercial carpeting with rubber base.
Ceiling:  Provide ACT ceiling.

hvac 68 F minimum and 78 F maximum.

plumbing None required.

fire protection Provide fire protection and detection system.

power Provide power to workstation.

lighting Provide 50 ft. candles fluorescent energy efficient light fixtures.

communications CCTV:  None required.
CATV/Internal Video:  None required.
PA/Audio:  None required
Telephone:  Provide communications outlets.
Data:  Provide data outlets to support required equipment.
Security:  None required.

casework None required.

furnishings Provide workstation.

notes
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new police station program - space descriptions and needs

program category administrative services

space IT MANAGER

description Typical larger workstation.

min. ceiling height 8 feet

finishes Walls:  not applicable
Floor:  Provide durable commercial carpeting with rubber base.
Ceiling:  Provide ACT ceiling.

hvac 68 F minimum and 78 F maximum.

plumbing None required.

fire protection Provide fire protection and detection system.

power Provide power to workstation.

lighting Provide 50 ft. candles fluorescent energy efficient light fixtures.

communications CCTV:  None required.
CATV/Internal Video:  None required.
PA/Audio:  None required
Telephone:  Provide communications outlets.
Data:  Provide data outlets to support required equipment.
Security:  None required.

casework None required.

furnishings Provide workstation.

notes
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new police station program - space descriptions and needs

program category support

space JANITOR

description Storage for janitorial supplies.

min. ceiling height 8 feet

finishes Walls:  Provide a low-maintenance, durable finish;  paint.
Floor:  Provide low-maintenance sheet or tile vinyl flooring material with rubber base.
Ceiling:   Provide gypsum board ceiling;  paint.

hvac Ventilation as required.

plumbing Provide foot-operated mop sink with mop hanging rack, and a floor drain.  Provide hot 
and cold water, and a sanitary drain.

fire protection Provide fire protection and detection system.

power Provide outlets per code.

lighting Provide 30 ft. candles fluorescent energy efficient light fixtures.

communications CCTV:  None required.
CATV/Internal Video:  None required.
PA/Audio:  None required
Telephone:  None required.
Data:  None required.
Security:  None required.

casework None required.

furnishings Provide storage shelving;  consider providing modular units.

notes
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new police station program - space descriptions and needs

program category investigation

space LABORATORY

description Laboratory for forensic analysis of evidence.

min. ceiling height 8 feet

finishes Walls:  Provide a low-maintenance, durable finish;  epoxy paint.
Floor:  Provide a seamless epoxy resin flooring system that combines superior 
strength and durability with an attractive, easy to clean.
Ceiling:  Provide a low-maintenance, durable finish;  epoxy paint.

hvac 68 F minimum and 78 F maximum.
Provide a laboratory fume hood with an exhaust system with a HEPA filter.

plumbing Provide laboratory sink and a floor drain.
Provide hat and cold water, and a sanitary drain to all fixtures.
Provide eyewash.

fire protection Provide fire protection and detection system.

power Provide outlets per code.

lighting Provide 80 ft. candles fluorescent energy efficient light fixtures.

communications CCTV:  None required.
CATV/Internal Video:  None required.
PA/Audio:  Provide a speaker.
Telephone:  Provide communication outlets.
Data:  Provide data outlets to support required equipment.
Security:  Provide electric lock.

casework Provide laboratory bench, and laboratory storage units.

furnishings Provide laboratory furnishings;  chair and table.

notes
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new police station program - space descriptions and needs

program category common facilities

space LUNCH ROOM AND KITCHENETTE

description Area equipped with light kitchen appliances for preparing light lunches and snacking.

min. ceiling height 8 feet

finishes Walls:  Provide a low-maintenance, durable finish;  paint.
Floor:  Provide durable commercial carpeting with rubber base.
Ceiling:  Provide ACT ceiling.

hvac 68 F minimum and 78 F maximum.

plumbing Provide kitchen sink, floor drains, and connections to appliances requiring hot or cold 
water or both.
Provide hat and cold water, and a sanitary drain to all fixtures and as required by 
appliances.

fire protection Provide fire protection and detection system.

power Provide outlets per code.

lighting Provide 30 ft. candles fluorescent energy efficient light fixtures.

communications CCTV:  None required.
CATV/Internal Video:  None required.
PA/Audio:  Provide a speaker.
Telephone:  None required.
Data:  None required.
Security:  None required.

casework Provide under counter and above counter cabinets;  plastic laminate finish all surfaces.
Provide solid surfacing countertop.

furnishings Provide heavy duty commercial grade appliances;  4 burner stove with one [1] oven, 
one [1] refrigerator, commercial dishwasher, microwave oven built into the above 
counter cabinets, and coffee/hot water service appliance.

notes
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new police station program - space descriptions and needs

program category common facilities

space LUNCH ROOM/ATRIUM

description Area for eating lunch and snacking.

min. ceiling height 8 feet

finishes Walls:  Provide a low-maintenance, durable finish;  paint.
Floor:  Provide durable commercial carpeting with rubber base.
Ceiling:  Provide ACT ceiling.

hvac 68 F minimum and 78 F maximum.

plumbing None required.

fire protection Provide fire protection and detection system.

power Provide outlets per code.

lighting Provide 30 ft. candles fluorescent energy efficient light fixtures.

communications CCTV:  None required.
CATV/Internal Video:  None required.
PA/Audio:  Provide a speaker.
Telephone:  None required.
Data:  None required.
Security:  None required.

casework None required.

furnishings Comfortable chairs, round tables, and trash receptacles.

notes
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new police station program - space descriptions and needs

program category mechanical and electrical

space MECHANICAL ROOM

description Space for mechanical equipment;  hot water heater.

min. ceiling height

finishes Walls:  Provide a low-maintenance, durable finish;  paint.
Floor:  Provide low-maintenance sheet or tile vinyl flooring material with rubber base.
Ceiling:  Provide ACT ceiling.

hvac Ventilation as required.

plumbing Provide  a floor drain and associated sanitary piping;  provide overflow piping from hot 
water heater pan to floor drain.

fire protection Provide fire protection and detection system.

power Provide outlets per code.

lighting Provide 30 ft. candles fluorescent energy efficient light fixtures.

communications CCTV:  None required.
CATV/Internal Video:  None required.
PA/Audio:  None required.
Telephone:  None required.
Data:  None required.
Security:  None required.

casework None required.

furnishings None required.

notes
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new police station program - space descriptions and needs

program category common facilities

space MENS LOCKER ROOM

description Storage space for personnel gear.

min. ceiling height 8 feet

finishes Walls:  Provide a low-maintenance, durable finish;  paint.
Floor:  Provide low-maintenance sheet or tile vinyl flooring material with rubber base.
Ceiling:  Provide ACT ceiling.

hvac 68 F minimum and 78 F maximum.

plumbing None required.

fire protection Provide fire protection and detection system.

power Provide outlets per code;  GFI

lighting Provide 50 ft. candles fluorescent energy efficient light fixtures.

communications CCTV:  None required.
CATV/Internal Video:  None required.
PA/Audio:  Provide a speaker.
Telephone:  None required.
Data:  None required.
Security:  None required.

casework None required.

furnishings Provide ventilated lockers, and benches.
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new police station program - space descriptions and needs

program category common facilities

space MENS RESTROOM AND SHOWER

description Toilet and shower facilities related to the fitness program.

min. ceiling height 8 feet

finishes Walls:  Provide full-height ceramic tile.
Floor:  Provide ceramic tile.
Ceiling:  Provide gypsum board ceiling;  paint.

hvac 68 F minimum and 78 F maximum.

plumbing Provide one [2] lavatories in countertop, one [1] urinal, two [2] water closets, two [2] 
showers, and floor drains.
Provide hat and cold water, and a sanitary drain to all fixtures.

fire protection Provide fire protection and detection system.

power Provide outlets per code  GFI.

lighting Provide 50 ft. candles fluorescent energy efficient light fixtures.

communications CCTV:  None required.
CATV/Internal Video:  None required.
PA/Audio:  Provide a speaker.
Telephone:  None required.
Data:  None required.
Security:  None required.

casework None required.

furnishings Provide solid phenolic core material with melamine surfaces;  toilet and urinal 
partitions.
Provide toilet room accessories;  grab bars, towel bars, soap dispensers, paper towel 
dispensers, toilet tissue dispensers, mirrors, clothing/robe hooks, and waste disposal 
units.
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new police station program - space descriptions and needs

program category public access area

space PUBLIC ENTRY AND LOBBY

description It serves as the entrance to the facility and gathering/waiting space for the visiting 
public.

min. ceiling height 8 feet

finishes Walls:   Provide a low-maintenance, durable finish;  paint.
Floor:  Provide ceramic or quarry tile.
Ceiling:  Provide gypsum board ceiling;  paint.

hvac 68 F minimum and 78 F maximum.

plumbing Provide a drinking fountain.  Provide cold water, and a sanitary drain..

fire protection Provide fire protection and detection system.

power Provide outlets per code.

lighting Provide 30 ft. candles fluorescent energy efficient light fixtures.

communications CCTV:  Required.
CATV/Internal Video:  None required;   consider providing a CATV for visitors waiting 
in a seating area.
PA/Audio:  Provide a speaker.
Telephone:  None required.
Data:  None required.
Security:  None required.

casework A built-in display cabinet should be considered;  consider providing a built-in lighted 
trophy display case with lockable glass doors.

furnishings Provide recessed entrance matt at entry, comfortable seating with side tables,
a magazine rack, and tack board.
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new police station program - space descriptions and needs

program category public access area

space PUBLIC RESTROOM [MENS]

description Restroom adjacent to lobby.

min. ceiling height 8 feet

finishes Walls:  Provide full-height ceramic tile.
Floor:  Provide ceramic tile.
Ceiling:  Provide gypsum board ceiling;  paint.

hvac 68 F minimum and 78 F maximum.

plumbing Provide one [1] lavatory in countertop, and one [1] water closet, and one [1] floor drain.
Provide hat and cold water, and a sanitary drain to all fixtures.

fire protection Provide fire protection and detection system.

power Provide outlets per code.

lighting Provide 50 ft. candles fluorescent energy efficient light fixtures.

communications CCTV:  None required.
CATV/Internal Video:  None required.
PA/Audio:  None required.
Telephone:  None required.
Data:  None required.
Security:  None required.

casework None required.

furnishings Provide toilet room accessories;  grab bars, towel bars, soap dispensers, paper towel 
dispensers, toilet tissue dispensers, mirrors, clothing/robe hooks, and waste disposal 
units.

notes
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new police station program - space descriptions and needs

program category common facilities

space PUBLIC RESTROOM [WOMENS]

description Restroom adjacent to lobby.

min. ceiling height 8 feet

finishes Walls:  Provide full-height ceramic tile.
Floor:  Provide ceramic tile.
Ceiling:  Provide gypsum board ceiling;  paint.

hvac 68 F minimum and 78 F maximum.

plumbing Provide one [1] lavatory in countertop, and one [1] water closet, and one [1] floor drain.
Provide hat and cold water, and a sanitary drain to all fixtures.

fire protection Provide fire protection and detection system.

power Provide outlets per code.

lighting Provide 50 ft. candles fluorescent energy efficient light fixtures.

communications CCTV:  None required.
CATV/Internal Video:  None required.
PA/Audio:  None required.
Telephone:  None required.
Data:  None required.
Security:  None required.

casework None required.

furnishings Provide toilet room accessories;  grab bars, towel bars, soap dispensers, paper towel 
dispensers, toilet tissue dispensers, mirrors, clothing/robe hooks, and waste disposal 
units.

notes
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new police station program - space descriptions and needs

program category records

space PUBLIC SERVICES COUNTER

description This space is the primary boundary between the public and the police station. The 
principal functions/services are answering questions, receiving visitors, processing 
requests for reports generated by the public, and supervising the lobby.

min. ceiling height 8 feet

finishes Walls:  Provide a low-maintenance, durable finish;  paint.  All walls separating the 
public services area and the lobby are required to be constructed from high-security, 
bullet-resistant materials.
Floor:  Provide durable commercial carpeting with rubber base.
Ceiling:  Provide ACT ceiling.

hvac 68 F minimum and 78 F maximum.

plumbing None required.

fire protection Provide fire protection and detection system.

power Provide outlets per code.

lighting Provide 50 ft. candles fluorescent energy efficient light fixtures.

communications CCTV:  None required.
CATV/Internal Video:  None required.
PA/Audio:  Provide a speaker.
Telephone:  Provide communications outlets.
Data:  Provide data outlets to support required equipment.
Security:  A concealed duress alarm is required at the public assistance counter.

casework Counter with secure pass-through;  consider using a sliding draw that is built into the 
counter.
The counter area shall be protected with bullet-resistant glazing panels and a voice 
opening.

furnishings Desk and chairs.

notes
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new police station program - space descriptions and needs

program category records

space RECORDS [REPORT] COPY ROOM

description Use workstation components.

min. ceiling height 8 feet

finishes Walls:  not applicable
Floor:  Provide durable commercial carpeting with rubber base.
Ceiling:  Provide ACT ceiling.

hvac 68 F minimum and 78 F maximum.

plumbing None required.

fire protection Provide fire protection and detection system.

power Provide power to workstation.

lighting Provide 30 ft. candles fluorescent energy efficient light fixtures.

communications CCTV:  None required.
CATV/Internal Video:  None required.
PA/Audio:  None required
Telephone:  Provide communications outlets.
Data:  Provide data outlets to support required equipment.
Security:  None required.

casework None required.

furnishings Provide workstation.

notes
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new police station program - space descriptions and needs

program category records

space RECORDS ASSISTANT

description Typical workstation.

min. ceiling height 8 feet

finishes Walls:  not applicable
Floor:  Provide durable commercial carpeting with rubber base.
Ceiling:  Provide ACT ceiling.

hvac 68 F minimum and 78 F maximum.

plumbing None required.

fire protection Provide fire protection and detection system.

power Provide power to workstation.

lighting Provide 50 ft. candles fluorescent energy efficient light fixtures.

communications CCTV:  None required.
CATV/Internal Video:  None required.
PA/Audio:  None required
Telephone:  Provide communications outlets.
Data:  Provide data outlets to support required equipment.
Security:  None required.

casework None required.

furnishings Provide workstation.

notes
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new police station program - space descriptions and needs

program category records

space RECORDS STORAGE

description Secure storage space.

min. ceiling height 8 feet

finishes Walls:  Provide a low-maintenance, durable finish;  paint.
Floor:  Provide durable commercial carpeting with rubber base.
Ceiling:  Provide gypsum board ceiling;  paint.

hvac 68 F minimum and 78 F maximum.

plumbing None required.

fire protection Provide fire protection and detection system.

power Provide outlets per code.

lighting Provide 30 ft. candles fluorescent energy efficient light fixtures.

communications CCTV:  None required.
CATV/Internal Video:  None required.
PA/Audio:  None required.
Telephone:  None required.
Data:  None required.
Security:  Security lock required.

casework None required.

furnishings Provide modular shelving.

notes
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new police station program - space descriptions and needs

program category records

space RECORDS SUPERVISOR

description Typical larger workstation.

min. ceiling height 8 feet

finishes Walls:  not applicable
Floor:  Provide durable commercial carpeting with rubber base.
Ceiling:  Provide ACT ceiling.

hvac 68 F minimum and 78 F maximum.

plumbing None required.

fire protection Provide fire protection and detection system.

power Provide power to workstation.

lighting Provide 50 ft. candles fluorescent energy efficient light fixtures.

communications CCTV:  None required.
CATV/Internal Video:  None required.
PA/Audio:  None required
Telephone:  Provide communications outlets.
Data:  Provide data outlets.
Security:  None required.

casework None required.

furnishings Provide workstation.

notes
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new police station program - space descriptions and needs

program category common facilities

space RESTROOM 1 [MENS]

description Restroom for staff.

min. ceiling height 8 feet

finishes Walls:  Provide full-height ceramic tile.
Floor:  Provide ceramic tile.
Ceiling:  Provide gypsum board ceiling;  paint.

hvac 68 F minimum and 78 F maximum.

plumbing Provide two [2] lavatories, a two [2] water closets, and a floor drain.
Provide hat and cold water, and a sanitary drain to all fixtures.

fire protection Provide fire protection and detection system.

power Provide outlets per code.

lighting Provide 50 ft. candles fluorescent energy efficient light fixtures.

communications CCTV:  None required.
CATV/Internal Video:  None required.
PA/Audio:  Provide a speaker.
Telephone:  None required.
Data:  None required.
Security:  None required.

casework None required.

furnishings Provide solid phenolic core material with melamine surfaces;  toilet and urinal 
partitions.
Provide toilet room accessories;  grab bars, towel bars, soap dispensers, paper towel 
dispensers, toilet tissue dispensers, mirrors, clothing/robe hooks, and waste disposal 
units.

notes
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new police station program - space descriptions and needs

program category common facilities

space RESTROOM 2 [WOMENS]

description Restroom for staff.

min. ceiling height 8 feet

finishes Walls:  Provide full-height ceramic tile.
Floor:  Provide ceramic tile.
Ceiling:  Provide gypsum board ceiling;  paint.

hvac 68 F minimum and 78 F maximum.

plumbing Provide two [2] lavatories, a two [2] water closets, and a floor drain.
Provide hat and cold water, and a sanitary drain to all fixtures.

fire protection Provide fire protection and detection system.

power Provide outlets per code.

lighting Provide 50 ft. candles fluorescent energy efficient light fixtures.

communications CCTV:  None required.
CATV/Internal Video:  None required.
PA/Audio:  Provide a speaker.
Telephone:  None required.
Data:  None required.
Security:  None required.

casework None required.

furnishings Provide solid phenolic core material with melamine surfaces toilet partitions.
Provide toilet room accessories;  grab bars, towel bars, soap dispensers, paper towel 
dispensers, toilet tissue dispensers, mirrors, clothing/robe hooks, sanitary 
napkin/tampon dispensers and disposals, and waste disposal units.

notes
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new police station program - space descriptions and needs

program category detention

space SALLYPORT [2 VEHICLES]

description The area is for securely moving arrestees. The facility must comply with applicable 
State of California standards, and  American Correctional Association’s Standards for 
Holding.

min. ceiling height 8 feet

finishes Walls:  Provide a low-maintenance, durable finish;  epoxy paint.  Walls shall be 
minimum security walls.
Floor:  Provide a sealed concrete surface [or as alternate provide a seamless epoxy 
resin flooring system that combines superior strength and durability with an attractive, 
easy to clean].
Ceiling:  Provide a low-maintenance, durable finish;  epoxy paint.  Ceilings shall be 
minimum security.

hvac Provide a vehicle exhaust removal system in compliance with NFPA 1500 to eliminate 
100% of vehicle exhaust emissions. A direct vent system that evacuates vehicle 
exhaust directly to the outside is preferred.

plumbing Provide hose bib and floor drains.  All floor drains should connect to an approved 
oil/water separator prior to discharge.

fire protection Provide fire protection and detection system.

power Provide outlets per code;  GFI.  Locate all outlets at 36 inches above finished floor.

lighting Provide 30 ft. candles fluorescent energy efficient light fixtures.

communications See SECTION 2 for a  short synopsis of typical needs related to the development of 
security systems, and surveillance systems.
CCTV:  None required.
CATV/Internal Video:    Required;  provide a closed circuit video camera system to 
monitor persons being detained.  The video camera shall be unobtrusively mounted so 
as not to be visible or noticeable, shall not protrude from the walls or ceiling with a lens
in the same plane as the finished surface, and shall produce a live video image at the 
911 Communications and Dispatch Console.
PA/Audio:  None required.
Telephone:  None required.
Data:  None required.
Security:  Provide an electric lock that is controlled from the 911 Communications and 
Dispatch Console.  Also provide a local means of overriding the remote controlled 
electric lock in case of an emergency.  The electric lock shall be connected to the 
UPS, and in case of power loss shall default to OPEN.

casework None required.

furnishings None required.

notes
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new police station program - space descriptions and needs

program category detention

space SEARCH

description The area is for searching arrestees. The facility must comply with applicable State of 
California standards, and  American Correctional Association’s Standards for Holding.

min. ceiling height 8 feet

finishes Walls:  Provide a low-maintenance, durable finish;  epoxy paint.  Walls shall be 
minimum security walls.
Floor:  Provide a seamless epoxy resin flooring system that combines superior 
strength and durability with an attractive, easy to clean.
Ceiling:  Provide a low-maintenance, durable finish;  epoxy paint.  Ceilings shall be 
minimum security.

hvac 68 F minimum and 78 F maximum.

plumbing Provide hose bib and floor drain.

fire protection Provide fire protection and detection system.

power Provide outlets per code.

lighting Provide 50 ft. candles fluorescent energy efficient light fixtures.

communications See SECTION 2 for a  short synopsis of typical needs related to the development of 
security systems, and surveillance systems.
CCTV:  None required.
CATV/Internal Video:    Required;  provide a closed circuit video camera system to 
monitor persons being detained.  The video camera shall be unobtrusively mounted so 
as not to be visible or noticeable, shall not protrude from the walls or ceiling with a lens
in the same plane as the finished surface, and shall produce a live video image at the 
911 Communications and Dispatch Console.
PA/Audio:  None required.
Telephone:  None required.
Data:  None required.
Security:  Provide an electric lock that is controlled from the 911 Communications and 
Dispatch Console.  Also provide a local means of overriding the remote controlled 
electric lock in case of an emergency.  The electric lock shall be connected to the 
UPS, and in case of power loss shall default to OPEN.

casework None required.

furnishings Provide a chair and locker.
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new police station program - space descriptions and needs

program category patrol

space SERGEANT 1

description Typical workstation.

min. ceiling height 8 feet

finishes Walls:  not applicable
Floor:  Provide durable commercial carpeting with rubber base.
Ceiling:  Provide ACT ceiling.

hvac 68 F minimum and 78 F maximum.

plumbing None required.

fire protection Provide fire protection and detection system.

power Provide power to workstation.

lighting Provide 50 ft. candles fluorescent energy efficient light fixtures.

communications CCTV:  None required.
CATV/Internal Video:  None required.
PA/Audio:  None required
Telephone:  Provide communications outlets.
Data:  Provide data outlets to support required equipment.
Security:  None required.

casework None required.

furnishings Provide workstation.

notes
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new police station program - space descriptions and needs

program category patrol

space SERGEANT 2

description Typical workstation.

min. ceiling height 8 feet

finishes Walls:  not applicable
Floor:  Provide durable commercial carpeting with rubber base.
Ceiling:  Provide ACT ceiling.

hvac 68 F minimum and 78 F maximum.

plumbing None required.

fire protection Provide fire protection and detection system.

power Provide power to workstation.

lighting Provide 50 ft. candles fluorescent energy efficient light fixtures.

communications CCTV:  None required.
CATV/Internal Video:  None required.
PA/Audio:  None required
Telephone:  Provide communications outlets.
Data:  Provide data outlets to support required equipment.
Security:  None required.

casework None required.

furnishings Provide workstation.

notes
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new police station program - space descriptions and needs

program category patrol

space SERGEANT 3

description Typical workstation.

min. ceiling height 8 feet

finishes Walls:  not applicable
Floor:  Provide durable commercial carpeting with rubber base.
Ceiling:  Provide ACT ceiling.

hvac 68 F minimum and 78 F maximum.

plumbing None required.

fire protection Provide fire protection and detection system.

power Provide power to workstation.

lighting Provide 50 ft. candles fluorescent energy efficient light fixtures.

communications CCTV:  None required.
CATV/Internal Video:  None required.
PA/Audio:  None required
Telephone:  Provide communications outlets.
Data:  Provide data outlets to support required equipment.
Security:  None required.

casework None required.

furnishings Provide workstation.

notes
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new police station program - space descriptions and needs

program category patrol

space SERGEANT 4

description Typical workstation.

min. ceiling height 8 feet

finishes Walls:  not applicable
Floor:  Provide durable commercial carpeting with rubber base.
Ceiling:  Provide ACT ceiling.

hvac 68 F minimum and 78 F maximum.

plumbing None required.

fire protection Provide fire protection and detection system.

power Provide power to workstation.

lighting Provide 50 ft. candles fluorescent energy efficient light fixtures.

communications CCTV:  None required.
CATV/Internal Video:  None required.
PA/Audio:  None required
Telephone:  Provide communications outlets.
Data:  Provide data outlets to support required equipment.
Security:  None required.

casework None required.

furnishings Provide workstation.

notes
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new police station program - space descriptions and needs

program category shared

space SHARED MEETING AND TRAINING ROOM

description This space is used for training, meetings and conferences.

min. ceiling height 9 feet

finishes Walls:  Provide a low-maintenance, durable finish;  paint.  Consider fabric covered 
panels to soften the appearance of the space and improve acoustics.
Floor:  Provide durable commercial carpeting with rubber base.
Ceiling:  Provide ACT ceiling.

hvac 68 F minimum and 78 F maximum.

plumbing None required.

fire protection Provide fire protection and detection system.

power Provide outlets per code.

lighting Provide 50 ft. candles fluorescent energy efficient light fixtures.

communications See SECTION 2 for a  short synopsis of typical needs related to the development of 
technology infrastructure, and communications infrastructure.
CCTV:  None required.
CATV/Internal Video:  Required.
PA/Audio:  Provide as part of A/V system.
Telephone:  Provide communications outlets.
Data:  Provide data outlets to support laptop computers.
Security:  Not required.

casework Provide table[s] with outlets for power, communications outlets, and outlets for data 
systems.
Provide chairs.

furnishings Provide storage shelving;  consider providing modular units.

notes
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new police station program - space descriptions and needs

program category shared

space SHARED MEETING AND TRAINING ROOM STORAGE

description Storage space.

min. ceiling height 8 feet

finishes Walls:  Provide a low-maintenance, durable finish;  paint.
Floor:  Provide durable commercial carpeting with rubber base.
Ceiling:  Provide gypsum board ceiling;  paint.

hvac Ventilation as required.

plumbing None required.

fire protection Provide fire protection and detection system.

power Provide outlets per code.

lighting Provide 30 ft. candles fluorescent energy efficient light fixtures.

communications CCTV:  None required.
CATV/Internal Video:  None required.
PA/Audio:  None required.
Telephone:  None required.
Data:  None required.
Security:  None required.

casework None required.

furnishings None required.

notes

sf 100

Page 80 of 90city of soledad facilities master plan, appendix B - part II

April 13, 2010



new police station program - space descriptions and needs

program category shared

space SUPPLY ROOM

description Space for storing office supplies.

min. ceiling height 8 feet

finishes Walls:  Provide a low-maintenance, durable finish;  paint.
Floor:  Provide durable commercial carpeting with rubber base.
Ceiling:  Provide gypsum board ceiling;  paint.

hvac 68 F minimum and 78 F maximum.

plumbing None required.

fire protection Provide fire protection and detection system.

power Provide outlets per code.

lighting Provide 30 ft. candles fluorescent energy efficient light fixtures.

communications CCTV:  None required.
CATV/Internal Video:  None required.
PA/Audio:  Provide a speaker.
Telephone:  None required.
Data:  None required.
Security:  None required.

casework None required.

furnishings Provide modular shelving.

notes
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new police station program - space descriptions and needs

program category community services

space TRAFFIC SAFETY OFFICER

description Typical workstation.

min. ceiling height 8 feet

finishes Walls:  not applicable
Floor:  Provide durable commercial carpeting with rubber base.
Ceiling:  Provide ACT ceiling.

hvac 68 F minimum and 78 F maximum.

plumbing None required.

fire protection Provide fire protection and detection system.

power Provide power to workstation.

lighting Provide 50 ft. candles fluorescent energy efficient light fixtures.

communications CCTV:  None required.
CATV/Internal Video:  None required.
PA/Audio:  None required
Telephone:  Provide communications outlets.
Data:  Provide data outlets to support required equipment.
Security:  None required.

casework None required.

furnishings Provide workstation.

notes
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new police station program - space descriptions and needs

program category patrol

space TRAFFIC SERGEANT

description Typical workstation.

min. ceiling height 8 feet

finishes Walls:  not applicable
Floor:  Provide durable commercial carpeting with rubber base.
Ceiling:  Provide ACT ceiling.

hvac 68 F minimum and 78 F maximum.

plumbing None required.

fire protection Provide fire protection and detection system.

power Provide power to workstation.

lighting Provide 50 ft. candles fluorescent energy efficient light fixtures.

communications CCTV:  None required.
CATV/Internal Video:  None required.
PA/Audio:  None required
Telephone:  Provide communications outlets.
Data:  Provide data outlets to support required equipment.
Security:  None required.

casework None required.

furnishings Provide workstation.

notes
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new police station program - space descriptions and needs

program category patrol

space UNIFORM STORAGE

description Storage space for uniforms.

min. ceiling height 8 feet

finishes Walls:  Provide a low-maintenance, durable finish;  paint.
Floor:  Provide durable commercial carpeting with rubber base.
Ceiling:  Provide gypsum board ceiling;  paint.

hvac Ventilation as required.

plumbing None required.

fire protection Provide fire protection and detection system.

power Provide outlets per code.

lighting Provide 30 ft. candles fluorescent energy efficient light fixtures.

communications CCTV:  None required.
CATV/Internal Video:  None required.
PA/Audio:  Provide a speaker.
Telephone:  None required.
Data:  None required.
Security:  None required.

casework None required.

furnishings Provide modular shelving.

notes
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new police station program - space descriptions and needs

program category investigation

space WAITING ROOM 1

description Room for persons waiting to be interrogated.

min. ceiling height 8 feet

finishes Walls:  Provide a low-maintenance, durable finish;  paint.
Floor:  Provide durable commercial carpeting with rubber base.
Ceiling:  Provide ACT ceiling.

hvac 68 F minimum and 78 F maximum.

plumbing None required.

fire protection Provide fire protection and detection system.

power Provide outlets per code.

lighting Provide 50 ft. candles fluorescent energy efficient light fixtures.

communications CCTV:  None required.
CATV/Internal Video:  None required.
PA/Audio:  None required.
Telephone:  None required.
Data:  None required.
Security:  None required.

casework None required.

furnishings Chairs and side table.

notes
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new police station program - space descriptions and needs

program category investigation

space WAITING ROOM 2

description Room for persons waiting to be interrogated.

min. ceiling height 8 feet

finishes Walls:  Provide a low-maintenance, durable finish;  paint.
Floor:  Provide durable commercial carpeting with rubber base.
Ceiling:  Provide ACT ceiling.

hvac 68 F minimum and 78 F maximum.

plumbing None required.

fire protection Provide fire protection and detection system.

power Provide outlets per code.

lighting Provide 50 ft. candles fluorescent energy efficient light fixtures.

communications CCTV:  None required.
CATV/Internal Video:  None required.
PA/Audio:  None required.
Telephone:  None required.
Data:  None required.
Security:  None required.

casework None required.

furnishings Chairs and side table.

notes
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new police station program - space descriptions and needs

program category common facilities

space WOMENS LOCKER ROOM

description Storage space for personnel gear related.

min. ceiling height 8 feet

finishes Walls:  Provide a low-maintenance, durable finish;  paint.
Floor:  Provide low-maintenance sheet or tile vinyl flooring material with rubber base.
Ceiling:  Provide ACT ceiling.

hvac 68 F minimum and 78 F maximum.

plumbing None required.

fire protection Provide fire protection and detection system.

power Provide outlets per code;  GFI

lighting Provide 50 ft. candles fluorescent energy efficient light fixtures.

communications CCTV:  None required.
CATV/Internal Video:  None required.
PA/Audio:  Provide a speaker.
Telephone:  None required.
Data:  None required.
Security:  None required.

casework None required.

furnishings Provide ventilated lockers, and benches.

notes

sf 200
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new police station program - space descriptions and needs

program category common facilities

space WOMENS RESTROOM AND SHOWER

description Toilet and shower facilities related to the fitness program.

min. ceiling height 8 feet

finishes Walls:  Provide full-height ceramic tile.
Floor:  Provide ceramic tile.
Ceiling:  Provide gypsum board ceiling;  paint.

hvac 68 F minimum and 78 F maximum.

plumbing Provide one [2] lavatories in countertop, two [2] water closets, two [2] showers, and 
floor drains.
Provide hat and cold water, and a sanitary drain to all fixtures.

fire protection Provide fire protection and detection system.

power Provide outlets per code.

lighting Provide 50 ft. candles fluorescent energy efficient light fixtures.

communications CCTV:  None required.
CATV/Internal Video:  None required.
PA/Audio:  Provide a speaker.
Telephone:  None required.
Data:  None required.
Security:  None required.

casework None required.

furnishings Provide solid phenolic core material with melamine surfaces toilet partitions.
Provide toilet room accessories;  grab bars, towel bars, soap dispensers, paper towel 
dispensers, toilet tissue dispensers, mirrors, clothing/robe hooks, sanitary 
napkin/tampon dispensers and disposals, and waste disposal units.

notes

sf 200
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new police station program - space descriptions and needs

program category shared

space WORKROOM

description Typical smaller workstations.

min. ceiling height 8 feet

finishes Walls:  not applicable
Floor:  Provide durable commercial carpeting with rubber base.
Ceiling:  Provide ACT ceiling.

hvac 68 F minimum and 78 F maximum.

plumbing None required.

fire protection Provide fire protection and detection system.

power Provide power to workstation.

lighting Provide 50 ft. candles fluorescent energy efficient light fixtures.

communications CCTV:  None required.
CATV/Internal Video:  None required.
PA/Audio:  None required
Telephone:  Provide communications outlets.
Data:  Provide data outlets to support required equipment.
Security:  None required.

casework None required.

furnishings Provide workstation.

notes
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new police station program - space descriptions and needs

program category patrol

space WORKROOM

description Typical smaller workstations.

min. ceiling height 8 feet

finishes Walls:  not applicable
Floor:  Provide durable commercial carpeting with rubber base.
Ceiling:  Provide ACT ceiling.

hvac 68 F minimum and 78 F maximum.

plumbing None required.

fire protection Provide fire protection and detection system.

power Provide power to workstation.

lighting Provide 50 ft. candles fluorescent energy efficient light fixtures.

communications CCTV:  None required.
CATV/Internal Video:  None required.
PA/Audio:  None required
Telephone:  Provide communications outlets.
Data:  Provide data outlets to support required equipment.
Security:  None required.

casework None required.

furnishings Provide workstation.

notes

sf 250
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SECTION 1

1.01 GENERAL
A. Document structure:

1. The facility development program for a new City Hall for the City of Soledad has

been structured into four [4] sections. 

i. Section 1:  This section provides an overview of the proposed facility including

a preface that includes a statement regarding the scope of the development

program related to development of a new City Hall.

ii. Section 2:  This section is divided into several subsections and provides a

general description of the spaces to be included in the new City Hall and

design guidelines.

iii. Section 3:  This section includes detailed descriptions of the needs for each

space included in the development program.

iv. Section 4:  This section includes diagrams that describe site needs,  interior

spatial relationships, and space specific diagrams that graphically supplement

the space descriptions and needs.

2. For an analysis of current city hall deficiencies, and a justification for the size of the

proposed new City Hall see the FACILITIES MASTER PLAN.

B. Preface:

1. A new city hall should exemplify the transparency of the governmental process.  The

locality should be the inspiration for the design.  Each municipality is unique and

the specificity of place should be reflected in the forms and materials.  A sense of

intimacy and friendliness will encourage participation in the governmental process.

Sensitivity to the local ecology will promote the City of Soledad’s commitment to

being a good steward of the environment.  Using local materials and forms that are

contextual will ensure that the new city hall is integrated into the existing urban

fabric.

2. The public places a value on being able to interface with elected officials and their

representatives which include municipal staff.  Providing a visible public presence

and easily accessible departmental functions enhances the public’s trust in the

ability of a municipality to provide services.

3. The staff of the City of Soledad has been very helpful, and has contributed their time

and ideas.  The consultant would like to thank the staff.

C. Introduction:

1. The existing City Hall:  The existing City Hall supports more employees than it was

designed for.  It lacks sufficient space to adequately support staffing needs and a

commensurate support infrastructure.  It has an electrical system that is old, making
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it difficult to utilize today’s technology, and lacks the necessary electrical

infrastructure to support current and future technologies. It lacks sufficient lobby

space and conference space hampering the ability of staff to interact with the public.

Specifically it does not meet earthquake safety codes and the Americans with

Disabilities Act (ADA) accessibility requirements for visitors or employees.

2. A new City Hall:  A new City Hall will meet the space needs of each department for

the foreseeable future, and will include appropriate areas to respond to and provide

improved services to residents.  It will comply with applicable codes and regulations

to ensure the facility is functional.  It will also comply with CCR/Title 24 CBC and

ADA standards and be accessible to all residents, visitors, and employees

3. Architectural programming objective:  The facility development program for the

new City Hall was developed with the intent of meeting the needs of the City of

Soledad for the next 15 - 20 years.  It has been assumed that the need for additional

facilities at a future time would be met by expansion of the new City Hall.

4. The recommended facility development program is intended to outline the space

needs of a new City hall.  It is intended as a guide to a design team.  The facility

development program should be amended as required by updated staff needs, and

site and local contextual constraints.

i. Staffing needs were projected by representatives of the City of Soledad and

provided to the Grossmann Design Group.

ii. The individual space descriptions are intended to suggest good practice with

regard to needs.  The SPACE ALLOCATION STANDARDS REPORT

included in an appendix was developed using accepted standards after

reviewing several standards from municipal and county governments.  These

standards were used to develop overall staff space needs which were

supplemented with public and shared spaces needs.

iii. Where specific recommendations with regard to construction assemblies,

systems, or equipment are included they are based on the consultant’s general

experience with building technologies, and should be reevaluated by the

design team as appropriate.

SECTION 2

2.01 SPACE NEEDS
A. For a complete list of spaces, see TABLE CITY HALL.1. City Hall functional spaces fall

into several categories including the following:

1. City Council needs;  includes council chamber and associated conference and multi-

purpose space.
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2. Departmental staff spaces;  includes offices or workstations for staff.

3. Common and shared spaces;  includes conference rooms, and associated service

hubs that provide for printers., faxes, copiers, and storage space.

4. Support spaces;  includes a common area for gathering and relaxation, restrooms

and lounges, locker rooms, spaces for computer and communications equipment,

spaces for mechanical and electrical equipment, and janitorial closets.

5. Public spaces;  includes a lobby and public counters.

6. Circulation spaces; includes corridors and associated spaces.

B. Layout and adjacencies:

1. The layout and adjacencies are illustrated in FIGURE CITY HALL.A.  The diagram

in FIGURE CITY HALL.A indicates the acceptable relative adjacencies of the

functional spaces. Some key spatial adjacencies may be accommodated through a

common space rather than a direct entrance/exit from one space to another.

3.01 DESIGN GUIDELINES
A. General:

1. The design shall utilize a MANAGEMENT BASED DESIGN strategy and respect

the local setting.

2. SERVICE LIFE:  Permanent construction should be designed and constructed to

serve a life expectancy of 25 - 30  years or more, should be energy efficient, and

include finishes, materials, and systems selected for low maintenance and low life

cycle costs.

3. ARCHITECTURAL CHARACTER AND INTERIOR DESIGN:

i. The new City Hall should present a cohesive architectural image. The

designer should consider creating an attractive, functional theme that applies

to the entire facility design, from the overall exterior architectural statement

to the specific interior design elements.

ii. The design should reflect the regional and local architectural style and

character.  Use exterior materials that reflect the local historical and cultural

setting.

iii. Visual expression:

(a) Develop a distinctive image that looks back on the City of Soledad’s

history, and forward to a more urban setting.  Develop a theme that is

respectful of the historical and cultural setting but that has an updated

contemporary feel.  The City of Santa Barbara has developed design

guidelines and strategies that may be useful in developing an

architectural approach that is respectful of the local setting and culture.

B. Health and Safety:

1. The health and safety of the users is the single most important consideration when
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designing a building.  The design needs to create an atmosphere that does not

contribute to stress.

C. Applicable codes, regulations, and statutes;  the design shall be in full compliance with

all applicable Federal, State, regional, and local statutes, laws, regulations, rules, and

ordinances including but not limited to the  following:

1. California Code of Regulations [CCR], State of California Building Code [CBC],

latest edition.

2. State of California Building Code Title 24, part 2 California Administrative Code:

barrier free access for the handicapped.

3. State of California Building Code Title 24, Parts 1-5 California Administrative Code:

energy regulations.

4. Uniform Mechanical Code [UMC] latest edition.

5. Uniform Plumbing Code [UPC] latest edition.

6. National Electric Code [NEC] latest edition.

7. Americans with Disabilities Act [ADA].

8. NFPA pamphlet 13 automatic fire sprinkler systems, and other applicable NFPA

standards and guidelines.

9. Amendments by the local jurisdiction to codes and regulations.

D. Design considerations:

1. The most important design issue is developing a functional layout of the interior

spaces.

2. Utility and facility maintenance costs are a long term obligation of the City of

Soledad.  These costs can be controlled utilizing smart design strategies.

3. Structure

i. The new City Hall shall be designed in accordance with applicable

requirements of the California Code of Regulations [CCR] Title 24 .

ii. A single-story structure is preferred unless site constraints dictate that a two

[2] story structure is the only development alternative to accommodate all of

the space and operational needs.  If a multistory structure is required, ensure

the appropriate adjacencies are maintained.

iii. Foundation:  The foundation is site specific and must be designed based upon

known geotechnical considerations by an engineer who has knowledge of the

local conditions.

E. Comments regarding the design:

1. Exteriors:

i. Exterior finishes should be durable and low-maintenance.

ii. Consider roof overhangs both to provide shading on exterior walls where the

orientation is appropriate, and to deflect rain water from the exterior walls.

iii. Exterior walls: Select a finish that provides a sense of permanence and comfort
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that is compatible with and complements the neighborhood without

emanating a sense of power or exclusion.

2. Interior design.

i. Finishes [walls, floor, and ceiling] should be integrated into a  cohesive image.

Durability is extremely important when specifying interior finish materials.

ii. Counters, casework, and cabinets should be of high-quality and durable

construction.

iii. Partitions and ceilings:

(a) All partitions shall be constructed using impact resistant gypsum wall

board unless otherwise required by security considerations.

(b) Public Lobby:  Transparent to the council chambers and other adjacent

public spaces.

3. Acoustics:  The designer shall achieve minimum required STC values by treating

wall surfaces, wall openings, and the structure with sound attenuating materials.

4. Heating, Ventilating, and Air Conditioning [HVAC]:

i. Provide heating, ventilating, and air conditioning [HVAC] systems.

(a) Consider providing an underfloor radiant heating system to provide

thermal comfort and improve Indoor Air Quality [IAQ].

(b) References to indoor minimum and maximum temperatures in the

SPACE DESCRIPTIONS AND NEEDS shall be amended by safety

and health issues.

ii. Provide a night setback system for the HVAC system.

iii. Provide zone controls for maintaining different environmental conditions in

all functional areas, and for operating systems in areas of the facility when

other areas are closed.

iv. The HVAC system should be designed and constructed for easy

maintainability and operation.

v. In spaces with computer or communications rack mounted equipment

provide a separate zone for each space.  In addition, the heat load in each

space shall be assumed to be 200% of the calculated heat load.  This will avoid

creating unpleasant or unacceptable interior environmental conditions for staff

in spaces adjacent to the spaces with computer or communications rack

mounted equipment .

vi. Indoor air quality:  use low VOC finishes.

5. Plumbing:

i. Provide domestic hot and cold water, sanitary drainage, and storm drainage;

utilize natural gas systems.

ii. Provide floor drains in rest rooms and janitor's closets.

iii. Provide shut-off valves at all fixtures.
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iv. Provide a drinking fountain in the lobby, and in staff areas as appropriate.

v. Provide metering for gas and water service.

6. Fire Protection:  Design the new City Hall to comply with National Fire Protection

Association [NFPA] Standards, latest editions.

7. Electrical [technology, communications, and security systems are described

separately]:

i. Provide electric service and distribution equipment, wiring receptacles,

grounding, interior and exterior lighting and controls, and emergency lighting

in accordance with NFPA 70, National Electric Code; and the latest

installation design requirements.  All service equipment must be Underwriters

Laboratories [UL] listed.

ii. Provide electric service and distribution equipment, including metering,

wiring and electrical devices.

iii. Provide dedicated power outlets and circuits for all equipment including user

furnished equipment.

iv. Emergency Power:

(a) Provide an emergency generator to enable critical administrative

functions to continue function during an emergency.

(b) Provide battery powered uninterrupted power supply [UPS] to support

full operation of all critical equipment, including rack mounted

computer and data storage, communications systems, and security

systems.

8. Lighting:  Provide lighting and control systems throughout the facility.

i. Provide daylight to the maximum extent feasible:

(a) Use a combination of sidelighting [windows] and toplighting

[skylights].  Introduce as much daylighting as possible, and as deeply

into the building as possible using a combination of reflective and/or

sloped ceiling surfaces and light shelves.

(b) Use insulated glass, tinted glass, and coated glass to increase human

comfort.

(c) Use automatic photocontrols on the electric lighting system; dimming

controls are preferred.  This will reduce energy costs.

(d) The orientation of glazing is a significant factor in daylighting design,

and the strategies should be adapted to each specific orientation.

ii. General lighting should be fluorescent with energy-efficient ballasts and

lamps, as applicable.

iii. General lighting should be of a constant illumination level, and not result in

glare or extreme volatility in lighting levels.  Changes in lighting levels should

be gradual and assist in reducing the possibility of an accident.
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iv. Provide interior and exterior lighting control systems, including ambient light

dimmers and multiple switching for low ambient light levels and energy

conservation.  Provide occupancy [motion] sensors with time delay to control

lighting fixtures as applicable.

v. At parking areas and walkways, use light sources controlled by combination

time clock/photo cells.

9. Technology:

i. General; scope and limitation of technology program:  The following is

intended to be a short synopsis of typical needs related to the development of

a technology infrastructure for a city hall.  It is assumed that the architect will

retain an expert who will work with representatives of the City of Soledad to

develop detailed requirements related to technological needs including but

not limited to computer hardware, data storage and back-up, computer

cabling, and interfacing with remote computer sites.

(a) During the design phase a technology consultant [computer and data]

should work with the IT department to develop design specifications

that address specific systems. Standards and equipment change

frequently and the selection of technology systems should be made

jointly with an expert who is knowledgeable.

ii. Provide empty raceways with pull wire and outlets for computer network

cabling [to be confirmed].

10. Communications:

i. General;  scope and limitation of communications program:  The following is

intended to be a short synopsis of typical needs related to the development of

a communications infrastructure for a city hall.  It is assumed that the

architect will retain an expert who will work with representatives of the  IT

department to develop detailed requirements related to communication needs

including but not limited to hardware and software, communications within

the city hall, and communications with remote sites.

ii. Provide a separate communications equipment room inside the city hall

separate from mechanical rooms and electrical rooms.

iii. Provide for communications equipment capable of receiving

telecommunications display devices for hearing-impaired calls.

iv. Provide for communication outlets in all spaces except circulation corridors

and service spaces.

11. Security:

i. General;   scope and limitation of security program:  The following is intended

to be a short synopsis of typical needs related to the development of a security

system for a city hall.  It is assumed that the architect will retain an expert who
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will work with representatives of the City of Soledad to develop detailed

requirements related to security needs.

ii. Access Control:

(a) The control of public access is essential to maintaining the functional

integrity of the city hall.  Requirements for accessibility should not

conflict with controlling access.

(b) Access controls for doors:

(i) The security system shall be comprised of a complete and

functioning access control system, emergency delay exit control

system, and video surveillance system.

(ii) The access control system that controls electronic locks or

electronic strikes can use either a proximity card or card access;

proximity cards are currently preferred.  The cards should allows

entrance to individuals with an authorized card and generate a

transaction history record.   The access control system shall be

capable of deleting or modifying access privileges without

retrieving an issued access card.

(iii) Use concealed magnetic door contact switches to monitor

intrusion. Door monitor hinges are unacceptable.

(iv) Emergency delay exit system:  Operates as a code required

emergency exit but does not open until 15 to 30 second delay

period has expired.

(v) A local fire alarm immediately releases door[s];  emergency delay

exit system does not apply [to be confirmed].

(vi) After business hours when the city hall is not open to the public

only the staff should be allowed to over ride access control

functions.

iii. Intrusion detection:

(a) Provide an intrusion detection alarm system.  The intrusion detection

system shall be designed to detect unauthorized entry into the city hall..

The system shall monitor the city hall for unauthorized entry using a

combination of door monitor switches, motion detectors, window break

detectors, and video cameras. 

12. Audio/Visual systems;  applicable to council chambers, and conference and

meeting spaces only:

i. General;  scope and limitation of audio/visual [A/V] systems program:

The following is intended to be a short synopsis of typical needs related

to the development of A/V  system.  It is assumed that the architect will

retain an expert who will work with representatives of the City of
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Soledad to develop detailed requirements related to A/V systems.

ii. Provide the following:

(a) All electronic equipment shall be capable of being remotely

controlled from a single source that can be placed on a table.

(b) Video projector;  ceiling mounted.

(c) Projection screen: electronic operation.

(d) White boards.

(e) A/V equipment cabinet with computer with Internet

connection, DVD player, and VCR.

(f) Connection to INTERNET.

13. Site work:

i. General:  Organize the site to be compatible with the site planning and

style of adjacent existing structures. Locate the building to reflect local

climatic conditions.  Provide protection from prevailing winds and glare,

and orient operable windows to take advantage of summer breezes.

Locate the building to take advantage of passive solar heating and

daylighting.

ii. Civic Plaza Theme:

(a) A civic center offers an opportunity to create a PLACE that is

the spiritual center of a community.  A PLACE that affords

persons of all ages, nationalities, and genders an opportunity to

gather equally on common ground.  With the erosion of public

spaces in modern municipalities, a new City Hall and Civic

Plaza offer the opportunity of creating a sense of a PLACE that

has either been lost, or was never present.

(b) To respond to the influx of new residents commensurate with

the economic growth of the City of Soledad a new Civic Plaza

adjacent to the new City Hall is proposed.  The new Civic Plaza

will serve as an outdoor gathering space for the residents of the

City of Soledad and provide a place for:

(i)  a farmers market,

(ii) a site for formal and informal gatherings,

(iii) and a place for festivals and community events.

(c) The Civic Plaza should be prominent, welcoming, and

accessible to all residents, and reflect a sense of civic

government and participation. It should be able to

accommodate a large number of people during festivals and

serve as a forum for public discussion and gathering.

(d) The Civic Plaza should have ample seating to encourage public
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use on a daily basis. Benches and landscaped areas serve as a

place for people to eat lunch and relax. Shade structures and

mature trees provide users with relief from the heat and sun.

(e) A large shade structure could accommodate a market for local

farmers to sell fresh food and wine from the Salinas Valley

region, and provide an opportunity for local artists and

craftspeople to display and sell their works and goods.

(f) A central art feature and/or clock tower offers the opportunity

of creating a landmark that displays the spirit and culture of the

City of Soledad.

(g) Site improvements:

(i) Paved public plaza.

(ii) Landscaping with native trees, plants and grass.

(iii) Shade structures.

(iv) Arcade integrated into entry;  shade structure.

(v) Water feature.

(vi) Art feature.

(vii) Parking;  20 public spaces and 80 staff spaces.

(viii) Clock tower.

(ix) Flag pole.

(h) Uses:

(i) farmers market;  shade structure for stalls.

(ii) shaded outdoor staff lunch area.

(iii) place for festivals, fairs, civic events and celebrations,

and concerts.

(iv) place to display local arts and crafts.

iii. Location:  Provide visual identity and access from a major street.

Provide for the following:

(a) Vehicular turning radius.

(b) Point of entry;  front door.

(c) Visitor Parking.

(d) Staff Parking.

(e) Delivery/Service Entrance.

(f) Storage Area.

(g) Landscaping.

(h) Signage.

iv. Paving:

(a) Use porous paving as appropriate at other areas.

v. Utilities:
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(a) Provide water, sanitary sewer, storm drainage system, and

natural gas.

(b) Provide communications, and if required a fire alarm system,

and water for an automatic sprinkler system.

vi. Landscaping:

(a) The plant selection should be easy to maintain and enhance the

visual quality of the facility in all seasons. Use indigenous

species whenever possible.

(b) Consider sustainable design issues when designing the

landscape. Select plants that require little to no additional water

beyond normal rainfall [drought resistant planting]. Avoid

plants that require an irrigation system.

(c) Consider the use of bioretention planters that reduce storm

water runoff and cleanse and treat the storm water before it

enters the City of Soledad storm water collection system.

14. Parking and Other Access Drives:  Provide adequate parking based on the total

number of staff positions and visitors.  Locate parking areas so they do not

dominate the main entrance and public image of the facility.  Ensure that

parking areas and the facility have adequate lighting for safety, evacuation, and

security measures.

15. Barrier-free Design Requirements:  Design the new City Hall to comply with 28

CFR Part 36, the Americans with Disabilities Act Accessibility Guidelines for

Buildings and Facilities, and CCR Title 24.

F. Consultant needs:

1. Architectural and interior design.

2. Sustainable design consultant [LEED certified].

3. Daylighting consultant.

4. Civil engineering.

5. Structural engineering.

6. Mechanical engineering.

7. Electrical engineering.

8. Geotechnical engineering.

9. Landscape design.

10. Lighting design.

11. Acoustical engineering.

12. Security systems design.

13. Audiovisual systems design.

14. Telecommunications design.

15. Scheduling and cost consultant.
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4 .01 SUSTAINABLE DESIGN
A. Use an integrated approach to the planning and design of the new City Hall that

minimizes energy consumption and optimizes life cycle cost renewable energy

possibilities. Use a practical combination of siting, energy conserving building envelope

technologies, energy efficient lighting, occupant sensing controls, variable frequency

drives for motors and exhaust fans, and high efficiency HVAC systems to achieve this

goal.  Incorporate renewable energy principles such as day-lighting, passive and active

solar heating, natural ventilation, and photo-voltaics where they are life-cycle-cost

effective.

B. Goals;  reductions refer to customary new construction [construction that has not

necessarily been designed to meet LEED standards]:

1. Reduce energy usage by 25%; use daylighting to the maximum extent feasible.

2. Reduce potable water usage by 25%.

3. Reduce runoff; runoff can be decreased through the use of pervious construction

materials, such as grid pavers, block pavers, and porous pavement for driveways,

roads, sidewalks, and parking lots.  Consider providing a cistern to recycle storm

water for irrigation.

4. Use durable materials with an extended USEFUL SERVICE LIFE that require

minimal maintenance.

5. Reduce toxins in interior materials.

C. Recycling:

1. Require recycling of construction debris.

REFERENCES [in a separate appendix]



space allocation standards report
standard staff postion or function area [SF] functional requirements furnishings

Standard A.1 City Manager, 
Executive Director

300 acoustic isolation;  walls 
and doors
visual isolation;  full 
height walls
acoustical wall 
treatment;  floor and 
ceiling

Provide arm chairs with 
small circular meeting 
table, side chairs, 
extended desk with 
storage return, executive 
swivel chair, and credenza.

Standard B.1 Department Manager, 
Executive

220 acoustic isolation;  walls 
and doors
visual isolation;  full 
height walls
acoustical wall 
treatment;  floor and 
ceiling

Provide arm chairs, side 
chairs, extended desk with 
storage return, executive 
swivel chair, and credenza.

Standard C.1 Manager, 
Administrator

150 acoustic isolation;  walls 
and doors
visual isolation;  full 
height walls
acoustical wall 
treatment;  floor and 
ceiling

Provide arm chairs, side 
chairs, extended desk with 
storage return, executive 
swivel chair, and credenza.

Standard D.1 Assistant Manager, 
Engineer/Planner

120 acoustic isolation;  walls 
and doors
visual isolation;  full 
height walls
acoustical wall 
treatment;  floor and 
ceiling

Provide arm chairs, desk 
with storage return, 
executive swivel chair, and 
credenza.

Standard E.1 Technician 1, 
Assistant 
Engineer/Planner

120 partial acoustic 
isolation;  partial height 
walls
visual privacy;  partial 
height walls
acoustical wall 
treatment;  floor and 
ceiling

Provide arm chair, desk 
with storage return, above 
desk storage units, and 
executive swivel chair.

Standard F.1 Technician 2, 
Administrative 
Assistant

90 partial acoustic 
isolation;  partial height 
walls
visual privacy;  partial 
height walls
acoustical wall 
treatment;  floor and 
ceiling

Provide arm chair, desk 
with storage return, above 
desk storage units, and 
executive swivel chair.

Standard G.1 Council Chambers 1,500 acoustic isolation;  walls 
and doors
visual isolation;  full 
height walls
acoustical wall 
treatment;  floor, walls, 
and ceiling

Provide raised podium 
with seating, conference 
chairs and table, fixed or 
movable auditorium type 
seating, projection screen, 
and AV equipment.
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standard staff postion or function area [SF] functional requirements furnishings

Standard G.2 Multi-Function Meeting 
Room

1,250 acoustic isolation;  walls 
and doors
visual isolation;  full 
height walls
acoustical wall 
treatment;  floor, walls, 
and ceiling

Provide tables and 
conference chairs,  AV 
capability with projection 
screen, and operable 
partition.

Standard H.1 Large Conference 
Room/Training/Classro
om

400 acoustic isolation;  walls 
and doors
visual isolation;  full 
height walls
acoustical wall 
treatment;  floor, walls, 
and ceiling

Provide table[s] with 
outlets for power, 
communications outlets, 
and data connections.
Provide conference chairs, 
AV capability with 
projection screen, and 
credenza.

Standard H.2 Conference Room 300 acoustic isolation;  walls 
and doors
visual isolation;  full 
height walls
acoustical wall 
treatment;  floor, walls, 
and ceiling

Provide table with outlets 
for power, 
communications outlets, 
and data connections.
Provide conference chairs, 
AV capability with 
projection screen, and 
credenza.

Standard I.1 Public Lobby 1,200 open space Provide a chair at the 
counter.

Standard I.2 Gallery 400 open space Provide benches for 
viewing and relaxing.

Standard I.3 Public Counter 300 open to area accessible 
to the public

none required

Standard J.1 Large Service Hub;  
Printer, Copier, and 
Storage Space

300 acoustic isolation;  full 
height walls and doors

none required

Standard J.2 Service Hub;  Printer, 
Copier, and Storage 
Space

150 partial acoustic 
isolation;  partial height 
walls

none required

Standard J.3 Large Storage 300 full height walls and a 
door

Provide file cabinets and 
shelving.

Standard J.4 File Storage 150 partial height walls Provide file cabinets and 
shelving.

Standard K.1 Large Restroom 150 full height walls and a 
door

Provide solid phenolic core 
material with melamine 
surfaces;  toilet and urinal 
partitions.
Provide toilet room 
accessories;  grab bars, 
towel bars, soap 
dispensers, paper towel 
dispensers, toilet tissue 
dispensers, mirrors, 
clothing/robe hooks, and 
waste disposal units.
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standard staff postion or function area [SF] functional requirements furnishings

Standard K.2 Restroom 120 full height walls and a 
door

Provide solid phenolic core 
material with melamine 
surfaces;  toilet and urinal 
partitions.
Provide toilet room 
accessories;  grab bars, 
towel bars, soap 
dispensers, paper towel 
dispensers, toilet tissue 
dispensers, mirrors, 
clothing/robe hooks, and 
waste disposal units.

Standard K.3 Lunch Room, Lounge, 
and Coffee Bar

350 full height walls and a 
door

Provide heavy duty 
commercial grade 
appliances;  four [4] burner 
stove with one [1] oven, 
one [1] refrigerator, 
commercial dishwasher, 
microwave oven built into 
the above counter 
cabinets, and coffee/hot 
water service appliance.

Standard K.4 Lounge 200 full height walls and a 
door

Provide sofa, arm chairs, 
and side tables.

Standard K.5 Locker Room 120 full height walls and a 
door

Provide ventilated lockers, 
and benches.

Standard L.1 Large Mechanical and 
Electrical Room

400 full height walls and a 
door

not applicable

Standard L.2 Mechanical and 
Electrical, and 
Communications 
Equipment  Room

200 full height walls and a 
door

not applicable

Standard L.3 Computer and 
Networking Equipment 
Room

400 full height walls and a 
door

Provide a cable 
management system 
including electronic rack 
enclosures for
communications and 
security equipment.

Standard L.4 Janitor's Room 150 full height walls and a 
door

Provide storage shelving;  
consider providing 
modular units.

Standard X.1 Allowance for 
Circulation @15%

3,468 full height walls not applicable

Standard X.2 Allowance for Exterior 
and Interior walls @ 
12%

2,774 not applicable not applicable

Standard X.3 Allowance for 
Unknown Factors 
@6%

1,387 not applicable not applicable
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new city hall - space standards description and needs

staff position or use City Manager, Executive Director

space standard Standard A.1

functional needs acoustic isolation;  walls and doors
visual isolation;  full height walls
acoustical wall treatment;  floor and ceiling

min. ceiling height 8 feet

finishes Walls:  Provide a low-maintenance, durable finish;  paint.
Floor:  Provide durable commercial carpeting with rubber base.
Ceiling:  Provide ACT ceiling.

hvac 68 F minimum and 78 F maximum.

plumbing none required

fire protection Provide fire protection and detection system as required by the applicable codes.

power Provide outlets per code.

lighting Provide 50 ft. candles fluorescent energy efficient light fixtures.

communications Telephone:  Provide communications outlets.
Data:  Provide data outlets to support required equipment.

casework none required

furnishings Provide arm chairs with small circular meeting table, side chairs, extended desk with 
storage return, executive swivel chair, and credenza.

notes

sf 300
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new city hall - space standards description and needs

staff position or use Department Manager, Executive

space standard Standard B.1

functional needs acoustic isolation;  walls and doors
visual isolation;  full height walls
acoustical wall treatment;  floor and ceiling

min. ceiling height 8 feet

finishes Walls:  Provide a low-maintenance, durable finish;  paint.
Floor:  Provide durable commercial carpeting with rubber base.
Ceiling:  Provide ACT ceiling.

hvac 68 F minimum and 78 F maximum.

plumbing none required

fire protection Provide fire protection and detection system as required by the applicable codes.

power Provide outlets per code.

lighting Provide 50 ft. candles fluorescent energy efficient light fixtures.

communications Telephone:  Provide communications outlets.
Data:  Provide data outlets to support required equipment.

casework none required

furnishings Provide arm chairs, side chairs, extended desk with storage return, executive swivel 
chair, and credenza.

notes

sf 220
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new city hall - space standards description and needs

staff position or use Manager, Administrator

space standard Standard C.1

functional needs acoustic isolation;  walls and doors
visual isolation;  full height walls
acoustical wall treatment;  floor and ceiling

min. ceiling height 8 feet

finishes Walls:  Provide a low-maintenance, durable finish;  paint.
Floor:  Provide durable commercial carpeting with rubber base.
Ceiling:  Provide ACT ceiling.

hvac 68 F minimum and 78 F maximum.

plumbing none required

fire protection Provide fire protection and detection system as required by the applicable codes.

power Provide outlets per code.

lighting Provide 50 ft. candles fluorescent energy efficient light fixtures.

communications Telephone:  Provide communications outlets.
Data:  Provide data outlets to support required equipment.

casework none required

furnishings Provide arm chairs, side chairs, extended desk with storage return, executive swivel 
chair, and credenza.

notes

sf 150
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new city hall - space standards description and needs

staff position or use Assistant Manager, Engineer/Planner

space standard Standard D.1

functional needs acoustic isolation;  walls and doors
visual isolation;  full height walls
acoustical wall treatment;  floor and ceiling

min. ceiling height 8 feet

finishes Walls:  Provide a low-maintenance, durable finish;  paint.
Floor:  Provide durable commercial carpeting with rubber base.
Ceiling:  Provide ACT ceiling.

hvac 68 F minimum and 78 F maximum.

plumbing none required

fire protection Provide fire protection and detection system as required by the applicable codes.

power Provide outlets per code.

lighting Provide 50 ft. candles fluorescent energy efficient light fixtures.

communications Telephone:  Provide communications outlets.
Data:  Provide data outlets to support required equipment.

casework none required

furnishings Provide arm chairs, desk with storage return, executive swivel chair, and credenza.

notes

sf 120
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new city hall - space standards description and needs

staff position or use Technician 1, Assistant Engineer/Planner

space standard Standard E.1

functional needs partial acoustic isolation;  partial height walls
visual privacy;  partial height walls
acoustical wall treatment;  floor and ceiling

min. ceiling height 8 feet

finishes Walls:  not applicable
Floor:  Provide durable commercial carpeting with rubber base.
Ceiling:  Provide ACT ceiling.

hvac 68 F minimum and 78 F maximum.

plumbing none required

fire protection Provide fire protection and detection system as required by the applicable codes.

power Provide outlets per code.

lighting Provide 50 ft. candles fluorescent energy efficient light fixtures.

communications Telephone:  Provide communications outlets.
Data:  Provide data outlets to support required equipment.

casework none required

furnishings Provide arm chair, desk with storage return, above desk storage units, and 
executive swivel chair.

notes

sf 120
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new city hall - space standards description and needs

staff position or use Technician 2, Administrative Assistant

space standard Standard F.1

functional needs partial acoustic isolation;  partial height walls
visual privacy;  partial height walls
acoustical wall treatment;  floor and ceiling

min. ceiling height 8 feet

finishes Walls:  not applicable
Floor:  Provide durable commercial carpeting with rubber base.
Ceiling:  Provide ACT ceiling.

hvac 68 F minimum and 78 F maximum.

plumbing none required

fire protection Provide fire protection and detection system as required by the applicable codes.

power Provide outlets per code.

lighting Provide 50 ft. candles fluorescent energy efficient light fixtures.

communications Telephone:  Provide communications outlets.
Data:  Provide data outlets to support required equipment.

casework none required

furnishings Provide arm chair, desk with storage return, above desk storage units, and 
executive swivel chair.

notes

sf 90
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new city hall - space standards description and needs

staff position or use Council Chambers

space standard Standard G.1

functional needs acoustic isolation;  walls and doors
visual isolation;  full height walls
acoustical wall treatment;  floor, walls, and ceiling

min. ceiling height 12 feet

finishes Walls:  Provide a low-maintenance, durable finish;  paint.  Consider fabric or wood 
covered panels to soften the appearance of the space and improve acoustics.
Floor:  Provide durable commercial carpeting with rubber base.
Ceiling:  Provide ACT ceiling.  Consider fabric or wood covered ceiling panels to 
soften the appearance of the space and improve acoustics.

hvac 68 F minimum and 78 F maximum.

plumbing none required

fire protection Provide fire protection and detection system as required by the applicable codes.

power Provide outlets per code.

lighting Provide 50 ft. candles fluorescent energy efficient light fixtures.
Provide accent lighting at podium and at display walls.
All lighting fixtures shall be centrally controlled from a single source, and shall be 
controlled by dimmers.

communications Telephone:  Provide communications outlets.
Data:  Provide data outlets to support required equipment.

casework Provide podium with built-in network and communications connections, and audio 
visual controls.

furnishings Provide raised podium with seating, conference chairs and table, fixed or movable 
auditorium type seating, projection screen, and AV equipment.

notes Provide a display, either large screen with an overhead projector, or large video flat 
screen monitor. The display shall be interconnected to the data network, and A/V 
system.

sf 1,500
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new city hall - space standards description and needs

staff position or use Multi-Function Meeting Room

space standard Standard G.2

functional needs acoustic isolation;  walls and doors
visual isolation;  full height walls
acoustical wall treatment;  floor, walls, and ceiling

min. ceiling height 10 feet

finishes Walls:  Provide a low-maintenance, durable finish;  paint.  Consider fabric or wood 
covered panels to soften the appearance of the space and improve acoustics.
Floor:  Provide durable commercial carpeting with rubber base.
Ceiling:  Provide ACT ceiling.

hvac 68 F minimum and 78 F maximum.

plumbing none required

fire protection Provide fire protection and detection system as required by the applicable codes.

power Provide outlets per code.

lighting Provide 50 ft. candles fluorescent energy efficient light fixtures.

communications Telephone:  Provide communications outlets.
Data:  Provide data outlets to support required equipment.

casework none required

furnishings Provide tables and conference chairs,  AV capability with projection screen, and 
operable partition.

notes Provide a display, either large screen with an overhead projector, or large video flat 
screen monitor. The display shall be interconnected to the data network, and A/V 
system.

sf 1,250
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new city hall - space standards description and needs

staff position or use Large Conference Room/Training/Classroom

space standard Standard H.1

functional needs acoustic isolation;  walls and doors
visual isolation;  full height walls
acoustical wall treatment;  floor, walls, and ceiling

min. ceiling height 9 feet

finishes Walls:  Provide a low-maintenance, durable finish;  paint.  Consider fabric or wood 
covered panels to soften the appearance of the space and improve acoustics.
Floor:  Provide durable commercial carpeting with rubber base.
Ceiling:  Provide ACT ceiling.

hvac 68 F minimum and 78 F maximum.

plumbing none required

fire protection Provide fire protection and detection system as required by the applicable codes.

power Provide outlets per code.

lighting Provide 50 ft. candles fluorescent energy efficient light fixtures.

communications Telephone:  Provide communications outlets.
Data:  Provide data outlets to support required equipment.

casework none required

furnishings Provide table[s] with outlets for power, communications outlets, and data 
connections.
Provide conference chairs, AV capability with projection screen, and credenza.

notes Provide a display, either large screen with an overhead projector, or large video flat 
screen monitor. The display shall be interconnected to the data network, and A/V 
system.
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new city hall - space standards description and needs

staff position or use Conference Room

space standard Standard H.2

functional needs acoustic isolation;  walls and doors
visual isolation;  full height walls
acoustical wall treatment;  floor, walls, and ceiling

min. ceiling height 9 feet

finishes Walls:  Provide a low-maintenance, durable finish;  paint.
Floor:  Provide durable commercial carpeting with rubber base.
Ceiling:  Provide ACT ceiling.

hvac 68 F minimum and 78 F maximum.

plumbing none required

fire protection Provide fire protection and detection system as required by the applicable codes.

power Provide outlets per code.

lighting Provide 50 ft. candles fluorescent energy efficient light fixtures.

communications Telephone:  Provide communications outlets.
Data:  Provide data outlets to support required equipment.

casework none required

furnishings Provide table with outlets for power, communications outlets, and data connections.
Provide conference chairs, AV capability with projection screen, and credenza.

notes Provide a display, either large screen with an overhead projector, or large video flat 
screen monitor. The display shall be interconnected to the data network, and A/V 
system.

sf 300
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new city hall - space standards description and needs

staff position or use Public Lobby

space standard Standard I.1

functional needs open space

min. ceiling height 12 feet

finishes Walls:  Provide a low-maintenance, durable finish;  paint.  Consider fabric or wood 
covered panels to soften the appearance of the space and improve acoustics.
Floor:  Provide durable commercial carpeting with rubber base.
Ceiling:  Provide ACT ceiling.

hvac 68 F minimum and 78 F maximum.

plumbing Provide a drinking fountain.  Provide cold water, and a sanitary drain.

fire protection Provide fire protection and detection system as required by the applicable codes.

power Provide outlets per code.

lighting Provide 50 ft. candles fluorescent energy efficient light fixtures.
Provide skylights as a means of increasing human comfort.
Provide accent lighting for displays.

communications Telephone:  Provide communications outlets.
Data:  Provide data outlets to support required equipment.

casework Public counter.

furnishings Provide a chair at the counter.

notes Consider providing skylights to reduce the need for artificial illumination and to 
provide a more comfortable interior environment.

sf 1,200
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new city hall - space standards description and needs

staff position or use Gallery

space standard Standard I.2

functional needs open space

min. ceiling height 12 feet

finishes Walls:  Provide a low-maintenance, durable finish;  paint.  Consider fabric or wood 
covered panels to soften the appearance of the space and improve acoustics.
Floor:  Provide durable commercial carpeting with rubber base.
Ceiling:  Provide ACT ceiling.

hvac 68 F minimum and 78 F maximum.

plumbing none required

fire protection Provide fire protection and detection system as required by the applicable codes.

power Provide outlets per code.

lighting Provide 80 ft. candles of gallery type light fixtures.
Provide accent lighting for artwork displays.
Provide skylights as a means of increasing human comfort.

communications none required

casework none required

furnishings Provide benches for viewing and relaxing.

notes
Ceiling:  Provide ACT ceiling.

sf 400
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new city hall - space standards description and needs

staff position or use Public Counter

space standard Standard I.3

functional needs open to area accessible to the public

min. ceiling height 9 feet

finishes Walls:  not applicable
Floor:  Provide durable commercial carpeting with rubber base [or as alternate 
quarry or ceramic tile].
Ceiling:  Provide ACT ceiling.

hvac 68 F minimum and 78 F maximum.

plumbing none required

fire protection Provide fire protection and detection system as required by the applicable codes.

power Provide outlets per code, and dedicated outlets for computer equipment.

lighting Provide 50 ft. candles fluorescent energy efficient light fixtures.

communications Telephone:  Provide communications outlets.
Data:  Provide data outlets to support required equipment.

casework Provide counter with roll-down door.

furnishings none required

notes

sf 300
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new city hall - space standards description and needs

staff position or use Large Service Hub;  Printer, Copier, and Storage Space

space standard Standard J.1

functional needs acoustic isolation;  full height walls and doors

min. ceiling height 8 feet

finishes Walls:  Provide a low-maintenance, durable finish;  paint.
Floor:  Provide low-maintenance sheet or tile rubber flooring material with rubber 
base.
Ceiling:  Provide ACT ceiling.

hvac 68 F minimum and 78 F maximum.

plumbing none required

fire protection Provide fire protection and detection system as required by the applicable codes.

power Provide outlets per code.
Provide dedicated outlets for equipment.

lighting Provide 50 ft. candles fluorescent energy efficient light fixtures.

communications Telephone:  Provide communications outlets.
Data:  Provide data outlets to support required equipment.

casework Provide counter with under counter storage shelving and above counter cabinets.

furnishings none required

notes

sf 300
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new city hall - space standards description and needs

staff position or use Service Hub;  Printer, Copier, and Storage Space

space standard Standard J.2

functional needs partial acoustic isolation;  partial height walls

min. ceiling height 8 feet

finishes Walls:  Provide a low-maintenance, durable finish;  paint.
Floor:  Provide low-maintenance sheet or tile rubber flooring material with rubber 
base.
Ceiling:  Provide ACT ceiling.

hvac 68 F minimum and 78 F maximum.

plumbing none required

fire protection Provide fire protection and detection system as required by the applicable codes.

power Provide outlets per code.
Provide dedicated outlets for equipment.

lighting Provide 50 ft. candles fluorescent energy efficient light fixtures.

communications Telephone:  Provide communications outlets.
Data:  Provide data outlets to support required equipment.

casework Provide counter with under counter storage shelving and above counter cabinets.

furnishings none required

notes

sf 150
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new city hall - space standards description and needs

staff position or use Large Storage

space standard Standard J.3

functional needs full height walls and a door

min. ceiling height 8 feet

finishes Walls:  Provide a low-maintenance, durable finish;  paint.
Floor:  Provide low-maintenance sheet or tile rubber flooring material with rubber 
base.
Ceiling:  Provide ACT ceiling.

hvac 68 F minimum and 78 F maximum.

plumbing none required

fire protection Provide fire protection and detection system as required by the applicable codes.

power Provide outlets per code.

lighting Provide 50 ft. candles fluorescent energy efficient light fixtures.

communications none required

casework none required

furnishings Provide file cabinets and shelving.

notes

sf 300
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new city hall - space standards description and needs

staff position or use File Storage

space standard Standard J.4

functional needs partial height walls

min. ceiling height 8 feet

finishes Walls:  Provide a low-maintenance, durable finish;  paint.
Floor:  Provide low-maintenance sheet or tile rubber flooring material with rubber 
base.
Ceiling:  Provide ACT ceiling.

hvac 68 F minimum and 78 F maximum.

plumbing none required

fire protection Provide fire protection and detection system as required by the applicable codes.

power Provide outlets per code.

lighting Provide 50 ft. candles fluorescent energy efficient light fixtures.

communications none required

casework none required

furnishings Provide file cabinets and shelving.

notes

sf 150
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new city hall - space standards description and needs

staff position or use Large Restroom

space standard Standard K.1

functional needs full height walls and a door

min. ceiling height 8 feet

finishes Walls:  Provide full-height ceramic tile.
Floor:  Provide ceramic tile.
Ceiling:  Provide gypsum board ceiling;  paint.

hvac 68 F minimum and 78 F maximum.

plumbing Provide two [2] lavatories in countertop, two [2] water closets, one [1] shower, and 
one [1] floor drain.  [Provide a urinal at a male restroom.]
Provide hat and cold water, and a sanitary drain to all fixtures.

fire protection Provide fire protection and detection system as required by the applicable codes.

power Provide outlets per code  GFI.

lighting Provide 50 ft. candles fluorescent energy efficient light fixtures.

communications Telephone:  Provide communications outlets.
Data:  Provide data outlets to support required equipment.

casework none required

furnishings Provide solid phenolic core material with melamine surfaces;  toilet and urinal 
partitions.
Provide toilet room accessories;  grab bars, towel bars, soap dispensers, paper 
towel dispensers, toilet tissue dispensers, mirrors, clothing/robe hooks, and waste 
disposal units.

notes

sf 150
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new city hall - space standards description and needs

staff position or use Restroom

space standard Standard K.2

functional needs full height walls and a door

min. ceiling height 8 feet

finishes Walls:  Provide full-height ceramic tile.
Floor:  Provide ceramic tile.
Ceiling:  Provide gypsum board ceiling;  paint.

hvac 68 F minimum and 78 F maximum.

plumbing Provide one [1] lavatory in countertop, one [1] water closet, and one [1] floor drain.  
[Provide a urinal at a male restroom.]
Provide hat and cold water, and a sanitary drain to all fixtures.

fire protection Provide fire protection and detection system as required by the applicable codes.

power Provide outlets per code  GFI.

lighting Provide 50 ft. candles fluorescent energy efficient light fixtures.

communications Telephone:  Provide communications outlets.
Data:  Provide data outlets to support required equipment.

casework none required

furnishings Provide solid phenolic core material with melamine surfaces;  toilet and urinal 
partitions.
Provide toilet room accessories;  grab bars, towel bars, soap dispensers, paper 
towel dispensers, toilet tissue dispensers, mirrors, clothing/robe hooks, and waste 
disposal units.

notes

sf 120
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new city hall - space standards description and needs

staff position or use Lunch Room, Lounge, and Coffee Bar

space standard Standard K.3

functional needs full height walls and a door

min. ceiling height 8 feet

finishes Walls:  Provide a low-maintenance, durable finish;  paint.
Floor:  Provide low-maintenance sheet or tile rubber flooring material with rubber 
base.
Ceiling:  Provide ACT ceiling.

hvac 68 F minimum and 78 F maximum;  provide separate exhaust for kitchen hood.

plumbing Provide kitchen sink, floor drains, and connections to appliances requiring hot or 
cold water or both.
Provide hat and cold water, and a sanitary drain to all fixtures and as required by 
appliances.

fire protection Provide fire protection and detection system as required by the applicable codes.

power Provide outlets per code.

lighting Provide 50 ft. candles fluorescent energy efficient light fixtures.

communications Telephone:  Provide communications outlets.
Data:  Provide data outlets to support required equipment.

casework Provide under counter and above counter cabinets;  plastic laminate finish all 
surfaces.
Provide solid surfacing countertop.

furnishings Provide heavy duty commercial grade appliances;  four [4] burner stove with one [1] 
oven, one [1] refrigerator, commercial dishwasher, microwave oven built into the 
above counter cabinets, and coffee/hot water service appliance.

notes

sf 350
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new city hall - space standards description and needs

staff position or use Lounge

space standard Standard K.4

functional needs full height walls and a door

min. ceiling height 8 feet

finishes Walls:  Provide a low-maintenance, durable finish;  paint.
Floor:  Provide durable commercial carpeting with rubber base.
Ceiling:  Provide ACT ceiling.

hvac 68 F minimum and 78 F maximum.

plumbing none required

fire protection Provide fire protection and detection system as required by the applicable codes.

power Provide outlets per code.

lighting Provide 50 ft. candles fluorescent energy efficient light fixtures.

communications Telephone:  Provide communications outlets.
Data:  Provide data outlets to support required equipment.

casework none required

furnishings Provide sofa, arm chairs, and side tables.

notes

sf 200
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new city hall - space standards description and needs

staff position or use Locker Room

space standard Standard K.5

functional needs full height walls and a door

min. ceiling height 8 feet

finishes Walls:  Provide a low-maintenance, durable finish;  paint.
Floor:  Provide low-maintenance sheet or tile rubber flooring material with rubber 
base.
Ceiling:  Provide ACT ceiling.

hvac 68 F minimum and 78 F maximum.

plumbing none required

fire protection Provide fire protection and detection system as required by the applicable codes.

power Provide outlets per code.

lighting Provide 50 ft. candles fluorescent energy efficient light fixtures.

communications Telephone:  Provide communications outlets.
Data:  Provide data outlets to support required equipment.

casework none required

furnishings Provide ventilated lockers, and benches.

notes

sf 120
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new city hall - space standards description and needs

staff position or use Large Mechanical and Electrical Room

space standard Standard L.1

functional needs full height walls and a door

min. ceiling height 8 feet

finishes Walls:  Provide a low-maintenance, durable finish;  paint.
Floor:  Provide low-maintenance sheet or tile rubber flooring material with rubber 
base.
Ceiling:  Provide gypsum board ceiling;  paint.

hvac 68 F minimum and 78 F maximum.

plumbing Provide  a floor drain and associated sanitary piping;  provide overflow piping from 
hot water heater pan to floor drain.

fire protection Provide fire protection and detection system as required by the applicable codes.

power Provide outlets per code.

lighting Provide 30 ft. candles fluorescent energy efficient light fixtures.

communications Telephone:  Provide communications outlets.
Data:  Provide data outlets to support required equipment.

casework none required

furnishings not applicable

notes

sf 400
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new city hall - space standards description and needs

staff position or use Mechanical and Electrical, and Communications Equipment  Room

space standard Standard L.2

functional needs full height walls and a door

min. ceiling height 8 feet

finishes Walls:  Provide a low-maintenance, durable finish;  paint.
Floor:  Provide low-maintenance sheet or tile rubber flooring material with rubber 
base.
Ceiling:  Provide gypsum board ceiling;  paint.

hvac 68 F minimum and 78 F maximum.

plumbing Provide  a floor drain and associated sanitary piping;  provide overflow piping from 
hot water heater pan to floor drain.

fire protection Provide fire protection and detection system as required by the applicable codes.

power Provide outlets per code.

lighting Provide 30 ft. candles fluorescent energy efficient light fixtures.

communications Telephone:  Provide communications outlets.
Data:  Provide data outlets to support required equipment.

casework none required

furnishings not applicable

notes

sf 200
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new city hall - space standards description and needs

staff position or use Computer and Networking Equipment Room

space standard Standard L.3

functional needs full height walls and a door

min. ceiling height 8 feet

finishes Walls:  Provide a low-maintenance, durable finish;  paint.
Floor:  Provide low-maintenance sheet or tile rubber flooring material with rubber 
base.
Ceiling:  Provide gypsum board ceiling;  paint.

hvac 68 F minimum and 78 F maximum;  provide independent HVAC system sized to 
provide cooling for 150% of BTU load.
Provide a separate HVAC unit and separate environmental controls.

plumbing none required

fire protection Provide fire protection and detection system as required by the applicable codes.

power Provide outlets per code.

lighting Provide 50 ft. candles fluorescent energy efficient light fixtures.

communications Telephone:  Provide communications outlets.
Data:  Provide data outlets to support required equipment.

casework none required

furnishings Provide a cable management system including electronic rack enclosures for
communications and security equipment.

notes Provide a cable management system including electronic rack enclosures for 
communications and security equipment.

sf 400
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new city hall - space standards description and needs

staff position or use Janitor's Room

space standard Standard L.4

functional needs full height walls and a door

min. ceiling height 8 feet

finishes Walls:  Provide a low-maintenance, durable finish;  paint.
Floor:  Provide low-maintenance sheet or tile rubber flooring material with rubber 
base.
Ceiling:   Provide gypsum board ceiling;  paint.

hvac 68 F minimum and 78 F maximum.

plumbing Provide foot-operated mop sink with mop hanging rack, and a floor drain.  Provide 
hot and cold water, and a sanitary drain.

fire protection Provide fire protection and detection system as required by the applicable codes.

power Provide outlets per code.

lighting Provide 30 ft. candles fluorescent energy efficient light fixtures.

communications Telephone:  Provide communications outlets.
Data:  Provide data outlets to support required equipment.

casework none required

furnishings Provide storage shelving;  consider providing modular units.

notes

sf 150
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new city hall - space standards description and needs

staff position or use Allowance for Circulation @15%

space standard Standard X.1

functional needs full height walls

min. ceiling height 8 feet

finishes Walls:  Provide a low-maintenance, durable finish;  paint.
Floor:  Provide durable commercial carpeting with rubber base.
Ceiling:  Provide ACT ceiling.

hvac 68 F minimum and 78 F maximum.

plumbing not applicable

fire protection Provide fire protection and detection system as required by the applicable codes.

power Provide outlets per code.

lighting Provide 30 ft. candles fluorescent energy efficient light fixtures.

communications not applicable

casework not applicable

furnishings not applicable

notes Consider providing skylights to reduce the need for artificial illumination and to 
provide a more comfortable interior environment.

sf 3,468
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new city hall - space standards description and needs

staff position or use Allowance for Exterior and Interior walls @ 12%

space standard Standard X.2

functional needs not applicable

min. ceiling height not applicable

finishes not applicable

hvac not applicable

plumbing not applicable

fire protection not applicable

power not applicable

lighting not applicable

communications not applicable

casework not applicable

furnishings not applicable

notes

sf 2,774
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new city hall - space standards description and needs

staff position or use Allowance for Unknown Factors @6%

space standard Standard X.3

functional needs not applicable

min. ceiling height not applicable

finishes not applicable

hvac not applicable

plumbing not applicable

fire protection not applicable

power not applicable

lighting not applicable

communications not applicable

casework not applicable

furnishings not applicable

notes

sf 1,387
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