






























































































BRACE BAND 

BRACE AND TRUSS CONNECTION 

• --------- 4" X 11 GA. BRACE BAND 
2- 3/f!' 0.0. PIPE 

END. CORNER POST 
1 /2" X 5/f!' STOVE BOLT 

HER. ...-~~~1l~§ W~ 
\_ RAIL -----'-'-"~ -'-;'-::;r""'=:~ 

RAIL CAP \_ FABRIC lYPE CL-4 
lYPE CL-6 
lYPE CL-8 

48" FABRIC 
72" FABRIC 
9fi" FABRIC rCATE PO 

RAIL CLAMP DETAIL FABRIC AND LINE POST CONNECTION 
TOP RAIL~ 

RAIL END 
r POST TOP 

/ J TOP HINGE 

WIDTI-l AS SPECIAEO 

y~ 

Ill I 111- 111 II Il l il l 111::::J IH I I_ 

A 

1/4"X3/4" TENSION BAR 

BRACE RAIL 

2" MESH CHAIN LINK 
FABRIC (GALV) 

TRUSS ROD 

& CLAIJP 

ft' MAX 
fi'!=::::=;-.Jc 

I f 
I I '-f5' FOR FABRIC LESS 

' ~1ri~R FABRIC 60" 
• OVER 

11 I 
- -:; MIN. 

PIPE DIAMETER 
PER SCHEDULE 

-- NOT LESS THAN THREE TIMES MAX. 
CROSS SECTION OF POST WITH MIN. 
OF B INCHES. SEE NOTE 6. 

CONCRETE FOOTING (TYP) 
SEE DETAIL BELOW 

/ TOP RAIL r 11 GA. HOG RING/ 
FABRIC TIES AT 24" O.C. 

1/ 4"X3/4" TENSION BAR FABRIC 

1"X11 CA STRAP 
SPACED VERTICALLY 
14• o.c. GATE DETAIL 

1 1 II I 

2-1/t' 0.0. PIPE 

SECTION A- A 
GATE POST SIZE 
PER SCHEDULE. 

U-BOLT AS REC'D. -
PREFABRICATED CATE 

LINE POSTS AT 1,000 FT MAXIMUM 
INTERVALS TRUSSED IN BOTH DIRECTIONS 

GENERAL NOTES: 
" SWING CLEAR" GATE 
(OPTIONAL POSITION) 

1. CHAIN LINK FABRIC SHALL BE 11-CAUCE FOR ALL FENCES 
84 INCHES OR LESS IN HEIGHT ANO SHALL BE 9-GAUGE 
FOR All FENCES OVER B+ INCHES IN HEIGHT. SECTION 8-8 

2. IN ALL BAll PARK AREA. CHAIN LINK FABRIC SHALL BE 9-GAUGE 
FOR ALL HEIGHTS UNLESS OTHERWISE SPECIFIED. 

3. muss RODS SHALL HAVE TRUSS TIGHTIENERS OR ADJUSTABLE HINGE 
TAKE-UP APPROVED BY THE CITY ENGINEER. 

+. GATE SHALL BE PROVIDE WITH A GATE KEEPER. 

5. IF BEAM TYPE POST IS TO BE USED, TYPE AND SIZES SHALL 
BE APPROVED BY THE CITY ENGINEER BEFORE CONSffiUCTION. 

6. ALL CONCRETE SHALL BE CLASS 3 PER STANDARD SPECIFICATIONS. 

GATE POST SCHEDULE 
HEIGHT GATE WIDTH SIZE 0.0. 

UP TO 6' 2-7/f!' 
6 FEET 7' TO 13' 4• 

AND 
LESS 14' TO 18' 6-5/f!' 

OVER 18' 8-5/ f!' 

UP TO 6' 3-1/2" 

OVER 7' TO 13' 4- 1/2" 

END AND CORNER 
POST ASSEMBLY 

7. All PIPE SHALL BE SCH. 40 GALV. STEEL. 

B. TOP RAIL SHALL BE 1-1 / 4" 0.0. PIPE. 

6 FEET 14' TO IB' 6- 5/fl" 

OVER 18' B-5/fl" 

DEPARTMENT OF PUBLIC WORKS 
CITY OF SOLEDAD 

TITLE: CHAIN LINK FENCE STANDARD PLAN 
/l 

DESIGNED BY: 
APPROV~ ' 0~~7 42 WAG L____,. #. 

DRAWN BY: 
CUFTON V/. PR E. -~ 1/P, . HG/AB 

//#~ CHECKED BY: 
WAG WALTER A. GRANT, 0 E EE 



PRECAST COLUMN 

STEPPED WAU. FOR 
GRADE CHANGES 
(MAX. 12") 

CONCAVE JOINTS (1YP) 

FINAL FINISHED 
GRADE (lYPICAL) 

:c 

C 

PILASTERS AT EVEN SPACING (MAXIMUM 24' O.C.) 

6" X 6" X 16" 
SLUMP STONE OR 
8" X ft' X 16" OR 
PER APPROVED PLANS 

PRECAST WALL PANEL 

:c 

DECORATIVE 
CAP (SUBJECT TO 
APPROVAL) 

:c ~ 

~ ~ 
c., 
w ffi 
:C IL 

3" MIN 

z 
~ 

r FINAL FINISHED 
GRADE {lYP) 

_c-
t-'----,1~11 111 

WALL SECTION B-8 
N.T.S. 

NOTES 

POURED IN PLACE COLUMN 
PIER PER MANUFACTURER'S 
RECOMMENDATIONS. 

1. WALL PANELS & COLUMNS SHAU. BE SOLID PRE CAST PCC BY SIERRA PRE - CAST OR EQUIVALENT. 

j .. 

SECTION C-C 
N.T.S. 

2. COLUMN SPACING SHALL ALLOW FOR COLUMN TO BE PLACED AT PROPERlY CORNER WITH EQUAL COLUMN SPACING BETWEEN PROPERTY CORNERS. 

3. TOP OF WALL ELEVATION CHANGES SHALL BE EVENLY SPACED ALONG PROPERTY LINE FROM PROPERTY CORNER TO PROPERlY CORNER TO 
PROVIDED SMOOTH TRANSITION. 

4. PAINTING SHALL BE IN ACCORDANCE WITH SECTION 59- 6 OF THE STANDARD SPECIFICATIONS. ALL SURFACES OF WAU.S AND PILASTERS TO 
BE FINISHED WITH VINYL LATEX PAINT PER MANUFACTURER'S RECOMMENDATIONS. 

5. DESIGN SHALL BE SUBMITTED COMPLETE WITH CALCULATIONS AND DETAILED DRAWINGS FOR APPROVAL BY THE CITY ENGINEER PRIOR TO 
ORDERING CAPS WILL BE REQUIRED ON AU WAU.S AND PILASTERS. DETAILED DRAWINGS SHALL INCLUDE TOP & BOTTOM OF WALL PANEL 
ELEVATIONS & COLUMN LOCATIONS. 

6. EXACT LOCATION OF SCREEN WALL WITH RESPECT TO PROPERTY LINES SHALL BE IN ACCORDANCE WITH THE PLANS. 

7. WHERE THE WALL IS LOCATED ADJACENT TO A CALTRANS RIGHT OF WAY OR IN THE CALTRANS RIGHT OF WAY THE WALL DESIGN 
SHALL CONFORM TO ALL CALTIRANS STANDARD PLANS AND SPECIFICATIONS. 

8. ALL WALL HEIGHTS SHALL BE DETERMINED IN ACCORDANCE WITH ACOUSTICAL ANALYSIS PROVIDED BY PROPERTY OWNER/ DEVELOPER. 

9. WALL MANUFACTURER TO SUPPLY STRUCTURAL CALC'S, SIGNED ANO STAMPED BY A STRUCTURAL ENGINEER REGISTERED IN THE STATE OF 
CALIFORNIA, FOR MASONRY WAU.S, PRIOR TO APPROVAL. 

DEPARTMENT Q~~lf.IBl!dC WORKS 
CITY OF . .$0DE-, ~11~· 1 

·( •• 

TITLE: MASONRY NON-ACCESS WALL ltflfi'"' STANDARD PLAN 
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b 
I 

"' 

f5'xft' 

"')(' 

I ~11 l=r 
l 
I 
I 
I 

~ 
w 4"x4"x9'-rf 
~ REDWOOD SIGN 
~ POST(S.4.S.)ANCHOR 
11. TO BARRICADE. 
~ 

t;; 

~ 
LL 
0 

!:::: 
::i; 
::J 

b, 
I 

"' 

I 
! 
! 
I 

ROADWAY 

<t. 

I 
I 

I 
I 

I 
I 

I 

I I ,_, 

3rf' x3rf W-31 (R) WITH 
2-3/ff' ~ GALV. BOLTS, 
WASHERS, & NUTS (BURR 
BOLTS AITTR INSTALLATION). 

TYPE "r--t' MARKER 
(9-BUTTON RED 
REFLECTORS) 

TOP OF PAVEMENT OR 
EXISTING GROUND -----------... 

I 

ft'xft'xft" REDWOOD POSTS S.4.S.} 

EQUALLY SPACED (B' O.C. MAX.) 

TOP AND BOTTOM RAIL JOISTS 
ON ALTERNATE POSTS 

"'}(' 

_____ l __ J I 
l_J 

I 
I _, 

TITLE: 
DESIGNED BY: 

WAG 

DRAWN BY: 
HG/AB 

CHECKED BY: 
WAG 

WOODEN RAIL BARRICADE 

NOTES: 

1. MAXIMUM SPACING OF POSTS SHALL BE 8' CENTER TO CENTER. 

2. ALL DIMENSIONS ARE NOMINAL LUMBER OIMENSIONS. 

3. BREAKAWAY HOLES REQUIRED UNLESS DESIGNATED OTHERWISE. 

4. COMPLETED BARRICADE SHALL BE PAINTED WITH 2 COATS, APPROVED TRAFFIC YELLOW PAINT PER SECTION 59. 

5. PORTIONS OF POSTS BELOW GRADE SHALL BE PRESSURE TREATED OR ASPHALT DIPPED. 

6. NAILS SHALL BE HOT DIPPED GALV. 30D. MINIMUM 4 REQUIRED AT RAIL SPLICES AND END POSTS. 

7. NOMINAL WIDTH OF BARRICADE: AS MEASURED TO CENTER OF END POSTS. 

B. "'}(' • 1 FT. UNLESS OTHERWISE SPECIFIED ON SPECIAL PLAN. 

9. CHAIN LINK FENCE WITH GATES MAY BE SUBSTITUTED FOR WOODED BARRICADE WHERE APPROVED BY CITY ENGINEER. 
SIGNING SHALL BE SIMILAR TO WOODEN BARRICADE SIGNING AND SHAU. BE MOUNTED ON GATE. 

D EP ARTMEN'":fE®.'·-· . 
eJT.Y;r>rs· 

BLIC WORKS 
; ...... 

-el\~\ WOODEN BARRICADE -~ 
, ' ' :<i:': -,:, ' 

APPROVED·~ ' I 

~ ~P7 ,, 
' \ 

CUnDNW.~~ <PDP 
WALTER A. GRANT, CITY• I 08 

ST AND ARD PLAN 
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8' (MAX) If. 

i 
I 

- I -,. \---+-__ ..:::::::::-.:::::..-==----+-,.j' - ,l-,." HL -"-'-! ,----'-i 
t. ~ 

\_ 

ri~o~• (~?,fiD. FENCE 4" (lYP) \-, ~ 

1"x1o" BOTTOM RUNNER (lYP) t> U 

RDWD BLOCKING (lYP) 

c., 
z 
§ 

N ft. 
d 
z 
0 
(.J 

I,!- 2"x4" PRESSURE ffiEATED 

4"x4"xB' PRESURE 4• THICK x 6" WIDE REINFORCED 
TREATED RDWD. POST CONCRETE MOW-STRIP 

TITLE: 

ELEVATION VIEW 
NO SCALE NOTE: 

PRIOR TO CONSTRUCTION. CONTRACTOR/BUILDER SHALL 
PROVIDE A MATERIALS UST, ALONG WITH, ALTERATIONS AND/ OR 
CONFIGURATIONS TO THIS STANDARD PIJ\N (IF ANY) TO CITY 
ENGINEER AND BUILDING DEPARTMENT FOR APPROVAL 

1"x6"x5' SOLID WOOD J ··"-t 
I FENCE BOARDS (MIN) --.._____ X. 4"x4"xB' PRESURE 

. 0 ,, ,-.,, I l--,,,......;;_~.:.:.....,.,,.......:.:• .....;.======;;;;;·-.....;:;;•-;;!;.,· .....,. ----:;=..:.~.....;;.;ll_. TREATED RDWD. POST 
1: i I !i ; ' 1·· i--~\_____._- _/~-----l- ~ ~ -===~---_J--+---'+\---,-~ "---......... 1' DIA CONC. FOOTING 

:t'x4" STRINGER ~ 

4" THICK x 6" WIDE REINFORCED - 2" x4" CORNER SUPPORTS 

CONCRETE MOW-STRIP 

TOP VIEW 

NO SCALE 

DEPARTMEN?15r()fi7nl?UBLIC WORKS 
CITY' (;:)P::.S;OEED/.\0 ' 

ST AN DARO PLAN 
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UP OF GUTTER\ 

rCURB LINE 

( 1-- 36" (MIN) -

-30' DIA-

2'Z' DIA 
TREE 

UP OF GUTTER\ 

r-CURB LINE 
( 1--- 4'Z' (MIN) --

--- 39" ---

- 22· -

TREE 

PREPARED SOIL MIX 

A 

' V 

PLAN 

LAWN AREA AT 
PLANTING STRIP 

ROOT CONTROL BARRIER 
PREPARED SOIL MIX 
ROOT BALL 

3/4" GRAVEL ENVELOPE 
(4" THICKNESS, MIN) 

B 

TREE WELL (WHERE SPECIFIED) 

'N :;:::;p~~~~iffi9;:=J 

PREPARED SOIL MIX 

,V 

, V 

3/ 4" GRAVEL ENVELOPE 
(5" THICKNESS, MIN) 

---------- OR OOWN DRAINS (2 MIN.) 

PLA~TREE WELL (WHERE SPECIFIED) 

'Z' DECOMPOSED GRANITE 
AT TREE WELL 

(2 MIN.) 

I "" ~-
~- ~ "'~ 

ROOT CONTROL BARRIER 
3/ 4" GRAVEL ENVELOPE 
OR DOWN DRAINS (2 MIN.) 

~?tPf811i~rt§lf 't~D SOIL 
ROOT BALL 

ROOT CONTROL BARRIER 

COMPACTED, PREPARED SOIL 
MIX TO BOTTOM OF ROOT BALL 

-5• 

SECTION A-A 

2-Z' X B' (MIN) LODGE POLE---.. 
PINE TREE STAKES '-

15 GALLON TREE PER CITY 
STREET TREE SCHEDULE 

2" THICKNESS OF DECOMPOSED GRANrrE 
SLOPED TOWARDS TREE AT TREE WELLS 

CURB LINE 

PLANTING NOTES 

SECTION 8-B 

ZINC COATED IRON WIRE # 12 AWG COVERED 
_ WITH A GARDEN HOSE, TIED IN A FIGURE B STYLE. 

PREPARED SOIL MIX 

3/4" GRAVEL ENVELOPE OR DOWN DRAINS (2 MIN.) 

1. PREPARED SOIL MIX SHALL CONSIST OF 1/4 NITROHUMUS, 1/4 SHAVINGS, 1/2 EXISTING SOIL AND 20-10- 5 FORMULA FERTILIZER TABLETS 
WEIGHING 21 GRAMS (3 TABLETS PER 15-GALLON (CONTAINER SIZE) TREE). 

2. ROOT DEFLECTOR SHALL BE DEEP ROOT STANDARD PLANTER NO. 22- 29-1 8-P, DEEP ROOT CONTROL BARRIER NO. UB24-2, OR APPROVED 
EQUAL DEEP ROOT CONTROL PRODUCTS ARE AVAILABLE FROM EWING IRRIGATION PRODUCTS, 125 LEE ROAD, WATSONVIULE, CA 95076. 

3. THE LOWER 12" OF THE EXCAVATION SHALL BE BACKFILLED AND COMPACTED WITH PREPARED SOIL MIX PRIOR TO PLACING THE ROOT DEFLECTOR. 
BACKFILL 3/4" GRAVEL ENVELOPE AROUND DEFLECTOR AFTER TREE PLANTING. 

4. PREPARED SOIL MIX SHALL BE PLACED IN THE PLANTING HOLE AND COMPACTED TO BOTTOM OF ROOT BALL ELEVATION. PLANT TREE IN PLANTER, 
BACKFILL WITH PREPARED SOIL MIX AND COMPACT. COVER WITH LAWN OR DECOMPOSED GRANrrE, AS SPECIFIED. 

5. AFTER PLANTING, TREE SHALL BE WATERED WITH 20 GALLONS OF WATER. REPEAT WATERING TWICE IN THE NEXT 7 DAYS NOT CLOSER THAN AT 
48 HOUR INTERVALS. 

6. STREET TREE PLANTING SHALL INCLUDE. TREE PLANTING IN TREE WELLS OR WITHIN PARKING STRIPS. PAYMENT FOR TREE PLANTING SHALL 
INCLUDE EXCAVATION, SOIL PREPARATION, ROOT DEFLECTOR AND INSTALLATION, BACKRLL, TREE, AND THE rrEMS DESCRIBED ON THIS PLAN. 

7. UPON APPROVAL OF THE CITY ENGINEER, ROOT DEFLECTOR MAY BE DELETED DUE TO SPECIAL CIRCUMSTANCES WHICH MAKE THE DEFLECTOR 
UNUSABLE OR UNNECESSARY. 

B. WHERE IRRIGATION IS AVAILABLE, PROVIDE A MINIMUM OF 2 PERFORATED PVC DOWN DRAINS AND 2 DRIP HEADS FOR EACH TYPE (1 DRIP HEAD 
PER DOWN DRAIN). EACH DOWN DRAIN SHALL BE COVERED WITH A ALTER FABRIC SOCK. 

DEPARTMENT OF PUBLIC WORKS 
CITY OF SOLEDAD 

TITLE: STREET TREE PLANTING STANDARD PLAN 

CHECKED BY: 
WAG WALTER A. GRANT, CITY E EE -
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PERIMETER FENCE 

PER CllY STD PLAN 45 

1' BENCH (MIN) 

(TYP) 

! < H < 20' 
(SEE F!GURE 5 FOR H > 20') 

FIGURE 

6:1 SLOPE 

(OR FLATTER) 

CUT SLOPE WITH EROSION CONTROL 

R/W 

PERIMETER FENCE 
PER CITY STD PLAN 45 

1' BENCH (MIN) 

(TYP) 

SEE NOTE 3 

R/W NOTE: 
ALL SLOPES BETWEEN FENCES & SlREET R/W SHALL BE INCLUDED IN A 
LANDSCAPE MAINTENANCE DISlRICT. 

PROVIDE SLOPE EROSION 
CONTROL PER APPROVAL OF 
THE CllY ENGINEER 

STREET 

SLOPE ; 6: 1 OR FLATTER 

I 
12· DEPTH (MIN)__,,/"I ~· ,,_, I 

\j 12' ~ 
EXISTING CUT SLOPE (MIN) 

FIGURE 3 
FILL SLOPE 

FIGURE 3 
FlLL SLOPE 

i:, 
N 

<D TO 
FLAT SURFACE 
SLOPE ; 5:1 
OR FLATTER 

2' MIN CLEARANCE NOTES: 
PLANT w/VINES TO 
SCREEN WALL & INSTALL 
AUTOMATIC IRRIGATION 

1. ALL WORK SHALL CONFORM TO ALL REQUIREMENTS OF THE 
NPDES PERMIT AND CllY OF SOLEDAD REQUIREMENTS. 

2. CUT SLOPES SHALL BE ROUNDED OFF AT THE TOP AND 
TOE TO BLEND IN WITH THE NATURAL TERRAIN. 

! < H < 20' 
-j --1" MIN AT TOE OF WALL 

3. OWNER/DEVELOPER MAY, AT HIS OPTION, CONSlRUCT A 
VERTICAL RETAINING WALL ADJACENT TO THE PROPERTY LINE 
TO CONTAIN THE DIFFERENCE IN ELIEVATION. A DESIGN OF 
THE WALL, COMPLETE WITH SIGNED & STAMPED CALCULATIONS, 

PROVIDE SLOPE EROSION CONTROL PER 
APPROVAL OF THE CllY ENGINEER 

6:1 SLOPE 

(OR FLATTER) 

STRUCTURE 

TITLE: 
DESIGNED BY: 

WAG 

DRAWN BY: 
CR/AB 

CHECKED BY: 
WAG 

:c 

~ 
(.!) 
[ij 
:c 

FIGURE 2 
OWNERS LOT - HIGH SIDE 

le. 

, ,.,,, ,,, o, ~~~---:_1-_ ~I 
'1.\I- I dll FACE OF j 

\ 

1' DEPTH MIN. FOOTING 

6 (MIN) TERRACE WITH A PAVED 
(3" PCC/4" A.B. MIN.) DRAINAGE WAY. 

PROVIDE SLOPE EROSION CONTROL 

TOE OF SLOPE 

C 

HEIGHT,H 0 b C 

FIGURE 5 
0'-10 ' 3' 2' 5' 

11'- 30' (H/2)' 3' (H/2)' 

OVER 30' 15' 3' 15 ' 

SLOPE GRADING 

APPRO~ED·, / 
FV 

CLIFTON W RICE, DI 

WALTER A. GRAN , CIT E 

d 

5• 

7' 

10' 

SHALL BE SUBMITTED TO THE CllY ENGINEER FOR 
APPROVAL. 

4. A GEOTECHNICAL INVESTIGATION SHALL BE PERFORMED AND 
SUBMITTED TO THE CllY ENGINEER PRIOR TO ANY GRADING. 
THE MORE STRINGENT RECOMMENDATIONS OF THE 
GEOTECHNICAL INVESTIGATION SHALL GOVERN. 

5. REFER TO CllY STANDARD PLAN No. 52 FOR ADDITIONAL 
REQUIREMENTS FOR TYPICAL LOTS. 

6. ALL NATURAL SLOPES WITHIN THE DEVELOPMENT AREA 
EXCEEDING 20~ MAY REQUIRE A DETAILED DRAWING SUBMITTED 
TO THE PUBLIC WORKS DEPT. OF THE CITY OF SOLEDAD FOR 
PRIOR APPROVAL. 

STANDARD PLAN 
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DRILL HOLE 
FOR WIRE 

SEA~ 

LEFT SIPE 

1/4" HEX BOLT 
WITH NUT 

I . 
~ - ~ ~~_J_r ~ 
~J ....__ 

/

16 GA. SHEET METAL BACKPLATE 
16 GA. SHEET METAL 
DIVIDER 

i" _, 
1/4"-12" /11/16" 

"1 
1/4" X 20 CAD BOLTS 
( 4 REQUIRED) 

PROVIDE 2 HOLES FOR 1" 
MIN. INSULATED BUSHINGS 
WHEN MOUNTING METER 
ANO BREAKER PANEL. 

SECTION A-A 

SEALABLE BOLT DETAIL 

FILLET \I/ELD 

16 GA. SHEp METAL BACKPLATE\ 
.:t_ OPEN SPACE 
"' 3/4" 

7 1-

16 GA. SHEET METAL 
DIV1DER 

OPEN SPACE 
1/4" STEEL 
PLATE 

-c--1 ----++14 
"" l 10 GA. TOP PLATE ,-~------ ----

10 GA. TOP PLATE..., 1 n 
I I 

10 GA. SHEET METAL- 3/4' 

+--6 
~ 

..., 

C 
10 GA. SHEET METAL 

C 
II 
II 
fl 
II 
II 

1/8" 
..., 

-I r-,_s_·-10_1.. _,­

SECTION 8-B 

SECTION C-C 
_JQf_ 

TOP PLATE DETAIL 

GENERAL NOTES 
1. TOP OF FOUNDATION SHALL BE FLUSH V.1TH 

SIDEWALK IN SIDEWALK AREAS, OUTSIDE 
SIDEWALK AREAS, TOP OF FOUNDATION SHALL 
BE 6" ABOVE GRADE. 

2. CONDUITS SHALL EXTEND AT LEAST 2" ABOVE 
TOP OF FOUNDATION. 

3. INSTALL ANO ORIENT SERVICE PEDESTAL ANO 
SERVICE EQUIPMENT AS DIRECTED BY ENGINEER. 

4. FABRICAlEO PEDESTAL SHALL BE "304" STAINLESS 
STEEL. 

5. WHEN METER AND BREAKER PANEL IS SPECIFIED, 
IT SHALL BE A SINGLE UNIT WITH MANUAL CIRCUIT 
CLOSING DEVICES INCLUDED. 

6. WHEN FLASHING BEACON OR PHOTOELECTRIC 
CONTROL IS SPECIFIED, A NEMA 3R 
ENCLOSURE SHALL BE FURNISHED PER 
DIMENSIONS IN SPECIAL PROVISIONS. MOUNT 
ENCLOSURE BELOW MElER AND BREAKER PANEL 
FLASHERS, SUPPRESSORS, OR RELAYS SHALL 
BE INSTALLED PER SPECIAL PROVISIONS. 

7. ALL CONCRETE SHALL BE CLASS 3 PER 
STANDARD SPECIFICATIONS. 

8. SUBJECT TO APPROVAL BY THE CITY ENGINEER, 
ALTERNATIVE STA TE TYPE II SERVICE EQUIPMENT 
ENCLOSURES PER STATE STANDARD PLAN ES- 2B 
(JULY 1984) MAY BE SUBSTITUTED. 

TITLE: 

METER AND 
BREAKER PANEL 

II 
II 
II 
II 
II 

10"-1--tt--1 

B 

5" II 
11-
11 

II 
II 
II 
II 
II 
II 
II 
Iii 

I Ill I 

FRONT 

A 

B 

I-
w 
"' C.) 

0 
(/) 

°' ~ 
w 
:::;; 

0 
I-

z 
::ii 
'ix, ..,. 

SEALABLE BOLT 
LEFT SIDE ONLY 

DRILL FOR 1'14" SELF 
TAPPING SC EWS. 
TYPICAL LEFT AND 
RIGHT SIDES AT 12" 
ON CENTER 

1 . 
C!l 

/SEE TOP PLATE DETAIL 

I 
II 

-,-­
\ 1"-
1 Iii 7 
\ 1 1 :__l 

" r I I 
J\ I 
I \I 
I \I 
I II 
_J 

ST ANDA RD PLAN 

48 



NO. 6 BARE 
SOLID COPPER 
WIRE. 

NO. 12 lW 

4"X6-1/t' HAND HOLE 
WITH REMOVABLE COVER 

IN-LINE FUSE HOLDER 
& DISCONNECT (SEE 
NOTE N0.4) 

SLACK: 12" MIN. 

NOTES: 
1. ALL CONSTRUCTION AND MATERIAL SHALL CONFORM TO THE 

STANDARD SPECIFICATIONS, ELECTRIC CODE & P.U.C.'S G.O. 95A. 

2. COVER SHALL BE 1 B" MINIMUM IN SIDEWALK AREAS & JO" MIN. UNDER 
STREETS OR PROPERTY EASEMENTS. 

3. ALL CONCRETE SHALL BE CLASS J PER STANDARD SPECIFICATIONS. 

4. INSTAU. WATERPROOF IN-LINE FUSE HOLDER (BUSS TYPE 
TRON • L" RLA, ALUMINUM, OR RLC-J, COPPER, WITH INSULATING 
BOOTS) IN UNGROUNDED LEG WITH MIDGET IOA. FUSE OR AS DIRECTED. 

5. P.G.&E. TO FURNISH AND INSTALL ALL MATERIALS AND DEVELOPER 
TO REIMBURSE P .G.&E. FOR INCURRED COSTS. 

INSULATED BUSHING 
(ALUMINUM TYPE) 

Hl" MAX. 

\Y~~~~- SPLICING PER STANDARD 

b 
I 

N 

SPECIFICATIONS 

FUSE CONNECTOR DETAIL 

FINISHED 
GRADE 

: · 111111 
II 1111 II 
II 11I I II 
11 1111 11 
11 II II 11 
II II II 11 

r 

ANCHOR BOLTS 

PROVIDE MORTAR TO COVER 
BOLTS AFTER LEVELING. 

ANCHOR BOLTS 1"X36"X4" GALV. 

4-NO. 6 BARS 7Z' LONG 
AT 12" O.C. 

b 
I 

N 

.,., 
/ 

/ 
I 

I 

I 
\ 

' ', 

1 /2" -1 JNC HEAVY SO. 
NUT OR EQUIV. TAPPED 
WELDED TO INSIDE OF 
POLE. 

2'-Ci' 

I 
I 

I 
/ 

2 '-o" OIA. FOUNDATION 
(OPTIONAL) 

11• DIA BOLT CIRCLE 

_ .... 
~AND HOLE 

/ lSEE FUSE CONNECTOR DETAIL) 

INSTALL INSULATED BUSHING 
(ALUMINUM TYPE) ONE EACH 
CONDUIT 

11 1111 II -,--'--1,----t II I iJ J I I 
11 111

1 
II 

SEE NOTE 2 /) II I ft I I I 

TO BE FORMED 6" BELOW 
FINISHED GRADE. 

lo 
I 

;,. 

I '// u/l~J ,~> JJ-,,,. ~ 
-- c~ ff ' 

'-'' II / 
;-.~ II / 

°' II / ~ 11' 

' ' J:' , '~ I 
~ -II 

--.'/ Ill 
v } Ill 
// Ill 
·) Ill 
< IU 

~%V@1 -I 
2'-0" -1 

ROUND 

PARKING AREA 
LIGHT FOUNDATION 

NO. 6 BARE SOLID COPPER 
GROUND WIRE 

lo 
I 

;,. 

STREET LIGHT 
FOUNDATION DETAIL 

DEPARTMENT OF PUBLIC WORKS 
CITY OF SOLEDAD 

WIRE COILED B'± 
(TYPICAL) 

TITLE: P.C.C. LIGHTING FOUNDATION STANDARD PLAN 

DESIGNED BY: 
APPRO~ 

D~~/ 49 WAG 

DRAWN BY: CLIFTON . ICE, DI 
HG/AB _4::7/£~ CHECKED BY: 
WAG WALTER A. GRANT, 



'z: . 

h. :.: 

SERVICE POINT (AS SHOWN ON PLANS) 7 
FINISH GRADE f f PULLBOX BY PG&E 

SERVICE ENTRANCE ~ ~ ~ ] 
::::;:f",-.-------~L_j'...._ __________ c_o_N_D_U_IT_BY __ P_G&_E __ ~--

~ ____.I MAST ARM AN:I t.a,,e,,IARE DATA ~ 
w LUMINA!RE SHAU. BE HIGH ·t.1• "N" MIN. •a• •p• INSTAU. 1 1/Z' PVC LTG. 
~ PRESSURE SODIUM VAPOR smEET PROJECTED RISE O.D. ROJEC IIOUNTING WATT 'IWE CONDUIT AND CONDUCTOR 

i ~fi{~;~i::~· E::TIAL 
9
~~J 

2
, _ s·± :r1: 2

• ~~! ~~H,T
5 

TYPICAL (~E~~o;R~~OUND DETA 

u SHOWN ON PLANS. AMERICAN o• 32' _ 9• _ 
ELECTRIC, G.E. OR APPROVED 1----+--,---+--+-~---11-----t-----'7i 

COLLECTUR 10' - O"' 3' - 3•± 3 7/8" 

12' - o· 4' - 3•± 3 7/8" EQUAL. 

2' 

C 

:l'. 
:: ~ 
~o 
o"' 

;§ 

w 
~ "' -ID 
a: 
::, 
u 

ARIDllAI. 
15' - o· 4• - g•± 4 1/4" 

IIEDIAM 1s· - o· 4• - e·± 4 1/4' 

• INTERSECTION SEE GENERAL NOTE 2 
PQ.E DATA BABE 

0 

10· 34• - 3• 

DATA :i 
'i 

T ANCHOR BOLTS ';, 

1-1 ;2· 1 x24•x4• ;:,. 

POLE • A" WN, 0.0, THICK •• 
'IWE HEIGHT BASE TOP NESS C 

15 JO' - o· a· 3 7/8" a .1194" 11-1;2· 

5/Ht' __ , __ 

5/8" x 11NC x 1 3/4" LONG l/
2
" --, r 

4 5/f!' 

MS CAP SCREWS, 3 PLACES, 
TAP POLE PLATE 

D. 13" - 0.33" x 4" HEAT SHRINK 
PROJECTION SLEEVE ON WIRING 
4' MIN. SLEEVE LENGTH 

DRIU. 't' HOLE 
& CHASE EDGES 
FOR ELECTRIC 
CONDUCTOR 1/4 

LUMINAIRE ARM CONNECTION 

, .. ~ ---

N 

P .G. & E. SERVICE POLE 

RISER BY UTILITY CO. 

1/4 

FINISH GRADE 

INSTALL 1 1 /Z' P.V.C. CONDUIT 

(SCHEDULE 40) W/ CONDUCTOR 
(SEE NOTE 14) -------~ 

TYPICAL SERVICE POLE DETAIL 

SEE NOTE 7 

STREET LIGHT DETAIL 

AXIS OF ARM\ 

1t2" NC SQUARE (:,_~~;,~=:j=j:Iflf°1'=J~C,_,;;;;'\ 

~~
0&~mB ~ijo1s~TE " 

HANDHOLE----""::j!~f:,..,_[j:!,;).:l_tfl:1--

BASE PLATE tjOLE 
DIA. = 8" +/-

BOLT DIA. + 1 / 4" 
BOLT Cl RCLE "11' 

SECTION A-A 

lo 

1 3/4" 

PROVIDE TWO GALV. HEX 
FURNISH/INSTALL NUTS AND TWO GALV. 
l"X36"X4" GALV. ANCHORFIAT WASHERS EACH BOLT. 
BOLTS (4 PLACES) 

BASE DETAIL 

LUMINAIRE 
SINGLE DOUBLE 

C __ Z' 2 1/Z' ,r_-C 
1 - _ 

1
• SERIES 

1
._ -1 

2--1" "()" 1"-- 2 
3 _ 

1
• LETTERS 

1
._ 3 

4==- AND 
1
._-4 

NUMBERS 
1
._ 

LETTER DETAIL 

GENERAL NOTES 

1. ALL CONSTRUCTION AND MATERIALS SHAll. CONFORM TO THE STANDARD 
SPECIFICATIONS, ELECTRIC CODE AND P.U.C.'S G.O. 95A. 

2. LUMINA!RES AT STREET INTERSECTIONS SHALL HAVE TYPE IV I.E.S. 
DISTRIBUTION. 

3. POLES SHAll. BE STEEL WITH HOT DIP GALVANIZED FINISH. 
4. PHOTOELECTRIC CELLS SHAll. BE INTEGRALLY MOUNTED ON THE HOOD OF 

THE LIGHTING FIXTURE. 
5. ALTERNATE DESIGN POLES, MOUNTING HEIGHTS AND LIGHTING FIXTURES, 

WHEN APPROVED BY THE CITY ENGINEER, MAY BE INSTALLED IN 
SUBDIVISIONS. SUCH INSTALLATIONS SHAll. BE OF A UNIFORM DESIGN 
THROUGHOUT THE SUBDIVISION. 

6. WHEN POLE RISER SERVICE IS REQUIRED, THE CONTRACTOR SHAU. NOTIFY 
P .G.&E. TWO (2) WEEKS IN ADVANCE OF CONSTRUCTION. 

7. INSTAU. #3 1/2 PULLBOX AT BASE OF ALL SERVICE POLE AND ELECTROLIERS 
9. EXCEPT LAST ELECTROUER ON SERVICE RUN. 
B. LUMINAIRE ARM PROJECTED LENGTH SHAU. BE AS SHOWN ON PLANS 

THICKNESS SHALL BE MIN. 0.1196" {11 GA. 96,000 PSI). 
LIGHTING POLE SHALL BE STATE TYPE 15, GALVANIZED: UNION METAL, 
At.tERON, VALMONT OR APPROVED EQUAL. 

1 O. ALL CONCRETE SHAU. BE CLASS 3 PER STANDARD SPECIFICATIONS. 
11. CONTRACTOR SHAU. INSTAll. STREET LIGHT NUMBER (LETTER AND NUMBER) 

ON LUMINAIRE SIDE. USUALLY STREET SIDE OF POLE FACING THE CURB. 
STREET LIGHT NUMBERING LEGEND SHAU. BE 2 1 /Z' HIGH, BLACK WITH SILVER 
BACKGROUND. REFLECTIVE VINYL, ADHESIVELY BACKED LETTER (PANDUIT 
PRL 250 YB, A TO Z) AND NUMBER (PANDUIT PRL 250 YB O TO 9); OR 
APPROVED EQUAL. P.G.&E. TO PROVIDE STREET LIGHT NUMBER. 

12. FOR POLE FOUNDATION & FUSE CONNECTOR DETAIL SEE STD. PLAN 49. 
13. SPACING OF STREET LIGHTS SHALL BE DETERMINED BY THE CITY ENGINEER 

BASED ON LIGHTING LOCATION PROVIDED BY DEVELOPER BY A REGISTERED 
ELECTRICAL ENGINEER. A MAXIMUM SPACING OF 250' SHAU. CONTROL 
AN ELECTROLIER SHAll. BE PLACED AT EVERY INTERSECTION. 

14. CONDUIT COVER: 1 f!' MIN. UNDER SIDEWALK, PARKWAY & MEDIAN ISLAND. 
24" UNDER STREET OR PROPERTY EASEMENT. 

15. INCREASE PROJECTED LENGTH BY THE INCREASE IN POLE OFFSET FROM FACE OF 
CURB, CENTERLINE OF POLE SHALL BE SET 1' MIN. BEHIND BACK OF WALK FOR 
MONOLITHIC CURB AREAS. 

DEPARTMENT OF PUBLIC WORKS 
CITY OF SOLEDAD 

TITLE: LIGHTING POLES STANDARD PLAN 
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=------======= - ---- ------ -

'.:]' { < w t.) z 
[ ::; 

~ 0 w 
~ a. 

~ I 

~: 
I 

STREET ffiEE 
(SEE STD. DETAIL NO. 46) 

g• _ I -
1+-----X----- 1 

- g" 2 

I---- - - -
, --,PG&E TRANFORMER <1 
L __ ...1 PAO LOCATION 

'---- PCC SIDEWAU< ~ 

W = 60' (TYPICAL) 

1 2 

~ - - - ---- - - - -

"' "' 

1/2 

5' MIN. I­

I 

w z ~ :, 

i I% 
i)~ 

__ J _ __ i 

DEPARTMENT./4~dil~;btC WORKS 
CITY Or,SOUiQ~~~ ~l/!1,. 

TITLE: TYPICAL UTILITY LOCATIONS STANDARD PLAN 

CHECKED BY: 
WAG WALTER A. GRANT, CITY ENGINEER - R. 
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CONSTRUCT 
RETAINING 
WALL {SEE 
NOTE 1) 

~, 
:;, 

I 

~, 
:;, 

I 

~I a., 
I 

w 
I 

,~, "'-' " .} ~1~ 
PER SECTION L-L 

{lYP EA. SIDE) I 

DETAIL W 

CONST. RETAINING WALL IF SLOPE 
ENCROACHES ON 5' WIDE (2:: TO 1 o:: SIDEYARD) 
(lYP EA. SIDE) SEE DETAIL W 

LOT GRADE (SEE SECT L-L) 

y, ~ w 
_12; <.:l JJL □ ~, ct'. ~, 
5' MIN. 

=> 0 
:l: Ir 

z ~ 
2 Ir 

i::i 0 Ir 

6:1 OR FLATTER SLOPE 
SEE NOTE 1) 

w 

5 NOTE 
a.: ALLORAIN SWALE SLOPES 
O SHOWN AS 1% ARE MINIMUM 

(TYP EA. SIDE) 

I 8: 
,) w 

BUILDING ENVELOPE ~1j J 

L ~ 

I I I CURB GUTTER AND 
SIDEWALK 

-------- -----

TYPICAL FINE GRADING PLAN 

1~ 
,:; 
I 

~I 5' MIN 
a., 

I 

\ FINISH FLOOR 
, __ 5_'_M_I_N_j~ 

C-!!-C::¾ 10% 10% 

CONSTRUCT 
RETAINING 
WALL (SEE 
NOTE 1) 

FINE GRADING OF LOT 
AFTER CONST STRUCTURES 
DRAIN SWALE 1% MIN 
{lYP EA. SIDE) 

TYPICAL SECTION W - W 

NOTES 

TO 
10% 

1. CONSTRUCT RETAINING WALL FOR UP TO 4' DIFFERENCE BETWEEN 
ADJACENT LOTS. 4' OF SLOPE (VERTICAL) 0 6:1 OR FLATTER 
WILL BE ALLOWED ABOVE 4' RETAINING WALL INCREASE HEIGHT 
OF RETAINING WALL ABOVE 4' IF TOTAL GRADE DISTANCE BETWEEN 
LOTS EXCEEDS 8'. 

2. PROVIDE SIGNED AND STAMPED CALCULATIONS FOR PERMIT FOR 
ALL RETAINING WALLS OVER 2' IN HEIGHT. 

3. ALL SLOPES STEEPER THAN 5: 1 SHALL BE PROTECTED WITH JUTE 
NETTING. 

4. ANY DEVIATIONS TO THE STANDARDS CONTAINED HEREIN SHALL BE 
SUBMITTED IN ADVANCE FOR APPROVAL BY THE CITY. 

5. REFER TO STD. PLAN NO. 47 FOR ADDrTIONAL INFORMATION. 

TITLE: TYPICAL LOT GRADING 
DESIGNED BY: 

WAG 
DRAWN BY: 
CR/AB 

CHECKED BY: 
WAG 

iO 
10% 

,a. 
I •FINISH FLOOR=O.75' MIN. + 

SWALE HIGH POINT ELEVATION 
(INCREASE IF WOOD EXTENDS BELOW 
FINISH FLOOR). 

CONST. RETAINING WAL!: 

ELEVATION;Q.25' MIN. + 
SWALE HIGH POINT ELEVATION 

PAD GRADE 

--1:1:-

------L 
MINIMUM LOT GRADE TO BE 
L' X 0.01 ABOVE R.O.W. 

2' 
FLAT 

RETAINING 
WALL (SEE 
NOTE 1) 

FlNE GRADING OF LOT 
AFTER CONST STRUCTURES 
DRAIN SWALE 1 :t MIN. 

TYPICAL SECTION L - L 

ST ANDA RD PLAN 
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-::14 

rN; ''""" J 
I~ <:7 . ,:j . 

CONCRETE PAD 

ii:r-zr, ... :- -;;,--,:\- - -
o B.S.W. 

. ,:\ 

I 

I 

l 

2'X3' WATER METER AREA 
(2 EA. CHRISlY 89 OR BROOKS 36) 

TITLE: MAIL BOX CLUSTER (U.S.P.O. TY.P§')"" , .. '" ~;,.\\ft.\ 

_____ I_ __ 
6' P.U.E • . ---,-It 

1. MAIL BOX CLUSTER 
LOCATION TO AVOID 
WATER METER BOXES 
& WAlER SERVICES. 

2. lYPE II & Ill 
MAIL BOX CLUSTERS 
IN MULTI FAJ-.(ILY 
RESIDENTIAL 
DEVELOPMENTS ONLY. 

3 •UNDESIRABLE 
LOCATIONS -
SPACE & TI1AFF1C 
RESTRICTIONS. 

4. PAINT CURB IN 
FRONT OF MAIL 
BOX CLUSTER AS 
DIRECTED BY DIRECTOR 
OF PUBLIC WORKS 

5. SUBMIT LOCATIONS 
OF MAIL BOX CLUSTERS 
TO DIRECTOR OF PUBLIC 
WORKS BEFORE ACTUAL 
CONSTRUCTION 

STANDARD PLAN 
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1. SITE SECURl1Y: 
CONTRACTOR SHALL BE RESPONSIBLE FOR COMPLIANCE WITH ALL PUBLIC 

SAFETY REQUIREMENTS BY PROVIDING, INSTALUNG AND MAINTAINING SIGNS, 

WARNING DEVICES, FENCING, BARRICADES, INCLUDING SECURrTY PATROL. REFER 

TO STATE OF CALIFORNIA STANDARD SPECS., SECTION 7 AND CrTY STANDARD, 

SECTION 2. 

2. SITE CLEAN-UP: 

SITE SHALL BE KEPT FREE OF ALL RUBBISH AND DEBRIS REQUIRING SWEEPING 

OF THE WORK AREA AT THE END OF EACH DAY IF NECESSARY AND ONCE PER 

WEEK MINIMUM. TRASH RECEPTACLES SHALL BE ERECTED ON SITE AND 

MAINTAINED ON A REGULAR BASIS SO THAT OVERFLOW DOES NOT OCCUR. 

CONTRACTOR WILL BE HELD RESPONSIBLE FOR LITTER WHICH RESULTS FROM 

WORK AREA AND LEAVES SITE. 

3. EROSION CONTROL: 

SITE SHALL BE MAINTAINED PER SITE SWPPP. SILT, CONCRETE, SOILS, ROCK, 

DEBRIS, LITTER AND SITE MATERIALS ARE NOT PERMITTED IN STORM DRAINS 

OR CATCH BASINS. 

4. SWMP: 

REFER TO CrTY OF SOLEDAD STORM WATER MANAGEMENT ORDINANCE 

FOR ADDmONAL REQUIREMENTS. 

DEPARTMENT OF .Ht1BLl,C WORKS 
CITY OF SOLEDAD-~.;,,~,,,' 

TITLE: SITE SECURITY, CLEAN-UP AND Et=i6s1o~j'~UNTROL 
,~ .. -:.::-:. ~ 

DESIGNED BY: 
WAG 

DRAWN BY: 
CR/AB 

CHECKED BY: 
WAG 

STANDARD PLAN 
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CITY OF SOLEDAD 
248 MAIN STREET, P.O. BOX 156 
SOLEDAD, CALIFORNIA, 93960 
(831)678-3963 

INSPECTOR: 

PERMIT NO.: LOT(S) 

ADDRESS: 

INSPECTION lYPE: PUBLIC WORKS 

D CURB & GUTTER D 
D SIDEWALK D 
D DRIVEWAY APPROACH D 
D WATER METER D 
D WATER METER BOX D 

INSPECTION DATE: TIME: 

RAMP D STREET ADDRESS CURB D FLUSHING ALL STORM 
DRAIN PIPES 

SIGNAGE D PAC BELL VAULT D ova OF STORM DRAIN VIDEO 

FIRE HYDRANT D P.G.&E. VAULT D DVD OF SEWER VIDEO 

STREET TREE D STREET LIGHT & NO. D LETTER STATING ALL MONUMENTS 
HAVE BEEN SET. 

LOT DRAINAGE D AVB'S 

ALL ITEMS INSPECTED SHALL BE INSTALLED PER PLANS AND Cf!Y STANDARDS ANO SPECIFICATIONS 

COMMENTS 

1. ALL CONCRETE INSPECTED SHALL BE FREE FROM CRACKS, DAMAGE, SPAWLING, 

GRAFFITI, EXCESS CONCRETE OR FOREIGN MATERIALS. USE NON-SHRINK EPOXY-GROUT 

FOR PATCHING CONCRETE. 

2. WATER METER SHALL BE FREE OF DIRT AND RETAIN PROPER CLEARANCE FROM 

BOTTOM AT THE DEPTH OF WATER METER BOX. WATER METER BOX ANO LID SHALL 

BE WITHOlJT DAMAGE. INSTALL PER STANDARD W-1 AND W-1 A. 

3. SIGNAGE SHALL BE INSTALLED IN CORRECT LOCATION AND WILL BE INSPECTED FOR 

PROPER MATERIALS AND MANUFACTURING. ALL SIGNAGE WILL BE PLACED BACK OF 

WALK PER ADA STANDARDS. 

4. FIRE HYDRANT'S SHALL BE PAINTED REQUIRED CITY COLOR SPECIFIED IN PLANS, 

LOCATED AT BACK OF WALK, PAD WILL HAVE CONSTRUCTION JOINT AT BACK OF WALK 

AND TRACER WIRE SECURED AROUND BOLT OF BREAK-OFF SPOOL 

5. STREIT TREE SHALL BE LOCATED WITHIN 5' OF BACK OF WALK IN Cf!Y RIGHT-OF -WAY, 

BE VIGOROUS IN HEALTH, FREE FROM DISEASE AND PESTS, BASE OF TREE SHALL BE Z' 

DIAMETER OR MORE, ROOTS SHALL BE COVERED AND SHALL BE PLANTED PER CITY 

STANDARD II 46. NOTIFY INSPECTOR 24 HOURS IN ADVANCE OF TREE DELIVERY FOR 

INSPECTION. 

6. LOT DRAINAGE - BACK, SIDES AND FRONT YARDS SHALL BE PROPERLY RAKED AS 

PER STANDARD PLAN II 52 AND BE FREE OF WEEDS, DEBRIS, PONDING. LOT GRADING 

SHALL BE AS GRADUAL AS POSSIBLE FROM BACK OF LOT TO FRONT, AND SIDE TO 

PROPERTY LINE AT FENCE. TRENCHES OR DITCHES ARE UNACCEPTABLE. 

7. STREET ADDRESS AT CURB - SHALL BE 3" NUMBERING, BLACK ON WHITE AND BE 

LOCATED NEXT TO DRIVEWAY APRON ON FACE OF CURB. 

B. PAC BELL AND P.G.&E. VAULTS SHALL BE LOCATED BACK OF WALK AND SET FLUSH 

WITH FINISH GRADE CONFORMING TO SLOPE OF LOT. 

9. ELECTROLIER - SHALL BE INSTALLED PER STANDARD I/ 49 AND 50, AND SHALL 

12. IT NORMALLY TAKES 4 WEEKS FOR THE CITY COUNCIL TO ACCEPT 

PUBLIC IMPROVEMENTS AFTER ALL THE ABOVE ITEMS ARE COMPLETED 

AND SUBMITTED TO PUBLIC WORKS DEPARTMENT. 

13. THE CITY WILL NOT ACCEPT PUBLIC IMPROVEMENTS UNTIL 100% 

OF THE PUBLIC IMPROVEMENTS AND HOMES/ STRUCTURES ARE COMPLETE. 

SUBDMSIONS MAY BE ACCEPTED IN PHASES AT THE SOLE DISCRETION 

OF THE CITY OF SOLEDAD PUBLIC WORKS DEPARTMENT. 

14. THE ITEMS LISTED ABOVE ARE THE MINIMUM REQUIRED ITEMS AND 

ADDITIONAL ITEMS MAY BE ADDED AT THE SOLE DISCRETION 

OF THE CITY OF SOLEDAD. 

HAVE REQUIRED STREET LIGHT NUMBER AFFIXED TO POLE PRIOR TO INSPECTION. ALL ELECTROLIERS ARE WORKING PROPERLY. 

10. AIR VACUUM BREAKERS - INSTAILL PER CITY STANDARD SPECIFICATIONS 

CROSS-CONNECTION PROTECTION REQUIREMENTS, PRIOR TO INSPECTION. 

11. ALL FINAL REPORTS, RECORD DRAWINGS, AND TEST RESULTS HAVE BEEN 

SUBMITTED TO PUBLIC WORKS DEPARTIMENT, INCLUDING GASS REPORT. 

DEPARTMENT--Gi:;.-R,.UBLIC WORKS 
CITY Q8.$_0EBl;l,hl0"-t.:-

TITLE: PUBUC WORKS INSPECTION CHEc,KLJ.~t,:1~~Q._~~11ON OF 
M'ROVEMENTS PRIOR TO ACCEPTANGE AND~'-~~CY) 

STANDARD PLAN 

DESIGNED BY: 
WAG 

DRAWN BY: 
CR/AB 

CHECKED BY: 
WAG 
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