






HDPE 4710— ASTM D2239 and ASTM D2737 
• Flexible polyethylene pipe and tubing
• Produced from only the finest virgin material
• Backed by a 30-YEAR WARRANTY
• Virgin Black material
• Chlorine resistance: CC3 per ASTM F2263

 ASTM D2239 1/2” 3/4” 1” 1-1/4” 1-1/2” 2” 
 160 PSI SIDR 11.5 O.D. .742” .968” 1.231” 1.620” 1.890” 2.427” 

I.D. .622” .824” 1.049” 1.380” 1.610” 2.067” 
Wall .060” .072” .091” .120” 0.140” .180” 

Wt./ft .057# .090# .143# .246# 0.335# .544# 

 200 PSI SIDR 9 O.D. N/A 1.008” 1.283” 1.686” 1.968” 2.527” 
I.D. N/A .824” 1.049” 1.380” 1.610” 2.067” 

Wall N/A .092” .117” .153” 0.179” .230” 
Wt./ft N/A .116# .186# .320# 0.430# .710# 

 250 PSI SIDR 7 O.D. N/A 1.060” 1.349” 1.774” 2.070” 2.657” 
I.D. N/A .824” 1.049” 1.380” 1.610” 2.067” 

Wall N/A .118” .150” .197” 0.230” .295” 
 AWWA  C901 Wt./ft N/A .152# .246# .424# 0.578# .952# 

 ASTM D2737 1/2” 3/4” 1” 1-1/4” 1-1/2” 2” 
 250 PSI  SDR 9 CTS O.D. N/A .875” 1.125” 1.375” 1.625” 2.125” 

I.D. N/A .681” .875” 1.069” 1.263” 1.653” 
Wall N/A .097” .125” .153” .181” .236” 

 AWWA  C901 Wt./ft N/A .103# .170# .254# .353# .602# 

Note: Please see Centennial Plastics website for stocking coil lengths: www.centennialplastics.com 

SIDR 9, SIDR 7 and SIDR 11.5 are suitable for connections with insert fittings and clamps. 
Note: CenFlo HDPE SDR 9 is suitable for connections with CTS fittings. 

CenFlo is tested and certified to NSF/ANSI Standard 14 and 61. 

CenFlo is Certified to NSF/ANSI 372 and conforms with the lead content requirements for “lead free” plumbing 
as defined by California, Vermont, Maryland, and Louisiana state laws and the U.S. Safe Drinking Water Act. 

Centennial Plastics follows Proposition 65 (also known as the Safe Drinking Water and Toxic Enforcement Act of 1986). 
Our products in their finished form, do not require a California Proposition 65 warning label. 

§ CenFlo HDPE is certified to the Uniform Plumbing Code™

Centennial Plastics is an ISO 9001 Certified Company. 
 FLOH-1 

CenFlo HDPE 

NSF® 

SPEC IF ICAT IONS 
  Effective April 2019 

     Supersedes Jan. 2019 
1830 Centennial Ave.
Hastings, NE. 68901
      Ph: 402-462-2227 
     Fax: 402-462-5529 

  Toll Free: 866-851-2227 
centennialplastics.com 

http://centennialplastics.com/assets/site/files/stocking-coils/cenflo4710-stock-coils.pdf
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MUELLER® BR2B SERIES BRONZE 
SERVICE SADDLES - DOUBLE STRAP 

TO ORDER SPECIFY QUANTITY, OUTLET TAPPING SIZE AND CATALOG NUMBER

MUELLER® Service Saddles for use on Cast Iron and Ductile Iron pipe
❏ Outlet tapped with either AWWA taper (C.C.) or AWWA I.P. thread (F.I.P.T.)
❏ For use on cast iron or ductile iron pipe and cast iron O.D.
❏ 200 psig (1380 kPa/14 barg) maximum working pressure
❏ Available in double strap designs
❏ Brass body
❏ Flattened silicon bronze straps
❏ Rolled strap threads
❏ O-ring sealed outlet
❏ 3/4" thru 2" tap sizes (1/2" and 5/8" some styles)
❏ Meets all applicable parts of ANSI/AWWA C800
❏ NSF 61 Certified  BR 2 B Series 

MUELLER® Service Saddles with Bronze Double Straps 

*A-C pipe, classes 150-200 per ASTM C295 and AWWA C400 – actual O.D. of pipe being used must fall within the pipe O.D. range listed in the preceding charts. 
Centrifugally cast pipe, classes 50-250 per ANSI/AWWA C102/A21.2; ANSI/AWWA C106/A21.6; ANSI/AWWA C108/A21.8, and Federal specification WW-P-421. Ductile 
iron pipe, classes 50-56 per ANSI/AWWA C151/A21.51; Cast iron O.D. PVC plastic pipe per AWWA C900. 
** The outside diameter of A-C pipe varies from manufacturer to manufacturer., to make certain you select the proper clamp: 1) Determine the O.D. of the pipe at the point of
saddle installation; 2) From the pipe O.D. range column of the above chart, choose a saddle that has a pipe O.D. range that includes the determined pipe diameter.
***CC=AWWA Taper; IP=AWWA IP thread (F.I.P.T)

Pipe O.D. Range* Kind and Size of Pipe Bronze Double Straps 

Inch mm A-C Cast or 
Ductile Iron

Tap*** 
Thread

Base
Catalog 
Number

Size of Tapping (add to "Base" to complete catalog number)

1/2" 5/8" 3/4" 1" 1-1/4" 1-1/2" 2"

4.74-5.32 120.4-135.1

**

4"  CC or IP BR2B0474 050 062 075 100 - - -
4.74-5.10 120.4-129.5 4"  CC or IP BR2B0474 - - - - 125 150 200
5.10-5.40 129.5-137.1 4"  CC or IP BR2B0510 - - - - 125 150 200
6.84-7.45 173.7-189.2 6"  CC or IP BR2B0684 050 062 075 100 125 150 200
8.99-9.67 228.4-245.6 8"  CC or IP BR2B0899 050 062 075 100 125 150 200
11.04-12.12 280.4-307.8 10"  CC or IP BR2B1104 050 062 075 100 125 150 200
13.14-14.58 333.8-370.3 12"  CC or IP BR2B1314 050 062 075 100 125 150 200
15.22-16.88 386.6-428.7 14"  CC or IP BR2B1522 - - 075 100 - 150 200
17.32-19.19 439.9-487.4 16"  CC or IP BR2B1732 - - 075 100 - 150 200
18.00-19.50 457.2-495.3 18"  CC or IP BR2B1800 - - 075 100 125 150 200
20.00-21.60 508.0-548.6 20"  CC or IP BR2B2000 - - 075 100 125 150 200
24.00-25.80 609.6-655.3 24"  CC or IP BR2B2400 - - 075 100 125 150 200

These machines may be used with the service saddles illustrated on this page

Machine Service Saddle Tap Size
1/2" 5/8" 3/4" 1" 1-1/4" 1-1/2" 2"

E-5™ X X X                                                                     X                                                                     X X X
D-5™ - - X X X X X
TRU-CUT™ - - X X - - -
MEGA-CUT™ X X X X X X X
PL-2™ - - X X - - -

Shaded area indicates change Rev. 9-15
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CITY OF SOLEDAD / ITEMS USED 

PREPARED: JULY, 8, 2021 

SOLEDAD WATER 

ARMORCAST 
PART NO. LOGO METER SIZE 

 
INDUSTRY CODE DESCRIPTION 

P6000485 
 

3/4" & 1" B12 12" x 20" x 12" (10K) Rotocast Meter Meter Box w/ One 
Mousehole On Each End 

A6000484-H10 SOLEDAD WATER 3/4" & 1" B12 12" x 12" (10K) Polymer Concrete Cover w/ Slot for 
Badger/ Orion 

P5001534X12 
 

1-1/2" & 2" B36 17" x 30" x 12" (10K) Rotocast Meter Meter Box w/ One 
Mousehole On Each End 

A6001643-H10 SOLEDAD WATER 1-1/2" & 2" B36 17" x 30" x 12" (10K) Polymer Concrete Cover w/ Slot 
for Badger/ Orion 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

ARMORCAST PRODUCTS COMPANY 7/9/2021 
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